
S T E P  O N E

Preparing your Walls
Unroll each strip so that they face the same way. The top of the strip has

no white space, and the bottom has a narrow line of white labeled
“bottom”. Don’t trim any part of the paper before hanging. The wall you’re

applying your paper to should be smooth, clean and dust free. Patch or sand
any damaged areas of the wall, especially where sharp edges might pierce

or tear the wallpaper. For best results, apply wallpaper to a sur face that is a
solid, l ight color. If  your wall has been recently painted, allow at least

4+ weeks for the paint to cure before applying wallpaper. Applying
wallpaper over uncured paint can lead to bubbling.

S T E P  T W O

Start Hanging
If  you’re  apply ing mult iple  str ips  of  wal lpaper,  hang them from lef t

to r ight  to  ensure a  smooth repeat  of  the design.  Star t  with  the upper
lef t  corner  of  the room, wal l ,  or  other  sur face you’re  cover ing.  I f  cover ing
an ent i re  room, choose a  inconspicuous corner  to  begin s ince the repeat
wi l l  not  match up on the final  seam. Using a  c lean paint  rol ler  or  sponge,

thoroughly  wet  the back of  the paper,  making sure not  to  leave any
dr y  spots.  Once i t ’s  wet,  gent ly  fold the pasted s ide in  on i tsel f  by  folding

the top and bottom of  each piece to meet  in  the middle,  tak ing care  not
to crease the paper  (this  is  cal led ‘booking’) .  Set  the paper  as ide for

3-5 minutes  to  rest  and ac t ivate  the adhesive.

S T E P  T H R E E

Applying the Paper
Pick up your  first  str ip  and unfold just  the top hal f  of  the paper,  leaving
the edge l abeled “bottom” st i l l  booked.  Al ign the top of  the wal lpaper
with the cei l ing,  making sure the edge is  stra ight  and even on the wal l .

Step back and check that  the str ip  is  stra ight  and level .  Painter ’s  tape can
be used to secure the paper  i f  i t  begins  to  s l ip.  Once the paper  is  in

posit ion,  unfold the bottom hal f  of  the str ip  and smooth downward with
a d amp sponge.  Take care  to  remove l arge a i r  bubbles  as  you go;  smal ler
bubbles  wi l l  d iss ipate  as  the wal lpaper  dr ies.  P ick  up your  second str ip

of  wal lpaper  and apply  i t  so that  i ts  lef t  s ide over l aps the r ight  s ide
of  the previous str ip  by approximately  ¾ inch,  careful ly  v isu al ly  matching

the repeat.  There is  no need to tr im the over l ap;  i t  gu arantees  that  the
wal lpaper  wi l l  repeat  seamless ly.  Repeat  th is  step,  moving f rom lef t  to  r ight

and al igning each new str ip  over  the str ip  to  i ts  lef t .

Please note that all wallpaper sales are final. We strongly recommend
that our papers be installed by a professional wallpaper hanger, and we cannot

be held responsible for errors that may occur during installation. 
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