
THERE IS ONLY ONE.THERE IS ONLY ONE.

SEW-on
Hook and Loop

FLAME RETARDANT SEW-ON  

FLAmE RETARDANT SEW-ON HOOK AND LOOP
A fastening system specifically developed for industries where protection against fire is paramount. Ideal for:

  Aircraft and automotive upholstery   Train seats   Safety clothing

  Defence forces   Combat clothing   Airforce flying suits   Firemen's turnout coats

SPEciAL FEATURES 
Operating Temperature range from -56°C to 93°C

SPEciFicATiONS
BLAcK 20mm 25mm 50mm

WHiTE 25mm

BEigE  20mm 25mm 50mm

OLivE gREEN 25mm 50mm 100mm

NAvy 20mm 25mm 50mm

PAcKAgiNg 25 metre Rolls of either hook or loop. customer cutting service available.

FLAmE RETARDANT HOOK AND LOOP FASTENERS cAN BE 
mANUFAcTURED TO cOmPLy WiTH

  Federal Aviation Regulations Part 25.853(A)   Mil-Spec. AA55126 Rev B

  Motor Vehicle Safety Standard FMVSS 302   AMTRAK Spec. No. GEN-S-014-001

A certificate of analysis is available upon request with each order.



IMPORTANT NOTICE TO PURCHASER
All statements, technical advice and recommendations contained herein are based on tests believed to be reliable, but the accuracy thereof is not guaranteed, and the following is made 
in lieu of all warranties, expressed or implied: Seller’s and manufacturer’s only obligation shall be to replace the quantity of product proved to be defective. Neither seller nor manufacturer 
shall be liable for any injury, loss or damage, direct or consequential, arising out of the use of or the inability to use the product. Before using, user shall determine the suitability of the 
product for its intended use, and user assumes all risk and liability whatsoever in connection therewith. No statement or recommendation not contained herein shall have any force or 
effect unless in an agreement signed by officers of seller and manufacturer. 
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HOOK 88 AND 1000 LOOP cLOSURE PERFORmANcE

cycLE LiFE  
AvERAgE

SHEAR STRENgTH 
LENgTH WiSE 

average

SHEAR STRENgTH 
WiDTH WiSE.  

average

cURvED SHEAR ON 
11.5cm  RADiUS 

average

TENSiON OR 
LATcHiNg EFFEcT 

average

PEEL STRENgTH 
LENgTH WiSE 

average

HigH
0.98kg/cm² 

14psi
0.74kg/cm² 

10.5psi
1.97kg/cm² 

28psi
0.46kg/cm² 

6.5psi
0.54kg/25mm WiDTH 

1.2piw

gENERAL SEWiNg iNSTRUcTiONS 
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   Slitting (lengthwise cut): Due to the general weave construction of VELCRO® Brand hook and loop tapes, the possibility of fraying 
can occur if the tapes are slit or cut in a lengthwise direction. It is for that reason that the tapes are woven with a 2mm selvage 
along both edges.

   VELCRO® Brand fasteners are not limited by directional forces. While there are differences, you can generally use them in  
any alignment.

   VELCRO® Brand hook tape is the most durable part of the fastening closure and consequently "harsher" to the touch.  
The loop, or soft, part of the closure should be facing more delicate or sensitive areas such as human skin or textured fabrics.

   Standard fastening application requires stitching along all four edges of each tape component, forming a "box" stitch (Fig. 1).  
We strongly advise against sewing along two edges without completing the box stitch.

   Where extra strength may be needed, you may need to secure the tape with a cross stitch (Fig. 2), or by stitching additionally 
straight down the middle of the tape (Fig. 3).

   Nipping the corners of the tape enhances its appearance and eliminates sharp points.
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