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5. Repeat the above steps for the next row starting 
the tinsel roughly 5cm above your first line (this will be 
dependent on how wide your tinsel is).

6. Continue this process until you reach the arm holes. At 
this point glue the tinsel to the front panels of the jacket 
and to the back panel separately leaving the arms.

7. Glue a strip of tinsel around the neck line like a collar.

8. Tinsel the sleeves;
 a. Glue a line of tinsel around the bottom of the  
 sleeves.

 b. Iron flat like in step 4.

 c. Repeat steps until both sleeves are covered in tinsel.

9. Allow the glue to dry completely before wearing the 
jacket.

DIFFICULTY ●●○

Approximate Time of Project: 1 hour

MATERIALS
 Jacket (2 sizes too big)
 Tinsel
 Hot glue sticks

EQUIPMENT
 Scissors
 Hot glue gun
 Low temp iron
 Rag

HELPFUL HINTS
• Find a jacket that is at least two sizes bigger than your 

usual sizes. This will allow the jacket to sit away from 
your body and move better.

• If your jacket has a collar, glue the collar down before 
you start.

• Cut your tinsel as you go, this will prevent wasted 
lengths.

• If you find hot glue isn’t adhering to your fabric try 
Makr Fabric Glue or Makr Multi Bond Glue. If you use 
something other than hot glue it won’t dry as fast so you 
may find you need to clamp it in place with some binder 
clips until it dries.

• This jacket cannot be washed as it will ruin the tinsel.

STEPS
1. Starting from the bottom edge of the jacket, glue the 
end of your tinsel to the front bottom corner of the jacket.

2. Glue the tinsel around the bottom edge of the jacket. 
Being sure to glue the centre of the tinsel strand.

3. When you get to the end of the row cut the tinsel and 
glue the end to the jacket to prevent tinsel bits from falling 
off.

4. Once the glue is dry turn your iron on its lowest 
temperature and place the rag over the tinsel. Press all the 
tinsel so it is facing down.
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