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CLEANLIFE® EzConnect™ LED Light Bars are a one-of-a-kind lighting  
solution for signs, retail displays, decorative and cove lighting.

EzConnect™ LED Light Bars

FEATURES

Available Color Temperatures

2500K

4000K 5000K

2700K

6000K

3000K

24V Constant Voltage Design

Long Lifetime, L70>50,000 Hours

High Efficacy up to 100 LPW

180° Wide Beam Angle

Operating Temperature from -25°C ~+50°C

No Glare, Frosted Lens Cover

Easy Mounting, 3M-Tape Backing

Daisy Chains with Quick Connectors

Standard Lengths from 6 to 60 Inches

5-Year Manufacturer’s Limited Warranty

CE, UL, SAM Certified, RoHS Compliant

EzConnect™ Jumper Harnesses 

Available on Page 6

DAMP
LOCATION

EzConnect™ LED Light Bar Information

Mounting Brackets

Application Information

Daisy-Chain with EzConnect™!

Color Code

Part Number: CL-A-4 (3-Pack)

Additional Options on Page 8
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Color Temperature

2500K

2700K

3000K

4100K

5000K

6250K

5-Year Limited Warranty

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

5.91/150
11.81/300
17.72/450
23.62/600
29.92/760
35.43/900
41.34/1050
47.24/1200
53.98/1371
59.06/1500

Light Bar 
Size

(A)
Length (in/mm)

(A)

Light Bar Dimensions

E466878

Applications

All

Market Segments

All
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CL-CTS24FU02H02J-06T
CL-CTS24FU02H02J-12T
CL-CTS24FU02H02J-18T
CL-CTS24FU02H02J-24T
CL-CTS24FU02H02J-30T
CL-CTS24FU02H02J-36T
CL-CTS24FU02H02J-42T
CL-CTS24FU02H02J-48T
CL-CTS24FU02H02J-54T
CL-CTS24FU02H02J-60T

CL-CTS24FW02H02J-06T
CL-CTS24FW02H02J-12T
CL-CTS24FW02H02J-18T
CL-CTS24FW02H02J-24T
CL-CTS24FW02H02J-30T
CL-CTS24FW02H02J-36T
CL-CTS24FW02H02J-42T
CL-CTS24FW02H02J-48T
CL-CTS24FW02H02J-54T
CL-CTS24FW02H02J-60T

CL-CTS24FS02H02J-06T
CL-CTS24FS02H02J-12T
CL-CTS24FS02H02J-18T
CL-CTS24FS02H02J-24T
CL-CTS24FS02H02J-30T
CL-CTS24FS02H02J-36T
CL-CTS24FS02H02J-42T
CL-CTS24FS02H02J-48T
CL-CTS24FS02H02J-54T
CL-CTS24FS02H02J-60T

CL-CTS24FC02H02J-06T
CL-CTS24FC02H02J-12T
CL-CTS24FC02H02J-18T
CL-CTS24FC02H02J-24T
CL-CTS24FC02H02J-30T
CL-CTS24FC02H02J-36T
CL-CTS24FC02H02J-42T
CL-CTS24FC02H02J-48T
CL-CTS24FC02H02J-54T
CL-CTS24FC02H02J-60T

CL-CTS24FN02H02J-06T
CL-CTS24FN02H02J-12T
CL-CTS24FN02H02J-18T
CL-CTS24FN02H02J-24T
CL-CTS24FN02H02J-30T
CL-CTS24FN02H02J-36T
CL-CTS24FN02H02J-42T
CL-CTS24FN02H02J-48T
CL-CTS24FN02H02J-54T
CL-CTS24FN02H02J-60T

CL-CTS24FD02H02J-06T
CL-CTS24FD02H02J-12T
CL-CTS24FD02H02J-18T
CL-CTS24FD02H02J-24T
CL-CTS24FD02H02J-30T
CL-CTS24FD02H02J-36T
CL-CTS24FD02H02J-42T
CL-CTS24FD02H02J-48T
CL-CTS24FD02H02J-54T
CL-CTS24FD02H02J-60T

2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120
2500K ±120

2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150
2700K ±150

3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175
3000K ±175

4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275
4000K ±275

5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285
5000K ±285

6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415
6000K ±415

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

6"
12"
18"
24"
30"
36”
42”
48”
54”
60”

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

6"
12"
18"
24"
30"
36"
42"
48"
54"
60"

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape
3M Tape

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC
24V DC

2
3
5
6
7
8
9
10
11
13

2
3
5
6
7
8
9
10
11
13

2
3
5
6
7
8
9
10
11
13

2
3
5
6
7
8
9
10
11
13

2
3
5
6
7
8
9
10
11
13

2
3
5
6
7
8
9
10
11
13

150
250
450
550
625
700
800
900
1000
1100

150
250
450
550
625
700
800
900
1000
1100

150
250
450
550
625
700
800
900
1000
1100

200
300
500
600
700
800
900
1000
1100
1300

200
300
500
600
700
800
900
1000
1100
1300

200
300
500
600
700
800
900
1000
1100
1300

75
83
90
92
89
88
89
90
91
85

85
85
85
85
85
85
85
85
85
85

75
83
90
92
89
88
89
90
91
85

85
85
85
85
85
85
85
85
85
85

75
83
90
92
89
88
89
90
91
85

85
85
85
85
85
85
85
85
85
85

100
151
100
100
100
100
100
100
100
100

85
85
85
85
85
85
85
85
85
85

100
151
100
100
100
100
100
100
100
100

85
85
85
85
85
85
85
85
85
85

100
151
100
100
100
100
100
100
100
100

85
85
85
85
85
85
85
85
85
85

Part
Number

Ordering Information

Color
Temperature

Length
(IN) BackingVoltage

Rated
Power
(W) (±10%)

Typical
Lumens
(lm) (±10%)

Nominal
Lumens
Per Watt CRI (±5)


