
E 101
 

SPECIFICATIONS: 
Model:   E 101
Weight:    13 lbs.
Size:    9.75" x 8.5" x 4"
Lamp:    ELC 24V, 250W  
Fuse:    2A
Supply  Voltage:    120V
Working  Position:  Any Safe position
Duty Cycle:    15min on/off
Colors:    4
Warranty:    1 Year Limited Warranty

CAUTION! Please read and 
understand these instructions 
before installing or operating 
this unit.

Operating Instructions:
Unit is ready to be hung or set on flat surface. This 
fixture is designed to operate as a stand alone unit. 
It has been tested and the lamp has been installed 
at the factory there is no assembly necessary. The E 
101 is a low cost unit with an incredible effect, with-
out any strong flashing lights or special fog needs. 
When used with the internal clear gel this unit cre-
ates the effect of rippling water movement or use the 
internal orange gel to create a dramatic fire simula-
tion. This unit comes with 4 built-in colors that can 
be used to create a variety of different and unique 
effects.

Lamp Replacement: Remove the thumb screw on 
the top of the unit and remove the protective lamp 
cover. Locate the lamp and discard the bad lamp. 
Replace the lamp and reassemble.

1 Year Limited Warranty: Eliminator Lighting war-
ranty is valid from the date of purchase. Our 1 year 
limited warranty covers manufacturing defects 
only. Serial number, place of purchase with dated 
valid receipt must be submitted at time of service. 
Eliminator Lighting warranty does not cover items or 

HALOGEN LAMP WARNING!
This fixture is fitted with halogen 
lamps which are highly susceptible 
to damage if improperly handled. 
Never touch lamp with bare fingers 
as the oil from your hands will short-
en lamp life. Also, never move fixture 
until lamp has had ample time to 
cool. Remember, lamps are not cov-
ered under warranty conditions.
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parts prone to wear and tear: lamps, 
fuses, brushes and belts. Eliminator 
Lighting warranty is only valid with-in the 
United States. 
Caution! Never open unit when in use. 
Always disconnect main power before 
serving or replacing lamp. Remember to 
always replace with the exact same type 
lamp and fuse. 


