
• Achieve 100% ratings on compaction tests 

• Compaction of cohesive and granular soils up to 26 inches 

• 13" x 11" plate works around narrow trenches and corners 

• Heavy metal cage for engine and throttle protection 

VIBRATORY RAMMERS 

TR68H

FEATURES
• 121cc / 3.6 HP Honda GXR120 Engine 

• Compaction force of 3,550 lbs/ft2 

Engine Honda GXR120 

Power 3.6 HP 

Speed 4100 RPM 

Compaction Force 3550 lbs/ft

Blows per Minute 650 - 700 

Jumping Stroke 1.6” - 3.4” 

Fuel Tank 1 gal 

Shoe Size 13” x 11” 

Weight 150 lbs 

Packaging Dimensions 41” x 14” x 28” 

3.6 HP HONDA ENGINE ACHIEVE 100% COMPACTION 
Powered by the industry's most With a force of 3550 lbs/ft,
reliable engines with spare parts compact soils up to 26” and

available nationwide master your next compaction test 

• Rust -free oil tank and durable polyurethane, ribbed bellow 

• Lightweight 150-lbs design 
DUAL AIR FILTER 3-IN-ONE FUEL SYSTEM 

Avoid engine clogs and allow your With one turn, eliminate
• Optional: 5.5" shoe & transport wheels Honda engine to run longer in the carburetor issues and extend the 

harshest conditions! life of your rammer 



POUND FOR POUND 
THE HARDEST HITTING RAMMER 
Achieve 100% Compaction Ratings on field density tests 

Powered by Honda engines, Tomahawk Rammers are 

Item #: TR68H 

3,550LBS/FT 3.6HP 121CC 

TAMPING RAMMER 
www.tomahawk-power.com 


