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REVERSE COMPACTORS

[100% COMPACTION] Achieve 100% compaction ratings on field density tests and 

nuclear densometers with a compaction force up to 3400 lbs. per square ft. at 6400 

blows per minute

[PRO PERFORMANCE] Built for foundations, patios, tight trenches, and more – 

Tomahawk Compactors move at 92 ft. per minute, perfect for compaction of soils up 

to 22 inches

[BUILT TOUGH] Assembled with the most durable parts including a Honda Engine, 

NSK Bearings, anti-vibration handles and more – this is the last compactor you’ll 

ever own

[3 YEAR WARRANTY] Backed by a 3-year engine warranty and 1-year product 

warranty, this compactor is engineered with reliability you can trust

[1

nu

blo

[P

To

to

[B

NS

ev

[3

wa

Model

Engine

HP

kW

Compaction of Soils

Plate Size

Compaction Force

Vibration Frequency

Vibrations per Minute

Travel Speed

Operating Weight

Package Dimensions

Warranty

TPC100H

Honda GX160

5.5

3.6

18”

19” x 14”

3,500 lbs/ft²

100 Hz

3,600 VPM

79 ft/min

210 lbs

23” x 16” x 48”

3 Year Engine

TPC170H

Honda GX200

6.5

4.1

20”

28” x 24”

7000 lbs/ft²

100 Hz

3,600 VPM

79 ft/min

385 lbs

32” x 50” x 50”

3 Year Engine

TPC400H

Honda GX270

9

5.1

22”

32” x 24”

11,690 lbs/ft²

90 Hz

3,600 VPM

92 ft/min

783 lbs

56” x 24” x 42”

3 Year Engine

HONDA ENGINES
Powered by the industry's most 
reliable engines with spare parts 

available nationwide.

OPTIONAL ACCESSORIES
Smooth rolling, never-flat wheels 
for headache-free transportation 

around any jobsite

NARROW PLATES
Maneuver narrow, cramped 
spaces to tackle any project. 

Plate Extensions available now!


