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FOR CUSTOMERS

TO ACCESS CUSTOMER SUPPORT FASTER

Thank you for purchasing our dehumidifier.

Kesnos wishes that our products and services can bring convenience to 

your work and life. We highly recommend that you keep the manual for 

reference if you encounter unexpected events using the unit. 

Please read the manual carefully to ensure proper use of the dehumidifier. 

Our dehumidifiers are widely used in family bedrooms, bathrooms, 

basements, offices and storage rooms, etc. 

The dehumidifiers from Kesnos provide quick and efficient operation to 

reduce room's humidity and bring you a healthy and comfortable life.

If there is any problem of the product, please contact Kesnos 

Customer Service at  with your Purchase support@kesnos.com

Order ID to help you address the problem more effectively.
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The graphics and functions provided in this manual may not be the same 
as the actual product. Please always refer to the actual product. 

The model of the machine on the manual is for reference only, please 
check the corresponding content and operate the machine based on the 
actual product. 

The right to interpret the relevant terms belongs to the company.
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SAFETY INSTRUCTIONS

Safety Notes:

Cautions!

Before plugging in the machine, ensure the voltage is within the range of label. This 
dehumidifier is only used for the specified applications.

Please place the machine vertically for two hours prior to powering on the machine in 
the 1 st time application.

Do not soak the machine into water or spray water directly on the machine during cleaning.

When using the dehumidifier, other objects surrounding the machine at least need to be 

kept at a distance of 39.4 inches (1m) away from the machine.

Draw out the plug before cleaning the device or the filter trap and any other part of the 

machine.

Do not use the extension cable to connect with power; ask the professionals for the 

installation when there are no proper socket available.

This appliance can not be used by children aged under 8 years old and persons with 

reduced physical, sensory or mental capabilities or lack of experience and knowledge 

unless they have been given supervision or instructions concerning use of the appliance in 

a safe way and understand the hazards involved. 

Children shall not play with the appliance. Cleaning and user maintenance shall not be 

made by children without supervision.

To avoid the occurrence of danger, ask manufacturers, agents or qualified staff for the 

replacement of damaged power wire.
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Features

1. Elegant appearance of high grade; reasonable and firm structure with 

compact design.

2. Computerized control, easy to operate, specialized timing function.

3. Applicable for normal low temperature with high efficiency automatic 

defrosting system.

4. Unique 1%RH adjustable humidity setting function. 

5. Continuous hose drainage function.

6. Specialized environment temperature display, humidity display and automatic 

fault diagnosis function.

7. Equipped with universal wheels at the bottom to move freely.

8. Adopt the world renown compressor and humidity sensor.

Dehumidifier is used for reducing the air moisture of its installation space to a 

proper level, so as to fit people in the daily life and material storage. 

Elegant in shape, compact in size and convenient in operation, this 

dehumidifier is widely used in the dehumidification of many sites with high 

moisture such as scientific iresearching, medical & health care, commodity 

storage, underground engineering, so as to prevent the loss caused by 

moisture, rust, decomposition of apparatus, devices, telecommunications 

devices, medicines and files, etc.

Considering the variation of climate and environment, and the optimum setting 

humidity for physiological health of human, protection of indoor furniture and 

other items varies between 45%RH to 65%RH, it is suggested to set the 

humidity within this range. 

Introduction



OPERATION 
INSTRUCTIONS

1. Power Button: In power-off status, press this button to turn on the device 
and vice versa. In power-on status, the LED screen will light up and vice 
versa.

Note: Dark screen does not mean the power is disconnected. 

2. Up/Down Button: Set up or set down the humidity value.

3. Timing key: Press to enter the timer setting.

4. Function Button: Press to confirm the parameters setting.

   Button Description

In powered-on status, press Up/Down button to set the humidity value 
between the range of 10%-98%RH.

Press the "Function" button to confirm the setting or no operations for 
seconds will exit the setting status automatically. 

    Humidity Setting
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Function Timing

Power

Up Down

Up Down

Power

TimingFunction

LED Display Panel



Display Status Description

When the fan is delayed, the fan icon "                " will flash, and if the fan is 
running, the fan icon will be on, otherwise it will be off.

When the compressor is delayed, the dehumidification icon "        " will 
flash, and if the compressor is running, the dehumidification icon will be on, 
otherwise it will be off. 

If the ambient humidity is lower than the setting humidity, the compressor 
will be stopped, and the humidity control icon "      " will flash, otherwise it 
will be off. 

When the water tank is full, the Full Tank Alarm "       " will flash, and go out 
when the tank is emptied.

When the machine needs to be cleaned, the cleaning icon "         " will flash, 
otherwise it is off. 

When the machine is defrosting, the defrost icon "        " will flash, and go 
out when the defrosting ends.

OPERATION 
INSTRUCTIONS
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Timer Setting

This timer setting function is designed for you to set a time to turn off (when 
the machine is on) or to turn on (when the machine is off) the machine, 
automatically by the timer.

In power-on or power-off status, press the "Timing" button to enter timer 
setting status, the timer icon "      " and "h" will light up, "  " will flash to 25
show the setting time.

You can press "Up" or "Down" button to set the timer within 1-24 hours, 
which can be reset again after invalid. 

If no timer setting, "  " will display the ambient temperature. When the 25
timer has been set successfully, "  " will show the remaining time. Press 25
the "Function" button, "  " will display ambient temperature.25

If the timer is set to "  ", this is called the invalid time.00



When the accumulative running time of the fan is ≥30 days, the machine can 
continue to run, but it will prompt "        " and it will not be able to be removed 
even restarted. 

In power-off status, long press the "Function" button for seconds, then the 
display screen will show once, the "        " prompt will be released, and the 
fan running time will be cleared.

OPERATION 
INSTRUCTIONS
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Special Note: 

To avoid any damage to the dehumidifier, the compressor features a            
"3 minutes delay protection" function, which is, when the dehumidifier is 
powered, the compressor can only start again 3 minutes later after its last 
shutdown.

● After the device is powered on, it will automatically resume the working 
status before power off. 

● If the machine is running before power outage, the machine will 
automatically enter power-on status, and maintain the previous setting 
parameters. 

● If the machine is shut down before the power outage, then the machine 
will still be in power-off status.

When the dehumidifier is running at a lower temperature, the system will 
automatically determine whether there is a presence of frost. If any frost 
exists, it will defrost automatically. 

The fan will keep running and the compressor will stop when defrosting. 
After this process, the compressor will restart to run.

When the ambient temperature is higher than the default high temperature 
of 113°F, the system will enter high temperature protection, the small 
number will indicate "HH", and the compressor will stop; 

When the ambient temperature is lower than the default low temperature of 
39 °F, the system will enter the low temperature protection, the small 
number will indicate"LL", and the whole machine will stop.



PARTS 
DESCRIPTIONS
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Control Panel

Air Inlet

Continuous Drainage Port

         Hand Button
(To access the water tank)

Air Outlet

Cable Outlet

Caster



SPECIFACTION
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Working temperature of this product ranges from 41°F(5°C) or higher 95°F(35°C). 
In any case of the room temperature exceeds this range, the machine can not 
work properly. 

The parameters above are subject to modification by the company without further 
notice.

MODEL

POWER SOURCE

MOTOR COMPRESSOR 

REFRIGERANT

MAXLMUM ALLOWABLE PRESSURE

HIGH PRESSURE

RATED POWER (95°F, 90 )%RH

RATED CURRENT (95°F, 90 )%RH

LOW PRESSURE 

INPUT POWER (65°F, 60%RH)

INPUT CURRENT (65°F, 60%RH)

IEF ( F, 60%RH)65°

MOTOR FLA

PD606A

120V～60Hz

1000W

8.8A

515W

4.6A

1.80 liters/kWh

0.85A

RLA:10A   LRA:30A

R410A/15.87ozs (450g)

800PSIG (5.5MPa)

580PSIG (4.0MPa)

247PSIG (1.7MPa)

MOISTURE REMOVAL CAPACITY (65°F, 60%RH)  48.7 Pints/Day (23L/Day)

MOISTURE REMOVAL (80 ℉, 60%RH)

MOISTURE REMOVAL (86 ℉, 80%RH)

MOISTURE REMOVAL (95 ℉, 90%RH)

 74 Pints/Day (35.3L/Day)

 123 Pints/Day (58.5L/Day)

 155 Pints/Day (73.4L/Day)

WARNING:

This product can expose you to chemicals including Styrene and its compounds, which
is known to the State of California to cause cancer and birth defects or other reproductive
harm. For more information go to: www.P65Warnings.ca.gov



MALFUNCTION
CODE

Malfunction Codes 

E0 

E1 

E2 

E3 

E4 

E5 

E6

E7 

E8 

E9 

ER(EA) 

Eb (Eb) 

Ec (Ec) 

Description

Malfunction of defrosting temperature sensor 2

Malfunction of humidity sensor 

Malfunction of defrosting temperature sensor 1 

Malfunction of phase sequence (reverse phase or lack phase) 

Malfunction of environmental temperature sensor

Malfunction of system high pressure

Malfunction of system low pressure

Alarm for full water

Malfunction of overloading current of compressor 

Malfunction of overloading current of air blower 

Defrost temperature sensor 3 failure 

Defrost temperature sensor 4 failure

Display information transmission abnormalDisplay information transmission abnormal

Note:

1.If display E0, E1, E2, E3, E4, ER or Eb fault, the compressor and air blower will 
still work, only alarm and display the fault code, the machine can start when 
powered on again (press any button to lift the alarm.).

2. After troubleshooting the E3, E5, E6, E8 or E9 error, the alarm can only be lifted 
after cutting off the power and reconnecting again.

3. When Ec error occurs, the machine will not be controlled by the control panel.

If the malfunction is still present, please don't hesitate to contact Kesnos Customer 
Service email at  for help.support@kesnos.com
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Place the drainage 
hose well when 
drain water conti-
nuously so as to 
flow the water 
freely. If work in 
a cold temperature 
that could freeze the water, then 
the continuous drainage may not 
be applicable.  

SPECIAL  NOTES
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SPECIAL  NOTES



Please make sure to draw out the power cable before cleaning and maintenance to 
the machine.

Do not use detergent, steel wool, chemically treated cloth, gasoline, benzine, 
thinner or other solvents for the cleaning as these items could damage the machine 
body.

Cleaning the Filter 

This device is equipped with a filter trap that can be washed, by which this 
machine can isolate large part of the contaminants transmitted through air, such 
as dust, smoke, animal fur, mold spore and pollen, reduce the substances that 
could cause sensitization.

lt is suggested to check the filtering mesh regularly, make cleaning at least one 
time per month or before storage.

Equip the filter trap back in the device after cleaning. 

1. The device is attached with one drainage hose; it is connected to the drainage 
outlet for continuous drainage. 

2. Ensure no bending in the drainage hose for smooth water flow.

User shall never repair or disassemble the machine body through do-it-yourself, 
improper repairing could endanger the user's body.
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Check the information below for troubleshooting steps, it will save you time to resolve 

issues that may happen with the unit.

The list includes most of the common cases, but not the results of defective unit, crafts 

or materials in the unit.

lf all troubleshooting steps have been exhausted and the issue is still occurring, please 

feel free to reach out to Waykar Customer Seryice to get further assistance.

Water tank is not placed in a 
proper position

Pull out the water tank and put it 
back properly in the machine and 
make sure the tank is empty.

Room temperature is too high or 

too low: above 95℉ or below 41℉.

This product does not apply to 

over hot or cold environment, the 

machine will automatically enter 

the protection mode in this 

condition.

Room temperature is between 

41℉(5℃) and 68℉ (20℃)

The machine will automatically 

defrost when running under lower 

ambient temperature, which is a 

normal phenomenon. It will restart 

dehumification again until the 

defrosting process finished.

Is the ambient humidity lower or 
reaching the preset humidity 
level? (When the room humidity 
has reached or lower than the 
preset level, the dehumidifier 
will enter the Standby Mode)

Please set the humidity by 5%RH 
lower than the room humidity or 
set the humidity to 30%RH.

This is to prevent the frequent 
start of the machine. Does the 
machine stop working just now?

FAULTS AND 
PROCESSING METHODS
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Room temperature is too low, or 

below 41℉ (5℃): The machine will 

not work or undergo poor 

dehumifying efficiency in low 

temperature.

Please wait until the temperature 
rises to above 5℃ or higher.

to

Clean up the dirt or lint on the air 
outlet and intake.

Please check whether the 
packing bag of the filter had 
been removed and the filter has 
been installed correctly.

Warning
If the dehumidifier is still not working properly as expected and the troubleshooting steps 
or solutions above may not resolve the issue, please unplug the power and shut down 
the dehumidifier, then contact Kesnos Customer Service at .support@kesnos.com

Is the air intake or outlet being 
blocked?

Please leave about 20cm 
(7.9 inches) around the product.

Do not allow enough time to 
remove the moisture.

FAULTS AND 
PROCESSING METHODS
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