
  417
8"  

  42"  

  5"    27
8"  

  131
8"  

  10"  

  2"  

231
2" MAX

OPENING

261
4" MAX

DEPTH

  12"  

  1"  
  3"  

  27
8"  

  195
8"  

  33
4"  

ROTISSERIE
MOTOR
INCLUDED

  31
2"  

  65
8"  

  71
8"  

  63
4"  

  261
4"  

  42"  

1/2" NPT OR 3/8" ODF
GAS SUPPLYUNDER
UNIT

  401
2"  

  91
2"  

  193
4"  

5-3/4"
RECOMMENDED
SETBACK

POWER REQUIRED ABOVE
COUNTER FOR ROTISSERIE
KIT INCLUDED.

POWER
REQUIRED FOR
BBQ UNIT

  401
2"  

  78"    78"  

DEPTH EQUAL TO
 BULLNOSE OVERHANG

TYPICAL ARTP-42 INSTALLATION

COUNTERTOP CUTOUT REQUIREMENTS
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NOTCH
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DETAIL

NOTE:
COUNTER  MUST  HAVE  THE  PROPER GAS SUPPLY AND
ELECTRICAL POWER FOR YOUR  ARTISAN  BBQ.

SPECIFICATIONS:

BTUH = TBD
FUEL NG @ 5 W.C. / LP @ 10 W.C.
ELECTRICAL POWER: 115 VAC / 0.71AMPS / 60 Hz.
GAS CONNECTION: 1/2" NPT (NG) OR 3/8" ODF (LP)

UNIT SUPPLIED WITH
AN 8 FT. NEMA 5-15
ELECTRICAL PLUG
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