
TF-800 — Telethermograph surveillance 
camera for fever detection

Features

Fast
It takes more than 9 images  
per second with no face limit.

Secure
It has an integrated firewall

Flexible
It works with IOS, Android  
and Windows 

Precise
It picks up the temperature  
at the hottest point of the face 
and with an accuracy of a tenth 
of a degree.

Integrated
Operates locally or using our 
Cloud based app. Integrates 
well with most popular  
surveillance management 
systems

Accurate
It measures the temperature 
in spite of masks, glasses, hats 
and scarves.

Efficient
It simultaneously detects the 
temperature of all moving 
people in a 4m x 4m area.

Fast, accurate and  
reliable for an effective 
health and safety plan

F-800 — TELETHERMOGRAPH SURVEILLANCE CAMERA

CONTACTLESS

The TF-800 is a passive heat detection system and safe for  the health. 

 

The TF-800 meets the highest standards of computer security.

Description

The TF-800 is a surveillance camera equipped with our powerful, ultra-fast and 
accurate telethermograph, which allows you to measure facial temperatures on 
the move and send alerts in real time.
 
The TF-800 detects, analyzes  and classifies the facial temperature of humans 
in crowded, congested or queued situations, instantaneously, without  
hesitation and with an accuracy of one tenth of a degree.
 
Equipped with a 5 MP high-definition camera, it works simultaneously in  
surveillance mode and as a telemograph in a sturdy and resistant case.
 
The TF-800 is easy to install, integrates into all types of surveillance systems 
and works in local or info-nuagic mode with our HeatUp! Cloud software.



F-800 — TELETHERMOGRAPH SURVEILLANCE CAMERA
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Specifications

Processor  
Nvidia Jetson NX 21 TOPS,  
16 GB RAM

Cameras  
Thermal : 320 x 240, Pixels, 9 IPS,  
56 deg, self-calibrating, Real high  
definition: 5 MP, 30/60/90/120 IPS, 
100 deg. Auto Focus

Precision  
0,1 degree

Capture Area
4m x 4m (15 x 15 ft)

External Video 
H.264 CODEC - HDMI 2.0

Software 
HeatUp! Cloud -  
TF Notification Message Server

Network 
Ethernet 10/100/1000 Mbps

Messages  
SMS (via Twilio) -  HeatUp! Cloud 

Accessories

Wi-Fi LTE mod 
Wi-Fi 2.4/5.3 GHz router  
with international LTE modem

ABS case  
Rugged ABS Case

Wm18 
Aluminum bracket with installation hardware  
and 1/4 inch. camera type mounting screw.

Thingsfactory, the Thingsfactory logo and other trademarks associated 

with Thingsfactory through this publication remain the property 

 of Thingsfactory Enterprises and its associated companies.  

All other trademarks, product names and logos remain the property 

 of their respective companies. Product specifications and  

availability are subject to change without notice.

How does it work?

Compatible with IOS, Android, 
Windows et Google Chrome.

Measurement in movement  
of a group or a single person

Thermal image

Thingsfactory TF-800  
A high facial temperature 
of 39,0 was detected at 
3:59 PM.  
Stay healthy with  
Thingsfactory

Combined images

Thingsfactory TF-800  
A high facial temperature 
of 39,0 was detected at 
3:59 PM.  
Stay healthy with  
Thingsfactory

Alert sent by text messaging

Captation area  
of 4m x 4m

High temperature 
detection

Featuring powerful, state-of-the-art artificial intelligence algorithms including 
a high-performance processor from NVIDIA, the TF-800 is equipped with  
the latest thermal imaging and real-time video analytics technologies for  
guaranteed accuracy and performance.

The HeatUp! Cloud software user interface is easy to learn and use. When  
it detects high temperatures, it automatically sends a message via SMS and 
the HeatUp! Cloud console to the responsible staff member with thermal  
and actual photos and the time and date of the event.

Models

TF800-N 
110VAC - Americas

TF800-E 
240VAC - Europe

TF-800-A 
240VSC - Asia

Dimensions7

D

C

B

AA

B

C

D

12345678

8 6 5 4 3 2 1

TF-800 DIMENSIONS

D

7

D

C

B

AA

B

C

D

12345678

8 6 5 4 3 2 1

TF-800 DIMENSIONS

D

7

D

C

B

AA

B

C

D

12345678

8 6 5 4 3 2 1

TF-800 DIMENSIONS

D

Underside

Back

Front
110 mm (4.3 in)

4 X 20 mm (0.25 in)

R145 for POE to be determined
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Side
235 mm (9.3 in)

203.2 mm (8 po)

45 mm (1.8 in)
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