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Start of an Era

The Ultralife Lithium 9V battery was 
launched in 1991 as the world’s longest 
lasting lithium 9V battery. 
 

The battery is based on lithium-
manganese dioxide chemistry which 
leads to high energy density and voltage 
that remains very stable throughout the 
discharge. 

Since the initial launch, there have 
been over 100 million units sold 
worldwide.  The battery immediately 
gained acceptance into critical 
markets such as smoke detectors, 
security sensors, and medical 
telemetry. 

The Next Generation

Twenty years later, Ultralife has launched 
a new version of the product, with 
enhanced features and improvements 
over the original version.

ThinCell™ Technology

The redesigned 9V battery utilizes the 
Ultralife ThinCell™ technology, where 
three individual thin foil cased cells 
are combined to create a 9V battery.   
Ultralife has been producing ThinCell™ 
technology cells for over 15 years.

New Size

The first major improvement was 
dimensionally.  The U9VL-J-P is smaller 
than the predecessor and is equivalent to 
size as a standard carbon zinc or alkaline 
size battery and conforms to the ANSI 
1604 specification.

Higher Pulse Capability

The internal impedance of the battery 
was reduced by enhancing the design 
characteristics, increasing the ability for 
the battery to supply higher power output 
with a stable voltage for demanding 
applications. 

Figure 1: U9VL-J-P Dimensions
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Added Safety

The U9VL-J-P is constructed with a 
shutdown separator internal to each of 
the 3 cells.  If internal temperature of the 
cell is excessive, the normally porous 
separator closes the pores, permanently 
disabling the battery. 

With the increased ability to supply higher 
pulse and continuous current, a Polymer 
Positive Temperature Coefficient (PPTC) 
was added for increased safety.  This 
resettable fuse type device limits pulse 
current to 1.5A maximum or a 0.7A 
continuous hold current. 

The Ultralife ThinCell™ used within 
the U9VL-J-P has been qualified and 
is recognized under Underwriters 
Laboratories UL1642 specification.  
The U9VL-J-P has been qualified and 
is recognized under 
UL2054 for safety.   It 
also has completed the 
UL217 smoke detector 
test compliance testing 
successfully. 

Non-Magnetic

The new lithium 9V 
has very little magnetic 
signature, with the 
outer container being 
constructed of stainless 
steel and the cells 
having non-magnetic 
construction.

Light Weight

U9VL-J-P is extremely lightweight, 
weighing 37 grams, approximately 12% 
lighter than the original Ultralife Lithium 
9V battery.  The combination of low weight 
and high energy results in the highest 
energy density among all brand name 9V 
batteries.

Alkaline is No Match

The Ultralife Lithium 9V easily outlasts the 
worlds most advanced alkaline batteries.  
Depending on use and device cutoff 
voltage, the Ultralife Lithium 9V battery 
can offer up to five times the capacity of 
a leading alkaline 9V.  Figure 2 illustrates 
Ultralife’s 9V service life in alarm 
simulation when compared to alkaline 
competitors.

Figure 2: Continuous Discharge of 1200 ohms at 23°C with Regular 20mA pulses
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No Bunnies Here

Don’t let the competitor’s 
lithium 9V products fool 
you.  The Ultralife Lithium 
9V has the highest energy 
available from leading 
brand names.  Where the 
competition offers lithium 9V 
products that boast 800mAh 
of capacity, the Ultralife 
Lithium 9V battery offers 
1200mAh or 50% more 
energy than the nearest 
brand name competitor!  
Figure 3 compares Ultralife 
9V to other lithium 9V 
performances. 

Long Storage Life

The lithium technology 
used in the Ultralife Lithium 
9V has been shown to 
offer shelf life in excess 
of 10 years with little loss 
of performance.  The new 
lithium 9V has improved 
construction and technology 
that assures the battery 
survives even the harshest 
of environments.  Figure 4 
shows that accelerated aging 
at elevated temperature 
predicts shelf life of 10 years 
is easily possible.

Figure 3: Continuous Discharge of 1200 ohms at 23°C with Regular 20mA pulses

Figure 4: Storage at 71°C
Ambient 1200 Ohm Discharge Capacity to 5.4V
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Temperature Performance

The U9VL-J-P offers improved operational 
performance versus temperature (see 
figure 5.)  The battery can be discharged 
from -40ºC to 60ºC at the 900 Ohm rate, 
making it a good battery alternative for a 
variety of outdoor applications, including 
security sensors and invisible fence 
applications.

Excepted Shipment

The Ultralife Lithium 9V qualifies for 
several exceptions from Class 9 shipping 
requirements, and can be shipped as 
Excepted material under lithium battery 
transportation regulations.

Trusted Brand

Ultralife has been producing lithium 9V 
batteries for critical and hard to service 
applications for over 20 years, with over 
100 Million produced.  We are lithium 
battery experts and provide the highest 
energy density 9V product available 
worldwide.

Superior Support

Ultralife has a technical staff available 
to help with applications development, 
specialized testing, or general questions.   
Contact Ultralife today for assistance 
at 315-332-7100 or visit our website for 
additional information. 

Figure 5: 900 Ohm Discharge at Various Temperatures
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