
Dear Customer,

Thank you for your purchase!

Inside each kit you will find:

1 x Bluetooth module
1 x Long screw (pre-installed)

1 x Plastic screen shield
1x 1950 mAh battery (pre-installed)

1x Custom rear casing
1x Custom headphone jack assembly (pre-installed)

Read the assembly instructions on page 2 before watching the video. The video is
only for a specific part in case you get confused. Instructions on assembly can be

found by scanning the QR code, or at https://vimeo.com/583004071. A video tutorial
will then present itself.

Please test the device before you close the iPod! This saves a lot of trouble in case
of any unforeseen issues (please pair a device and listen to something before

closure).

https://vimeo.com/583004071


Assembly instructions

1. Open up your iPod using a pry tool, opening the iPod like a book. The front should
be face down to the right of the back casing. You should be able to see the 
headphone jack cable attaching the front to the back. There are instructions 
online on how to do this.

2. Unplug the media storage and put it to one side.

3. Unplug the headphone jack connector and put the entire back assembly (the back 
casing, battery, and headphone jack) to one side.

4. Place your new Bluetooth kit to the left of the front face, which should be facing 
down. The setup should look identical to how it was before, when you opened the
iPod like a book.

5. Now take the front and disassemble it completely.

6. Reassemble the front face without the metal screen shield that goes behind the 
LCD. 

7. Install the plastic screen shield included in the kit. There are instructions online on
how to do this. Put the screen shield to one side. If this part confuses you, 
please scan the QR code or follow the link above, and skip to 3:56 in the video.
Your shield may not have screw holes – do not worry. They are not necessary 
but you can use them if you want.

8. Place the front assembly back in its original place.

9. Plug in the headphone jack connector to the main board.

10. Place the battery in the front assembly, and plug it in. It should sit snugly, and it 
should be pushed as far to the bottom as possible. You can tape it in place if you 
want. If the cable is too short, seat it upside down and plug it in. Once 
installed, do not unfold the battery FPC cable as there is a risk of the copper 
traces cracking if you do.

11. Install a compatible storage solution. Please reference to the original Reddit post
for a compatibility list (note: you can move the transmitter upwards to create 
more space, but this may hurt RF performance. Another note; iFlash Quads fit. 
You can chop off the nubs on the bottom of the board with a wire cutters to make
it shorter if don’t want to move the transmitter upwards. This is my preferred 
method. You can also shave material off of the top after the SD card if you want, 
but it’s not necessary. This advice can be used with iFlash Solos too, but I don’t 
think it’s necessary). The order of components should be front face  screen →
shield  battery  storage in order from bottom to top.→ →

12. Charge the iPod until the battery is full.

13. Turn the iPod on and test it. Extensive testing is recommended before you close 
the device.

14. Close the device and press firmly until you hear the rear casing click on all sides. 



You are now good to go.



How does the Bluetooth function?

1. To turn on the Bluetooth, look at the iPod from the top down, so you can see 
inside the 3.5mm jack.

2. Hold down the hold switch (it is now a button too) until the 3.5mm jack lights up.

3. To enter pairing mode, double click the hold switch while the Bluetooth 
transmitter is on. You should see the light blinking more rapidly than before.

4. Put your Bluetooth headphones into pairing mode and wait for them to pair.

5. To turn off the device, hold down the hold switch until the light turns off. You 
may need to do this twice, so check if the light comes back on after it turns off.

If you're using the device with in-ear Bluetooth headphones, you may need to pair each 
earbud separately. Pair the first earbud by following the instructions above. Then repeat
steps 3 and 4 to pair the right earbud.

Sometimes you might need to get further away from other Bluetooth devices/turn them
or their Bluetooth functions off (the ones you don't want to pair, i.e. mobile phones, 
laptops etc). You may also need to enter pairing mode on your headphones before you 
enter pairing mode on the iPod. Pairing can take up to around 30 seconds, so be patient.

Pairing usually takes me 2 - 3 attempts with one pair of headphones I own, and the 
others I can do it on the first time (I'm still not sure if putting the headphones into 
pairing mode before or after the iPod is better). After the initial connection, the 
headphones are committed to the memory of the Bluetooth, and should pair when both 
Bluetooth articles are switched on.

If any parts are missing, or if you have any questions, please contact me at 
amirrees@airmail.cc


