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Ultra-Slim Internal Lightbar Datasheet 
 

 

  

 

 

 

 

 

    

 Ultra bright latest generation LED’s 
 Wide angle and intense optics 
 UV stabilised polycarb & HIPS assembly 
 11 – 30 volt operation 
 Low current draw 
 12 flash patterns 
 CAP168 / ICAO Airport flash inbuilt 
 Cigarette plug or permanent mount options available 
 Dim mode (night & day) available on permanent mount option 
 IP63 Dust & Water resistant 
 EMC/R10 compliant 
 Low Current Draw 
 Light weight design 
 Synchronisation with other Redtronic products 
 Available with cigarette plug or permanent mount 
 2 Year Warranty 
 Manufactured in the United Kingdom 

 

 

 

 

 

 

 

 

 

 

 

Pe
rm

an
en

t m
ou

nt
   

   
   

   
   

   
 

op
tio

n 
on

ly
 

Pe
rm

an
en

t m
ou

nt
   

   
   

   
   

   
 

op
tio

n 
on

ly
 

M039 Issue 1.1 April 2024



 

M039 Issue 1.0 December 2019 Page 2 of 5 

Ultra-Slim Internal Lightbar Datasheet 
 

The Ultra-Slim Internal Lightbar features integrated Gecko technology. Featuring adjustable installation brackets, the extremely lightweight 
assembly is available with cigarette plug connectivity, ideal for users who don't necessarily want a permanent mounted solution in their 
vehicle. 

PART 
NUMBER 

FIXING 
METHOD 

COLOUR 
OPTION 

LED 
COLOUR 

LEDS 

ILBDCSB CIGARETTE PLUG SINGLE BLUE 36 
ILBDPSB PERMANENT SINGLE BLUE 36 
ILBDCSA CIGARETTE PLUG SINGLE AMBER 36 
ILBDPSA PERMANENT SINGLE AMBER 36 

ILBDCSBR CIGARETTE PLUG SINGLE / SPLIT BLUE    & RED 36 
ILBDPSBR PERMANENT SINGLE / SPLIT BLUE    & RED 36 

 

Voltage Range (DC) 11 – 30v 
Number of LEDs 36 
Weight (Grams)  1115 
IP rating IP63 
Approval EMC/R10 compliant 
Warranty 2 Years 

 

Height Width Length 
32.5mm 115mm 306.4mm 

 

 

 

 

 

 

 

 

 

 

 

Description 

Part Numbers 

Technical Information 

Dimensions – per unit 

29
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Loosen and rotate the bracket fork to face toward sun visor to fit the internal lightbar onto the vehicle. Tighten the nuts.  

 

 

 

 

 

 

Installation  

ROTATE THE LARGE FORK BRACKET AROUND 180°

FIT TO VEHICLE SUN VISOR

WINDSCREEN
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Ultra-Slim Internal Lightbar Datasheet 
 

Depending on specification, the Ultra-Slim Internal Lightbar is supplied with either permanent wiring or latching-momentary 
cigarette plug as standard.  

 

 

    
 

 

 

    
  

 

 

    
  

 

 

 

 

 

 

    

 

 

 

 

Function Cable Colour Description 
Power 1 +Ve (perm) Red Power 1 – powers first bank of 

LED’s 

Power 2 +Ve (perm)  Orange Power 2 – powers second bank of  
LEDs 

Ground -Ve (perm) Black 0v ground / earth 

Pattern +Ve (mom) 
Brown 

Changes the flash pattern by 
momentarily applying to a positive. 
Apply to +ve for 1 second to revert 
to quad flash (pattern 1). 

Dim +Ve (perm) Blue Dim input (night mode)  

Synchronisation 
(perm) 

Yellow Link to other Redtronic products 

SW1 

Cigarette plug / Permanent cable connection 

Dual colour 
model only 
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1 Quad flash 
2 Triple flash 
3 Double flash 
4 Single flash 
5 Quad/single flash 
6 Quad-triple-double-single 
7 Quad alternating (not available on Gecko 3) 
8 Triple alternating (not available on Gecko 3) 
9 Double alternating (not available on Gecko 3) 

10 Single alternating (not available on Gecko 3) 
11 Quad/single alternating (not available on Gecko 3) 
12 Quad-triple-double-single alternating (not available on Gecko 3) 

  
* CAP 168 / ICAO flash pattern – needs setting separately, see below 

 

To select flash pattern: 

Cigarette plug: 

Press the momentary button on the cigarette plug to change through the 10 flash patterns. Hold the pattern select button 
down for 3 seconds to return to the Mega-Flash pattern. 

Permanent cable connection: 

Tap the brown wire to +ve to change through the 10 flash patterns. Hold the brown wire to +ve for 3 seconds to return to 
the Mega-Flash pattern. 

*CAP 168 / ICAO Airport Flash pattern 

1. Power lightbar 
2. Apply Brown wire to +ve for 10 seconds 
3. Revert back by applying Brown wire to +ve for 10 seconds 

 

 
 ECE R65 Class II approval 

Flash Patterns 

Associated Datasheets 

Synchronised Synchronised 
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