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Part Number Type Voltage (Siren) Warranty
EM725PA Permanent install / hardwired 10-16VDC 2 years

The S8000PA is a 10-30V multi-output power controller operated via a remote keypad with a 12V digital 
siren and public address facility. The keypad has been designed with a revolutionary inbuilt LED backlight 
for legend illumination and is splash resistant and durable. Each of the 8 power switches has LED signal 
illumination for the operators convenience. Having been designed with tactile switching the device has 
a physical on/off touch as well as an integrated piezo sounder for audible signal.

The handset has been designed to the completely user friendly with a simple set-up procedure - each 
key can be formatted to have a ‘latching or momentary’ function via a dipswitch row on the main control 
board - you can also set vehicle voltage and ‘999’ functionality with a simple dipswitch selection - this 
is a major benefit of using the S8000PA - unlike many systems on the market, there is no need for a 
computer to configurate the controller.
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Features and Benefits R10
EMC

• Intelligent control/switch system
• 4 x 20 amp outputs
• 4 x 5 amp outputs
• 8 switches (9 including ‘mic’ for PA) (all latching & momentary configurable)
• Reliable mosfet outputs & no relays
• 999’ optional switch (activate multiple functions via one switch)
• RJ45 Connection to keypad
• Walk Test activation (tests all channels)
• Over current monitor and deactivation feature (3 flashes & beeps)
• Automatic 90 minute sleep mode & single switch wake-up feature
• Activate/deactivate audible buzzer
• EMC R10 Compliant
• Operating Temperature: -40C TO +85C
•  2 Year Warranty
 Siren
• Designed for covert fit.
• Reverse Polarity protection
• UK, Europe & International tones available
• 10-16 VDC
• Internal protection polyfuse (up to 15Amps)
• 600 - 1750Hz (435-926Hz Available on request)
• High Power 100 watts / Low power 60 watts - with public address (PA) facility
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