
HOW TO INSTALL THE BERETTA STORM CX4 CARBINE FRONT SIGHT 
 

(1) While pointing the firearm in a safe direction, being sure your finger is not on the trigger, 
and press the magazine release to remove the magazine. 
 
(2) Pull the bolt handle to the rear and check to see that there is not a loaded round in the 
chamber of the barrel. 
 
(3) Carefully make note of the height of the existing factory front sight. 
 
(4) Using the factory supplied front sight tool, unscrew the front sight in a counter clockwise 
direction and remove. 
 
(5) By hand, screw in the front sight in a clockwise direction for three turns. Be careful not to 
cross thread. 
 
(6) Using the factory supplied front sight tool, complete the installation of the front sight to a 
height equal to the location of the original factory front sight. 
 
(7) Take the firearm to the range to properly sight it in. 
 

HOW TO USE THE BERETTA STORM CX4 CARBINE GHOST RING DRILL 
 
(1) While pointing the firearm in a safe direction, being sure your finger is not on the trigger, 
and press the magazine release to remove the magazine. 
 
(2) Pull the bolt handle to the rear and check to see that there is not a loaded round in the 
chamber of the barrel. 
 
(3) Remove the takedown pin and slide the upper receiver off the lower grip frame. Do not pull 
the bolt and recoil spring assembly from the upper receiver. 
 
(4) Place the rear of the receiver, around the ejection port area, in a well padded vise. Do not 
over tighten! 
 
(5) Flip the SR rear sight aperture to the upright position. 
 
(6) Install the drill bit tightly in the drill chuck. 
 
(7) While holding the drill in an inline horizontal and parallel position to the top of the receiver, 
position the tapered point of the drill bit in the counter bored hole, which is located in the front 
of the SR aperture. 
 
(8) At a low speed, slowly and carefully drill a thru hole in the front of the SR aperture. 
 
(9) Upon completion, remove any burrs from the edges of the drilled hole. 
 
(10) Reassemble the firearm and enjoy! 
 
NOTE: If you are uncomfortable with or unable to drill the Ghost Ring hole, we’d be happy to do it for you at a nominal cost. All you need do 
is remove the rear aperture from the firearm (see manual) and mail it to us with your return information, at the address below along with 
$5.00. We’ll process and return your aperture within 3 business days. 
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