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INTRODUCTION 

The Fuse33 Face Shield System is reusable and is intended to help prevent splashing liquids from impacting the face. As 

the stretch strap is adjustable, it is meant to be worn by a variety of different head sizes. 

The visors themselves are also easy to replace, with the main benefit of our solution being that in an emergency, 

replacement visors can be made in the field by hand using readily available materials such as blank letter-sized Mylar 

sheets around 0.50 mm (0.02 inches) thick or less and a standard-sized ¼ inch (6.3 mm) paper hole punch, both of which 

may be purchasable at any standard office supply store. 

CONTENTS 

 1x Face Shield Head Frame 

 1x Face Shield Visor (Mylar, Acetate or PETG) 

 1x Stretch Strap 

IDENTIFICATION 

 

 

 

LEGEND 

A:  Visor Pegs 
B:  Strap Hook 

C:  Visor Holes 
D:  Strap Holes 
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ASSEMBLY AND USE 

1. Remove any protective coverings from the head frame and the visor by peeling from either edge. 

2. Attach the face shield visor to the head frame by aligning the head frame visor pegs with the equivalent visor 

holes and snap the visor into place, starting from one end of the visor to the other. 

3. Attach the face shield stretch strap to the head frame by aligning your preferred stretch strap hole on one end 

of the strap with the strap hook on one end of the head frame. 

4. Repeat Step 3 on the other side by attaching the other end of the stretch strap to the other side of the head 

frame. 

5. Adjust strap to fit by attaching different stretch strap holes to the head frame strap hooks if needed. 

6. Wear the Fuse33 Face Shield along with other personal protective equipment such as face coverings or gloves. 

CLEANING 

To clean, simply soak or wipe down all parts with a 10% bleach solution, let stand for at least one minute, wipe off 

excess and allow to dry. 

IMPROVISING REPLACEMENT VISORS 

If the need is dire, replacement visors can be improvised in the field by using a standard ¼ inch (6.3 mm) paper hole 

punch and a clear material such as a letter-sized Mylar or acetate sheet with the template below to create the visor 

holes. 

 

It is easiest to use a standard ¼ inch 3-ring paper hole punch twice (offset by an inch as in the diagram above for the 

second punch) to make the six visor holes. 

Replacement visors can also be purchased from Fuse33 Makerspace in a variety of materials and dimensions. Visit 

fuse33.com/shop to see what is available. 

IMPORTANT 

This product is non-sterilized. For personal use only. For use by adults 18 years of age or older. Not designed to be 

autoclaved. Not dishwasher safe. Best when used along with a face mask or covering and appropriate protective 

eyewear. Dispose of the visor responsibly. 

 


