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HAIDER DRIVE is a full line of   CSA approved elevator machines   
for modernization & new construction

Eco Gearless Pro Gearless MRL Geared Basement
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HGL Series (1:1 roping) 

Speed

Capacity (lbs) 200 350 500

2500
HGL292A (508mm)

3000

3500 HGL292 (410mm)

4500 HGL320

HGL Series (2:1 roping) 

Speed

Capacity (lbs) 500 700

5000 HGL292A (508mm)
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HGL Series (2:1 roping)

Speed
Capacity (lbs) 500 600 700 800

3500 HGL401

5000 HGL402

8000 HGL403

HGL Series (1:1 roping)

Speed

Capacity (lbs) 350 500 700 800 1000 1200 1400

3500 HGL402
HGL402A HGL403

4000 HGL402A

5000 HGL403A
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HGL Series - 8 MM Rope (2 :1 roping)

Speed

Capacity (lbs) 100 150 200 250 300 350

2500
HGL280 HGL332

HGL205F

3500
HGL333

HGL205G

HGL Series - 10 MM Rope (2 : 1 roping)

Speed

Capacity (lbs) 200 300 350 400 500

2500 HGL332

HGL290
3500

HGL334

HGL334 HGL334

HGL290

5000 HGL290
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Capacity (lbs) 50 100 150 200 250 300 350 400 450 500

1500
HGD200

HGD245 HGD245D
1760

2000
HGD245

2500

3000
HGD245D HGD320

3500

4000

HGD320A

4500

5000

5500

6000 HGD320

7000 HGD320 HGD410

8000 HGD410

9000
HGD410

10000

12000 HGD410
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HGD Series (1:1 roping)

Capacity (lbs) 50 100 150 200 250 300 350 400 450

1500

HGD1B HGD320B
1760

2000

2500

3000

HGD320B

3500

4000

4500

5000

5500

6000
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Machine Roomless Machine Room Hydraulic
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1  Guide Rail Sub System

Rail Bracket - CAR/CWT

Guide Rail w Fish Plate & Hardware - CAR/CWT

2 Machine Sub System

Traction Machine

Machine Support and Hitch

3 Structure and Suspension Sub System

Sling, Platform, Isolation and Rail Lock

Frame - CAR/CWT

Sheave - CAR/CWT

Wire Rope - Hoist

Wedge Sockets

Compensation Rope

Compensation Anti Sway Device

4 Door and Entrance Sub System

Door Operator

Landing Header Assembly

Entrance, Incl. Car and Landing Sill.

5 Hoistway Component Sub System

Governor

Governor Tension Sheave

Governor Rope

Safety Gear with Retainer

Oil Buffer - CAR/CWT

Roller Guides with Brackets - CAR/CWT

Pit Ladder

6 Cab Sub System

Top Rail, Car Door, Inteior ( laminate, floor, ceiling)

Your Vision, Our Creation:   Explore Custom Jobs Today!
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NEW CONSTRUCTION

Ceiling:
Hairline SUS304

Trim Panel:
Wilsonart W2802-HD60 
1.0 mm on 13 mm wood core

Floor:
PVC (black)

Handrail:
Hairline SUS304

Door:
Hairline SUS304

Ceiling:
Hairline SUS304

Trim Panel:
Wilsonart S104-HD60 
1.0 mm on 13 mm wood core

Floor:
PVC (black)

Handrail:
Hairline SUS304

Door:
Hairline SUS304

Ceiling:
Hairline SUS304

Trim Panel:
Wilsonart 4157-HD60 
1.0 mm on 13 mm wood core

Floor:
PVC (black)

Handrail:
Hairline SUS304

Door:
Hairline SUS304
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Ceiling:
Hairline SUS304

Trim Panel:
Wilsonart 4280-HD60 
1.0 mm on 13 mm wood core

Floor:
PVC (black)

Handrail:
Hairline SUS304

Door:
Hairline SUS304

NEW CONSTRUCTION

One Stop Shop - Reliable Performance - Great Lead Time

Holeless Roped Holeless With Twin 
Jacks In-Ground



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com14



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com15



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com16

Speed 100 fpm
0.64 M/S

150 fpm
0.76 M/S

200 fpm
1.02 M/S

250 fpm
1.27 M/S

300 fpm
1.52 M/S

350 fpm
1.75 M/S

400 fpm
2.0 M/S

500 fpm
2.54 M/S

Max Overspeed 
Switch Setting

158 fpm
0.8 M/S

189 fpm
0.96 M/S

252 fpm
1.28 M/S

303 fpm
1.54 M/S

353 fpm
1.79 M/S

407 fpm
2.07 M/S

459 fpm
2.33 M/S

563 fpm
2.86 M/S

Max Tripping 
Speed

175 fpm
0.89 M/S

210 fpm
1.06 M/S

280 fpm
1.42 M/S

337 fpm
1.71 M/S

395 fpm
2.01 M/S

452 fpm
2.3 M/S

510 fpm
2.59 M/S

625 fpm
3.18 M/S

Delco SKU C-12-
3100

C-12-
3150

C-12-
3200

C-12-
3250

C-12-
3300

C-12-
3350

C-12-
3400

C-12-
3500
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Speed 100 fpm
0.64 M/S

150 fpm
0.76 M/S

200 fpm
1.02 M/S

250 fpm
1.27 M/S

350 fpm
1.75 M/S

500 fpm
2.54 M/S

Max Overspeed 
Switch Setting

158 fpm
0.8 M/S

189 fpm
0.96 M/S

252 fpm
1.28 M/S

303 fpm
1.54 M/S

407 fpm
2.07 M/S

563 fpm
2.86 M/S

Max Tripping 
Speed

175 fpm
0.89 M/S

210 fpm
1.06 M/S

280 fpm
1.42 M/S

337 fpm
1.71 M/S

452 fpm
2.3 M/S

625 fpm
3.18 M/S

Delco SKU C-12-2100 C-12-2150 C-12-2200 C-12-2250 C-12-2350 C-12-2500
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Car rated speed range 0.50-2.54 m/s  100-500 FPM

Sheave Pitch Diameter 305 mm 12 inch

Rope Diameter 8.0 or 9.5 mm 5/16 or 3/8 inch

Rope Type Traction Steel 8 X 19  

Tension force 450 N 101 Lbf

Slack rope Switch YES

Installation Configurable for Left and Right

Protective cover YES

Shipping weight 38.5 kg 85 Lbs

Delco SKU C-12-4000



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com19



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com20

Capacity Car Side: up to 1388 Lbs (630 Kg)
CWT Side: up to 2975 Lbs (1350 Kg)

Speed Car Side: up to 295fpm (1.5m/s)
CWT Side: up to 393fpm (2.0m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 3 1/4” (82.55mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Cast Iron

Ball Bearings NSK 6201DU

Weight 13 Lbs (5.8 Kg)

Delco SKU C-08-0810

Capacity up to 6613 Lbs (3000 Kg)

Speed CWT Side: up to 689 fpm (3.5m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 3”(76mm)

Roller Material Polyurethane

Roller Hardness 80±3 (Durometer Shore A)

Structural Frame Structural welded profiles

Ball Bearings NSK 6203DU

Weight 9 Lbs

Delco SKU C-08-0815 (16 mm); 
C-08-0815 (10 mm)

With Stop Kit and Dust Cover
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Capacity up to 3527 Lbs (1600 Kg)

Speed up to 688fpm (3.5m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 5” (125mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Steel

Ball Bearings NSK 6003DU

Weight 27lbs (12kg) 

Delco SKU C-08-0805

Capacity up to 3527 Lbs (1600 Kg)

Speed up to 688 fpm (3.5m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 3 1/4”  (82.55mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Cast Iron

Ball Bearings NSK 6003DU

Weight 11 Lbs (5 Kg)

Delco SKU C-08-0807
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Capacity up to 6615lbs (3000kg)

Speed up to 787fpm (4m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 6” (152mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Structural Welded Profiles

Ball Bearings NSK 6203DU

Weight 28 Lbs (13 Kg)

Delco SKU C-08-0806

Capacity up to 3527 Lbs (1600 Kg)

Speed up to 688 fpm (3.5m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 6” (152mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Cast Iron

Ball Bearings NSK 6006DU

Weight 29 Lbs (13 Kg)

Delco SKU C-08-0804
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Capacity up to 6615lbs (3000kg)

Speed up to 1200 fpm (6.0 m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 10” (254mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Aluminum

Ball Bearings GMB 6004ZZ

Weight 66 Lbs (30 Kg)

Delco SKU C-08-0803

Capacity up to 4410 Lbs (2000 Kg)

Speed up to 787 fpm (4.0m/s)

Guide Rail Width 10mm (27/64”), 16mm (5/8”)

Roller Diameter 7-7/8” (200mm)

Roller Material Polyurethane

Roller Hardness 80±5 (Durometer Shore A)

Structural Frame Cast Iron

Ball Bearings NSK 6306DU

Weight 60 Lbs (27 Kg)

Delco SKU C-08-0808
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LSB, MLB Specifications

Product LSB 10 MLB 16 MLB 18 MLB 20 MLB 25 MLB 35

Rated Speed 200 300 350 400 500 700

Stroke 2.89” 6.81” 10.98” 17.13” 34.69”

Overall Height 8.8” 20.9” 24.9” 30.7” 45.8” 83”

Compressed Height 5.7” 13.5” 15.7” 19.2” 28.1” 47.6”

Min Load (lbs) 838 992 992 992 992 1323

Max Load (lbs) 7165 12125 12125 12125 12125 12125

Ship Wt (lbs) 9 28 31 37 54 135

Delco SKU C-11-2200 C-11-2300 C-11-2350 C-11-2400 C-11-2500 C-11-2700           



1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com 1.866.900.3727    |    www.delcoelevator.com    |    info@delcoelevator.com25

LB Specifications

Product LB 16 LB 18 LB 20 LB 25 LB 32 LB 35 LB 40

Rated Speed 300 350 400  500 600 700 800

Stroke 7.99” 9.8” 11.81” 18.19” 27.52” 34.69” 44.92”

Overall Height 24.3” 28.5” 33” 47.7” 67.2” 83” 106”

Compressed Height 15.6 “ 17.9” 20.5” 28.8” 38.9” 47.6” 60.4”

Min Load (lbs) 1102 1102 1102 1102 1543 2204 2204

Max Load (lbs) 18364 18364 18364 18364 18364 18364 18364

Ship Wt (lbs) 53 59 64 86 122 147 181

Delco SKU C-11-3300 C-11-3350 C-11-3400 C-11-3500 C-11-3600 C-11-3700 C-11-3800

* Special Order
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SHACKLES

Shackles Product Line Specifications

Rope Size 5/16” 8mm 5/16” 
8mm

3/8"
9.5mm

3/8"
9.5mm

1/2"
13mm

1/2"
13mm

5/8"
16mm

5/8"
16mm

Overall Length
20” 

508mm
24” 

610mm
20"

508mm
24"

610mm
24"

610mm
30"

762mm
24"

610mm
30"

762mm

Rod Length
13.7” 

348mm
17.7” 

450mm
13.98"

355mm
17.93"

455mm
17.01"

432mm
22.91

582mm
18.19"

462mm
23.71"

602mm

Certifications CSA CSA CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

SKU S-23-19-
1011

S-23-19-
1012

S-23-19-
1003

S-23-19-
1004

S-23-19-
1102

S-23-19-
1101

S-23-19-
2102

S-23-19-
2101
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BARRICADES

Rope Size 5/16” 8mm 5/16” 
8mm

3/8"
9.5mm

3/8"
9.5mm

1/2"
13mm

1/2"
13mm

5/8"
16mm

5/8"
16mm

Overall Length
20” 

508mm
24” 

610mm
20"

508mm
24"

610mm
24"

610mm
30"

762mm
24"

610mm
30"

762mm

Rod Length
13.7” 

348mm
17.7” 

450mm
13.98"

355mm
17.93"

455mm
17.01"

432mm
22.91

582mm
18.19"

462mm
23.71"

602mm

Certifications CSA CSA CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

CSA
TSSA

SKU S-23-19-
1011

S-23-19-
1012

S-23-19-
1003

S-23-19-
1004

S-23-19-
1102

S-23-19-
1101

S-23-19-
2102

S-23-19-
2101
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BARRICADES
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Standard (3 panels) Double (6 panels)

Height 42" (107 cm) 42" (107 cm)

Width 69" (175 cm) 11'5" or 138" (350 cm)

Weight 6 lbs. (2.65 kg) 12 lbs. (5.3 kg)

Part # C-10-0011
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Standard (3 panels) Double (6 panels)

Height 42" (107 cm) 42" (107 cm)

Width 69" (175 cm) 11'5" or 138" (350 cm)

Weight 7 lbs. (3 kg) 14 lbs. (6 kg)

Part # C-10-0012
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Standard (3 panels) Double (6 panels)

Height 84" (214 cm) 84" (214 cm)

Width 69" (175 cm) 11'5" or 138" (350 cm)

Weight 10 lbs. (4.5 kg) 20 lbs. (9 kg)

Part # C-10-0013
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Standard (3 panels)

Height 42" (107 cm)

Width 144" (366 cm)

Weight 11 lbs. (5 kg)

Part # C-10-0015
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Cartop Station Specifications

 Color: Yellow 

 Connection Type: Screw Terminals 

 Contact Rating: 16 A @ 600Vac 

 Dimensions (L x W x H): 360.08x317.1x118 mm 
(14.176x12.484x4.646") 

 Operating Temperature: -25° - +70°C 

 Protection Type: IP65 

 Wire Connection Type: Spring Clamp 

Delco SKU: A-GMS355

CARTOP & SWITCHES
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Contact Type: W02 - 2NC SLow Action
Z11- 1NC/1NO Snap Action

 Cable Entry: M20

 Max Current (A) 10 Amps

 Max Voltage (V): 600 Vac 

 Protection Type: IP67 

 Switch/Button Type: Limit Switch

 Electrical Life: >150,000 cycles

 Mechanical Life: >10 million cycles

 Protection Type: IP65 

Delco SKU: A-FTNG140-W02
A-FTNG140-Z11

Contact Type: 2NC/1NO Slow Action

 Cable Entry: M16 

 Current Rating (A): 10 A 

 Key Type: Flat Key 

 Max Voltage (V): 600 Vac 

 Protection Type: IP67 

 Switch/Button Type: Safety Limit Switch

 Electrical Life: >150,000 cycles

 Mechanical Life: >10 million cycles

 Protection Type: IP65 

Delco SKU: A-STNK02-W12
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 Color: Yellow 

 Contact Configuration: 4 NO/1 NC 

 Contact Rating: 16 A @ 600Vac 

 Dimensions (L x W x H): 345x81x68 mm 

 Emergency Stop Button: Yes 

 Housing: Single Row 

 Motor Control Speed: Single 

 Number of Operators: 5 

 Protection Type: NEMA 4X and IP65 

Delco SKU: A-PLO5MT-TUBKEY

 Color: Red/Yellow 

 Contact Configuration: 1NO/1NC 

 Contact Rating: 16 A @ 600Vac 

 Dimensions (L x W x H): 75x75x87.1 mm 

 Emergency Stop Button: Yes 

 Housing: E-Stop Enclosure 

 Motor Control Speed: Single 

 Number of Operators: 1 

 Operator Type: Push-Pull 

 Protection Type: IP65 

Delco SKU: A-SLA11NPNC001
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DOOR DETECTORS

• > 100,000LUX Max. Ambient Light (sunlight)
• 15mm Vertical, 4mm Horizontal Linear Tolerance
• 2 x 3,500mm Connection Flexible Cables
• Normal-Interrupted-Faulty System Indicators
• 1 x Yellow LED, 1 x Red LED
• -20°C – 65°C Operating Temperature Range
• -40°C – 85°C Storage Temperature Range
• IP51 (IP54 as required)
• > 1500V Isolation

Model 120VAC 24V 987 - 3D

Delco SKU B-23-16-0120 B-23-16-0026 B-23-16-0265

We also carry replacement cables and power supplies.
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DOOR CLOSER HD

Door Closer HD Specifications

Diameter 5" (127mm)

Cable 94.5" ±.5" (240cm ±13mm)

Cable retraction force 6.5 lbs (2.95kg) at 4 turns prewind

Overall width including bracket 5.56" (141mm)

Bracket and hardware included

SKU B-03-01-0001
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PARTS
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