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Part # Description
0001 Tension Dial
0002 Tension Ram
0040 Hourglass Base
0041 Cover For 
 Hourglass Base
0042 Triple Column
0044 Laptop Platform
0045 Laptop Bracket   
 Screw
0047 Laptop Safety   
 Cord
0066 M16 Hex Bolt
0067 M16 Lock    
 Washer
0068 M16 Washer
0069 Horizontal Arm
0071 Caster - 11mm   
 Stem
0072 M16 Hex    
 Wrench



1 2

3

6

0001

0069

0042

Use a coin to spin 0001 into 0069. DO NOT 
USE A SCREWDRIVER as it will damage 0001. 
Only tighten until snug.

PUSH all four 0071 into the holes in bottom 
of 0040. This step may have been done in 
our factory.
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Quick Start - Assembly Guide

Carefully tilt the assembly
on its side. While holding
0066 in your hand, slide
0067 then 0068 onto it. Insert 
0066 through the centre hole in 
0040 and into the bottom of0040 
and into the bottom of 0042. 
Tighten 0066 with 0072 until
very tight.
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Align the protrusion on the 
bottom of 0042 with the 
groove on top of 0040. It’s best 
to lay 0040 on its side �rst.  
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4 Push 0069 down  
onto the top of 
0042.
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5 Align the protrusions   
 on the bottom of 0002 
with the grooves on top of 
0042. Press 0002 in place and 
spin slowly until it sinks into 
place and is no longer able
to spin.
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7 INSERT the shaft of 0044 into the end of 0069.  
 Be sure the hole on the shaft is facing up.
Next, spin 0045 through the hole in 0043 and into 
0044. Using a screwdriver tighten 0045 very tightly.
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1 2Using the Safety Cord

It’s important to use the safety cord as extra 
security for your laptop. 
1. Insert one end of the safety cord into the 
hole at the top left of the platform.
2. Next, stretch the safety cord and insert the 
remaining end into the hole in the rop right 
corner of the platform. To secure your 
laptop, open it and slide it down and under 
the safety cord. Small laptops will hang by 
the safety cord, while large laptops will reach 
the adjustable rests. Adjust the rests’ height 
by rotating them into one of three heights. 
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Fine Tunning
Your height locks have adjustable tension 
that is set in our factory. If they loosen 
a bit over time, you can easily adjust them. 
When properly adjusted, the upper section 
should not drop into the lower section 
when the locks are closed. To adjust them, 
�rstly remove your tablet or other device.  
Secondly open the height lock. Lastly, 
rotate the screw only 1/8 of a turn 
clockwise to tighten. Close the height lock 
and test. If needed, repeat the process

Micro Adjustment Knob             
To keep your platform level left to right, we added a micro adjustment. Tighten or loosen the knob to 
adjust the force requied to move the micro adjustment. Some users like it tight while others like it a little 
bit loose.

Micro Adjustment Knob             

Using Your Laptop Workstation


