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 ���Remove and replace the pin on the other side of the upper hinge using a spanner.

       

���Remove and replace the axis sheath from right to left.

 
 

���Remove the door and place it on a padded surface, and then remove and replace the
 limited block from right to the left using a screwdriver.  

    

 

1.Remove the upper hinge and hinge cover using a sleeve (not supplied), Keep the buzzer part on the right side. 
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10 Stand the frigde up and assemble the door 
11��  

 

 

Assemble the buzzer part to the decorative cover,last assemble the upper

 hinges and hinge cover on the opposite side。 
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Freezer compartment Temperature Setting

Plug on your appliance. The internal temperature is controlled by a sensor. There are 3 settings:
COLD, COLDER and COLDEST.
The appliance may not operate at the correct temperature if it is in a particularly hot or if you open 
the door often.

Fridge compartment Temperature Setting
Plug on your appliance. The internal temperature is controlled by a sensor. There are 4 settings:
OFF, COLD, COLDER and COLDEST. COLD is warmest setting and COLDEST is coldest setting,
OFF is off.
The appliance may not operate at the correct temperature if it is in a particularly hot or if you open 
the door often.
Neither fridge or freezer compartment works when the setting is OFF.

12



��	

13



14



 

15



or

There will be some sound/noise during normal operation (compressor or refrigerant circulation).

does
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