STANDARD DESIGN FEATURES

Length i, 82in./
Height/Overdll: ...................... 1.75in./
Width: v 31.25in./
Designload: ..........cocvveviinn 750 lbs./

The stainless steel autopsy platform is
fabricated with a perimeter trough which
allows fluid to flow away from the body
and down the sides of the platform toward
the drain. A drain plug comes standard to
prevent fluid loss in fransport or while racking B&=——
and stored. The unit is fabricated from 14
gauge, 304 stainless steel with a No. 4 finish.
All exposed welds are ground and polished

to match adjoining surfaces. i —— 4

Will combine with the following Carriers:

600000 ....cccoiiiviririenn Carrier Chassis Series
600015 ..o, Autopsy Carrier Series
600017 vvvvvvviviviniiininns Autopsy Carrier Series N

Optional Accessories

¢ Laboratory stopper #9 for use
w/o adapter

31.25/79

821208

1.5/4 DIA DRAIN
& #9 PLUG

All measurements in inches/centimeters +-
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TRAY ACCESSORIES

5-9 Drom plug for
1.5" diameter
For 13606, 13614,
13615, 13626
For 13603, 13604
without drain
connector

DHC-0304 | 5-9 | Drain Hose Con-
. - nector for 13603/
- 13604
T3626HS For 13606, 13614,
DRAIN 13615, 13626
PLUG _ ] DP-5.5 Drain plug for
DHC-0304
For 13606, 13614,
13615, 13626
DH-1.5 5-9 | Drain Hose for
1.5"” connetions -
by the foot

T3603/T3604 DRAIN A
(OPTIONAL) (TOP VIEW

S3dNivid TYNOILdO

T3615 SPLASH BOARD (OPTIONAL)
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