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Please read these instructions carefully before starting installation 
and keep in a safe place for future reference. ENSURE the room is 
well heated and ventilated.

Check the contents of the pack carefully before installation. Crosswater 

If any fault is found with materials or workmanship, it must be reported 
immediately to the manufacturer. Remedial action will be taken, based 
on information received, on condition that: 

1. Full details are supplied to the manufacturer;

installation. 

4. The product has not been installed, or attempts have been made to 
install.

We do not accept responsibility for any problems that may occur through 
incorrect installation.

Advice & Safety

website - www.iphe.org.uk

This document has been prepared for your guidance, you must exercise 
due care at all times.

Glide II Worktops

Canvass Worktops
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Important pre-installation notes

without the need for specialist templates or tooling. By following these 
instructions we know that competent installers can achieve excellent 
results. 

Preparation 

The worktops must be conditioned for at least 24 hours at room 

in a dry, well-ventilated area. Worktops must not be stored vertically and 
on one edge.

need sanding to remove any rougher sections. 

Warning!

When using power tools always follow the manufacturer’s user 
instructions.

installing a wooden bathroom unit into a new property, extension 

without prior notice.

500mm 6kg
IF5100TMC+ 500mm 6kg
IF7100TMC+ 700mm 8kg

700mm 8kg
IF9100TMC+ 900mm 10kg

900mm 10kg
IF1010TMC+ 1000mm 11kg

1000mm 11kg
IF1210TMC+ 1200mm 14kg

1200mm 14kg
1400mm 16kg

IF1410TMC+ 1400mm 16kg

FWT495CM 495mm 7kg
FWT610CM 600mm 9kg
IF7100TMC+ 700mm 8kg
IF9100TMC+ 900mm 10kg

500mm 11kg
600mm 16kg
700mm 16.2kg
800mm 21kg
900mm 25kg
1000mm 23kg
1100mm 25kg
1200mm 28kg
1400mm 32kg

600mm 14kg
800mm 19kg

12.5mm

12.5mm25mm

25mm

25mm
1000mm 24kg
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Useful Advice
When tiling down to the work surface leave a minimum of 3mm gap between the bottom row of tiles and the work surface.

This gap should be sealed with a silicone sealant.

Care and Maintenance

If grease marks remain, the gentle abrasive of Cif cream cleaner will remove most marks without harming the surface at all. This sort of cleaner has 

through this very easily.

Solid Surface Clean & Care

generous amount to the surface to be cleaned, and wipe off with a clean cloth. For any stubborn dirt, repeat the application and leave for 1 minute 
before wiping.

1. 

2. 

the grey abrasive pad process.
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a. 

b. Carefully apply silicone to the top edges of the unit.

c. Carefully position worktop down onto the unit, ensure it is 

the worktop and wall, between the worktop and unit, down the 
sides of the unit and around the base of the basin.

Holesaw

a b c

For any further information please contact 
Crosswater on: 0345 873 8840

The manufacturer reserves the right to make 


