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Battery Replacement Guide for 
Wireless Foot Pedal
Part Number: 911391

Caution: This process takes a little technique. 
If you prefer, you can return the foot pedal and 
we’ll gladly replace the battery and send the 
unit back to you for the cost of shipping and 
the battery. Please call or email for a return 
authorization number so we know why you’ve 
returned the foot pedal.
1. Set up a paper drape or other covered area to work. Then, 

insert a very small eye glass screwdriver in the ‘back’ of the 
snap ring and apply leverage to remove. 
DO NOT LOSE.

2. Push the axle through the foot pedal (upper and lower halves) 
and remove.

3. Turn over the top of the foot pedal to expose the remove 
control. Do not misplace the spring. Pry open battery 
compartment

Snap ring
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4. If the battery compartment door does not come off without 
prying, insert a medium screw driver into the bottom of the 
remote control to pry the battery compartment door loose 
with an upwards motion.

5. Remove the battery being careful not to disturb the metal 
contacts at each end. If the battery does not ‘pop’ out easily, 
push the battery towards the right and lift up on the other 
side. 
 
Note that the + and - polarity is shown on the remote control 
base where the battery has been removed. Replacement 
battery is a very standard type 23A.

6. Insert the negative end of the battery first and push towards 
that end slightly before inserting the + end of the battery. 
When the battery is properly seated, it will have the contact 
touching the center of the + button, not under the + button as 
shown in the ‘improper’ photo. 
 
Reseat the battery compartment door and press the Velcro 
strap into the Velcro hook patch. Reseat the coil spring. Insert 
the foot pedal top into the bottom in a manner to align holes 
and insert the axle through the pieces and expose it at the 
other end. Carefully insert the snap ring into the exposed slot 
on the axle and check that the pedal motion works properly.

Proper

Improper


