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Max
Temp Watts

120V
Plug Cat. No. {120V} Cat. No. {240V} USD

1.3 x  60 cm 156 Option AWH-051-020 AWH-052-020 56.00
1.3 x 120 cm 312 Option AWH-051-040 AWH-052-040 71.00
1.3 x 180 cm 468 Option AWH-051-060 AWH-052-060 92.00
1.3 x 240 cm 624 Option AWH-051-080 AWH-052-080 115.00
1.3 x 300 cm 780 No AWH-052-100 132.00
1.3 x 360 cm 936 No AWH-052-120 164.00
2.5 x  60 cm 312 Option AWH-101-020 AWH-102-020 71.00
2.5 x 120 cm 624 Option AWH-101-040 AWH-102-040 95.00
2.5 x 180 cm 936 No AWH-102-060 126.00
2.5 x 240 cm 1248 No AWH-102-080 153.00

Max Temp
Watts

120V
Plug Cat. No. {120V} Cat. No. {240V} USD

1.3 x  60 cm 104 Option AIH-051-020 AIH-052-020 50.00
1.3 x 120 cm 208 Option AIH-051-040 AIH-052-040 60.00
1.3 x 180 cm 312 Option AIH-051-060 AIH-052-060 77.00
1.3 x 240 cm 416 Option AIH-051-080 AIH-052-080 95.00
1.3 x 300 cm 520 Option AIH-051-100 AIH-052-100 120.00
2.5 x  60 cm 208 Option AIH-101-020 AIH-102-020 77.00
2.5 x 120 cm 416 Option AIH-101-040 AIH-102-040 92.00
2.5 x 180 cm 624 Option AIH-101-060 AIH-102-060 112.00
2.5 x 240 cm 832 Option AIH-101-080 AIH-102-080 131.00
2.5 x 300 cm 1040 No AIH-102-100 133.00

Max
Temp Watts

120V
Plug Cat. No. {120V} Cat. No. {240V} USD

1.3 x  60 cm 156 Option AWO-051-020 AWO-052-020 45.00
1.3 x 120 cm 312 Option AWO-051-040 AWO-052-040 53.00
1.3 x 180 cm 468 Option AWO-051-060 AWO-052-060 69.00
1.3 x 240 cm 624 Option AWO-051-080 AWO-052-080 78.00
1.3 x 300 cm 780 No AWO-052-100 82.00
1.3 x 360 cm 936 No AWO-052-120 108.00
2.5 x  60 cm 312 Option AWO-101-020 AWO-102-020 53.00
2.5 x 120 cm 624 Option AWO-101-040 AWO-102-040 69.00
2.5 x 180 cm 936 No AWO-102-060 82.00
2.5 x 240 cm 1248 No AWO-102-080 107.00

Max Temp
Watts

120V
Plug Cat. No. {120V} Cat. No. {240V} USD

1.3 x  60 cm 104 Option AIO-051-020 AIO-052-020 44.00
1.3 x 120 cm 208 Option AIO-051-040 AIO-052-040 47.00
1.3 x 180 cm 312 Option AIO-051-060 AIO-052-060 60.00
1.3 x 240 cm 416 Option AIO-051-080 AIO-052-080 68.00
1.3 x 300 cm 520 Option AIO-051-100 AIO-052-100 78.00
2.5 x  60 cm 208 Option AIO-101-020 AIO-102-020 47.00
2.5 x 120 cm 416 Option AIO-101-040 AIO-102-040 60.00
2.5 x 180 cm 624 No AIO-101-060 AIO-102-060 68.00
2.5 x 240 cm 832 No AIO-101-080 AIO-102-080 95.00
2.5 x 300 cm 1040 No AIO-102-100 115.00

Cut-Away
Configuration

Size
Imperial             Metric

Duo-Tape®, AMOX™ High Temp. {1400cF/ 760cC) Heavy Insulated Heating Tape, High Watt Density 13 WSI

0.5' x  2'
0.5' x  4'
0.5' x  6'
0.5' x  8'
0.5' x 10'
0.5' x 12'
1.0' x  2'
1.0' x  4'
1.0' x  6'
1.0' x  8'

Cut-Away 
Configuration

Size
Imperial             Metric

MEDIUM WATT DENSITY

Duo-Tape®, AMOX™ High Temp. {1400cF/ 760cC) Heavy Insulated Heating Tape, Medium Watt Density 13 WSI

0.5' x  2'

HIGH WATT DENSITY

Cut-Away
Configuration

Size
Imperial             Metric

Duo-Tape®, AMOX™ High Temp. {1400cF/ 760cC) Standard Insulated Heating Tape, High Watt Density 13 WSI

0.5' x  4'
0.5' x  6'
0.5' x  8'
0.5' x 10'
1.0' x  2'
1.0' x  4'

1.0' x  2'
1.0' x  4'

1.0' x  6'
1.0' x  8'
1.0' x  10'

0.5' x  2'
0.5' x  4'
0.5' x  6'
0.5' x  8'
0.5' x 10'

PUBLICATION #HTSA-PL-0822, COPYRIGHT 08-09-2022 BY HTS/AMPTEK® COMPANY. DUO-TAPE®, TEK-ROD®, MONOTAPE™ AND HTS/AMPTEK® ARE TRADEMARKS OF HTS/AMPTEK® COMPANY. 
HTS/AMPTEK® COMPANY RESERVES THE RIGHT TO CHANGE PRICING WITHOUT NOTICE.  HTS/AMPTEK COMPANY IS A DBA OF HOUSTON TECHNICAL SALES, INC. A TEXAS CORPORATION. PHONE: 

281.340.9800          FAX: 281.340.9811          WEB: WWW.HEATINGTAPES.COM

MEDIUM WATT DENSITY

Cut-Away 
Configuration

Size
Imperial             Metric

0.5' x  8'
0.5' x 10'
1.0' x  2'

Duo-Tape®, AMOX™ High Temp. {1400cF/ 760cC) Standard Insulated Heating Tape, Medium Watt Density 13 WSI

0.5' x  2'

1.0' x  8'
1.0' x  10'

HTS/Amptek Company
4727 S Main St.
Stafford, TX 77497 USA 
+1.281.340.9800

Longer lead wires:   24' Standard 
lead wire length for all Tapes.  For 
longer lengths contact 
HTS/Amptek®

Special Length, Width, Watts or Volts:  Heating tapes may be fabricated to operate on all 
common voltages, from 12 to 480, and with watt densities from 0.1 to 13 WSI. Contact 
HTS/Amptek® for knowledgeable design assistance.   info@heatingtapes.com

MONO-Tape ™ (One Wire) Heavy Insulated
Laboratory and Industrial Heating Tape

Mono-Tape ™ (One Wire) Standard Insulated

1.0' x  6'
1.0' x  8'

HIGH WATT DENSITY

1.0' x  4'
1.0' x  6'

0.5' x  4'
0.5' x  6'

0.5' x 12'




