HTS/Amptek®™ Heawvy
Mono-Tape™ Features:
# For use on Conductive
[Matal] Surfzces.
» 2 ft. Hi Temperaturs Leads
on Each End

# Hesvy Braided Cover with

Ties on Each End

w 2 5tandard Watt Densities,
13 and 8.67 Watts/in

# Options| Plug, available on
1200 tapes.
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Two-piece molded plug:
Offered =25 an option for 1200
Maono-Tapes®. For the Flug
Option, =dd the part number
suffix -MP. Add 55.00.

Longer lead wires: 24" Standard lead
wire length for all Tapes. For longer
lengths contact HTS/Amptek®

Wide, Heavy Insulated, High Temperature
Laboratory and Industrial Heating Tape

Cut-Awa Max Size 120V
Configuratiyon Temp Imperial Metric WS Plug i . (EADY (it [, (IO e
AMOX, High Temp. (1400c/ 760C)cHeavy Insulated Heating Tape, 13.0 WSI (element)
1.25"X2' 3.1 X060 312 Option AWH-171-020 AWH-172-020 149.00
1.25" X 4' 3.1X120 624 Option AWH-171-040 AWH-172-040 199.00
1.25"X6' 3.1X180 936 Option AWH-171-060 AWH-172-060 276.00
. 1.25"X 8' 3.1X 240 1248 Option AWH-171-080 AWH-172-080 362.00
ST 1.25"X10° [3.1X300 1560]  No AWH 172.100 389.00
2.0"X2' 5.0 X 060 468 Option AWH-251-020 AWH-252-020 175.00
2.0"X4' 5.0X 120 936 Option AWH-251-040 AWH-252-040 258.00
2.0"X6' 5.0 X 180 1404 No AWH-251-060 AWH-252-060 347.00
2.0"X8' 5.0 X 240 1872 No AWH-251-080 AWH-252-080 439.00
2.0" X 10' 5.0 X 300 2340 No AWH-252-100 462.00
2.5"X2' 6.2 X 060 624 Option AWH-321-020 AWH-322-020 205.00
2.5"X4' 6.2 X120 1248 Option AWH-321-040 AWH-322-040 295.00
2.5"X6' 6.2 X 180 1872 No AWH-321-060 AWH-322-060 402.00
2.5"X8' 6.2 X 240 2496 No AWH-321-080 AWH-322-080 562.00
2.5" X 10' 6.2 X 300 3120 No AWH-322-100 651.00
Cut-Awa Max Size 120V
Configuratiyon Temp Imperial Metric WS Plug i . (EADY s s (2 U
Fiber Glass, Medium Temp. (900cF/ 482cC) Heavy Insulated Heating Tape, 8.67 WSI (element)
1.25"X2' 3.1 X060 208 Option AlH-171-020 AlH-172-020 121.00
1.25" X 4' 3.1X120 416 Option AlH-171-040 AlH-172-040 180.00
1.25"X6' 3.1X180 624 Option AlH-171-060 AlH-172-060 239.00
1.25"X 8' 3.1X 240 832 Option AlH-171-080 AlH-172-080 283.00
1.25" X 10" [3.1 X300 1040 No AlIH-172-100 325.00
1 20"X2 5.0 X 060 312 Option AlH-251-020 AlH-252-020 141.00
900°F | 2.0" X 4' 5.0X 120 624 Option AlH-251-040 AlH-252-040 234.00
2°CE ) o'xe 50X 180 936] Option AlH-251-060 AlH-252-060 312.00
| 2.0"X8' 5.0 X 240 1248 Option AlH-251-080 AlH-252-080 373.00
2.0" X 10' 5.0 X 300 1560 No AlH-252-100 395.00
2.5"X2' 6.2 X 060 416 Option AlH-321-020 AlH-322-020 159.00
2.5"X4' 6.2 X120 832 Option AlH-321-040 AlH-322-040 230.00
2.5"X6' 6.2 X 180 1248 Option AlH-321-060 AlH-322-060 338.00
2.5"X8' 6.2 X 240 1664 No AlIH-321-080 AlIH-322-080 466.00
2.5" X 10' 6.2 X 300 2080 No AlH-322-100 513.00
Special Length, Width, Watts or Volts: Heating tapes may be fabricated to operate on all common HTS/Amptek Company

voltages, from 12 to 480, and with watt densities from 0.1 to 13 WSI. Contact HTS/Amptek® for

knowledgeable design assistance. info@heatingtapes.com
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