
the flame of the future



As the name suggests this radiant heater is the 
most compact of the KENT range. Ideal for small 
homes or even as a second heater for those 
hard to heat rooms in a large house. Available 
in a stylish Ironbark finish. Fitted trivet accessory 
included. Great for cooking soups, making coffee, 
reheating stew and boiling the kettle.

This robust radiant heater has plenty of character 
and is ideal for those seeking an economically 
priced heater with maximum heat output. The 
large window door enables you to see the brilliant 
flame burning inside. Durable Ironbark finish will 
complement any decor. Fitted trivet accessory 
included. Trivet is great for cooking soups, making 
coffee, reheating stew and boiling the kettle.

Compact Jindabyne

heats up to

squares

10 year

warranty
15

heats up to

squares

10 year

warranty
18

The mid-sized KENT convection heater. Designed 
with small to medium sized homes in mind. 
When you require the natural warmth of a slow 
combustion heater but floorspace is at a premium, 
the Somerset is ideal with a peak output of up to 
15 kilowatts. An optional variable speed electric fan 
can be discreetly attached to the back of the heater. 
Available in Ironbark colour.  

C l a s s i c  S e r i e s

A generous sized convection heater with a 
stunning modern design that provides ample heat 
for all Australian homes. This contemporary heater 
has a large window area giving your room a greater 
ambient glow as the wood burns inside. An optional 
variable speed electric fan can be discreetly 
attached to the back of the heater. Available in 
Ironbark colour.  

Somerset Country Classic
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10 year

warranty
18
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25

K E N T … t h e 

p e r f e c t  h e a t e r 

f o r  t h o s e  w h o 

c a l l  p l a n e t 

e a r t h  h o m e



6mm Steel Firebox

Primary air enters here. An  
air slide gives you fingertip  
control of air intake and  
combustion intensity.

Tough and durable firebox  
constructed from high quality, 
6mm thick plate steel; heat 
and shock resistant.

Air immediately reaches 
high temperatures and is 
forced down over the glass. 
This washes away any 
smoke or soot on the glass. 
So the clear ceramic glass 
door of your Kent fire really 
does stay clean.

Air enters through a  
pre-heated secondary air 
inlet to provide the correct 
mix for optimum combustion.

As combustion occurs gases 
are released. The baffle system  
redirects these gases back 
through the firebed and into 
a secondary burn chamber 
where almost complete 
combustion occurs.

Designed and Engineered 
for Australian Homes 

Low Emission Technology.

K e n t  C l e a n  B u r n

Buying a KENT Woodheater not only gives you a 

clean burning, efficient method of keeping your 

home warm throughout winter, it also supports the 

Landcare movement.

By joining with KENT and, in turn Landcare, we are  

all working towards restoring the environment and  

protecting its long-term viability. No other form of 

home heating uses a renewable fuel supply and  

we want to ensure the supply is maintained for our  

future, and the future of our children. 

We all need to consider our use of natural resources 

and the effect we have on the environment. Today 

wood, as a form of natural energy, is the only 

sustainable and renewable fuel source for heat 

generation. Wood burning in a Kent Woodheater 

does not  contribute to the ‘Greenhouse Effect’. 

If wood is left to naturally decay, consumed in a 

bush fire or burnt in a woodheater, it emits similar 

levels of CO2. Kent manufacture slow combustion 

woodheaters utilising low emission technology to 

gain maximum heat output with minimum emission 

into the atmosphere. That’s why people like yourself 

are making the right choice for now and the future 

with the purchase of a Kent woodheater.

Design and made for our unique conditions, Kent 

sets the standard in woodheating technology. The 

firebox, the heart of all Kent heaters, offers strength 

of special grade 6mm thick BHP steel which 

maintains the thermal efficiency second to none. The 

Kent heater range is truly ‘The Flame of the Future’. 

State of the art low emission technology combined 

with style and ease of use.

The fire that burns clean 

Kent has developed the ultimate low emission 

system using the high-tech energy boost 

combination TWO AIR INTAKES. 

Not only does the wood burn, but the carbon rich 

gases emitted burn as well! Virtually no smoke or 

other gases are released, just clean warm air that 

spreads throughout your home for maximum comfort.

Other Benefits

•  Column-mounted, so there’s no stooping to load 

the firebox.

•   Firebox door security with tough ceramic glass 

that is self-cleaning as a result of the superior air 

flow design.

•  Combustion rates are easily adjusted so your  

Kent heater can safely continue all night without 

more logs, so you can wake up in the morning  

to a home that’s still cosy.

•   Kent woodheaters have been tested by an 

independent testing laboratory and comply 

with the following Australian standards, A.S. 

4013/99 particulate emission, A.S. 4012/99 

power and efficiency. 

Choosing the right Flue System for your heater

Choosing the right flue system is as important as the 

choice of woodheating appliance. To extract maximum 

performance from your KENT Woodheater we 

strongly recommend the use of Maxiheat flue system. 

Maxiheat flue systems are designed, tested and 

approved to Australian Standard AS2918. Maxiheat 

flue systems and components are manufactured to 

high standards from quality materials. Maxiheat has 

manufactured flue systems for over 15 years and  

are the market leader in flue technology.

Stainless Steel 

Polished stainless steel flue. High quality at a 

budget price. Also available as a chimney kit to suit 

inbuilt heaters.

Maxiheat Dropbox Kit

Polished stainless steel flue, including mesh guards 

and double case drop box kit. 

InSTallaTIOn: 

We strongly recommend that your authorised KENT 

Dealer arranges heater installation which usually 

takes less than a day with minimum disruption to 

your home. It is important to check local regulations 

prior to installation Installation Specifications are 

a guide only and are subject to change. Refer to 

the appliance installation manual for all clearances 

and procedures prior to installation. Inbuilt heaters 

are not zero clearance appliances and must not be 

installed in timber stud walls or within an enclosure 

made of combustible materials. Inbuilt heaters can 

only be installed into an existing masonry fireplace  

or a full masonry enclosure.

K E N T … t h e  p e r f e c t  h e a t e r  f o r  t h o s e  w h o  c a l l  p l a n e t  e a r t h  h o m e



The EV6 is a generously designed medium sized 
convection wood heater that comes complete with 
its own factory fitted 3 speed fan. The EV6 has a 
large viewing glass door that allows you the  
maximum view of your glowing fire from all parts 
of your room. The EV6 will comfortably heat  
medium and larger sized homes using the 
renowned Kent efficiency to get the most from  
your wood. Like all Evolution models it is available 
in Ironbark.

The EV8 is a convection wood heater that is massive in all 
its proportions. An enormous firebox complemented by an 
equally impressive viewing door allows not only maximum 
heat from the wood burnt but offers the best possible 
ambience for your home. The EV8, like all Evolution model 
heaters is complete with its own factory fitted 3 speed fan. 
Designed for large homes the EV8 is optimum in style, heat 
performance and efficiency. Like all Evolution models it is 
available in Ironbark; specifically designed to coordinate 
with today’s contemporary designs of electrical stainless 
steel appliances.

Evolution 6 (EV6) Evolution 8 (EV8)

The EV6i inbuilt fits into the majority of open brick  

fireplaces and converts that old workhorse into a  

modern, contemporary fireplace that greatly increases 

heat output and efficiency of old brick fireplaces. As 

with the free standing models the EV6i is fitted standard 

with a factory 3 speed fan and available in Ironbark.

Designed and manufactured with the largest of openings in 

mind the EV8i is as good as it gets in a large sized inbuilt 

heater. With the renowned Kent technology for clean, efficient 

burning the EV8i will be an asset to any new home or fit 

comfortably into the older setting. As with the free standing 

models the EV8i is fitted standard with a factory 3 speed fan 

available in Ironbark.

Evolution 6 Inbuilt (EV6i) Evolution 8 Inbuilt (EV8i)
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E v o l u t i o n  F r e e s t a n d i n g  R a n g e

E v o l u t i o n   I n b u i l t  R a n g e



Freedstanding Heaters Capacity  Height Width Depth

Evolution 6 up to 25 sqs  775 690 575

Evolution 8 up to 30 sqs  825 790 575

Compact up to 15 sqs  750 560 500

Jindabyne up to 18 sqs  730 560 600

Somerset up to 18 sqs  750 620 500

Country Classic up to 25 sqs  790 680 600

Inbuilt Heaters All inbuilt heaters must be installed in a full masonry cavity

Evolution 6 up to 22 sqs Fascia 720 895

  Cabinet 600 608 455

Rear of Heater to Flue Centre = 130mm

Evolution 8 up to 28 sqs Fascia 770 1025  

  Cabinet 650 708 455

Rear of Heater to Flue Centre = 130mm

   Rear Wall Side Wall Corners Hearth 

Evolution 6 With Single Shield or Mesh 175 330 100 300

 With Mesh and Outer Shield 150 330 100 300

Evolution 8 With Single Shield or Mesh 270 350 175 450

 With Mesh and Outer Shield 170 350 175 450

Compact Flue Pipe No Shield 475 750 525 300

 With Single Shield or Mesh 300 750 525 300

 With Double Shield 225 750 525 300

Jindabyne Flue Pipe No Shield 475 800 525 300

 With Single Shield or Mesh 250 800 525 300

 With Double Shield 150 800 525 300

Somerset Flue Pipe No Shield 425 400 225 300

 With Single Shield or Mesh 175 400 175 300

 With Double Shield 100 400 175 300

Country Classic Flue Pipe No Shield 400 400 250 300

 With Single Shield or Mesh 200 400 125 300

 With Double Shield 90  400 125 300

Inbuilt Heaters   ALL INBuILT HEATERS MuST BE INSTALLED IN A FuLL MASONRy CAVITy AND TO AS-2918-2001 SPECIFICATIONS

In general - No combustible material should be closer than 600mm above the hot air outlet or 300mm from the sides of the outer side of the heater box.  

C l e a r a n c e s

Peak heat output and burn times may vary depending on fuel type, moisture content and loading. The KENT Woodheater Collection has been tested to and complies with A.S. 4013/99 
particulate emission, A.S. 4012/99 power and efficiency, by an independent testing laboratory. KENT Woodheaters Maxiheat flue systems have been tested to and comply with A.S. 
2918, when installed according to Australian Standards. Heating output may vary depending on climate conditions and house design. Minimum Hearth Size = 900mm W x 450mm D.  
Fascia Dimensions = 680mm H x 900mm W x 90mmD. Inbuilt heater is designed to be used with a full masonry enclosure or existing masonry fireplace.  Due to on-going product development, 
details and specifications for the Woodheater Collection may be subject to change without notice. Please check with your local retailer or Pricotech.

C l a s s i c  S e r i e s



A SPONSOR OF

we PROudly
SuPPORt

the

the flame of the future

Pricotech Leisure Brands 
Building A2, Campus Business Park
350-374 Parramatta Rd, Homebush NSW 2140 
Phone (02) 9735 4100  Fax (02) 9735 4222  
Email: sales@pricotech.com.au

For more information on KENT wood combustion heaters and their installation, your authorised KENT Retailer is:

10 year

warranty

Kent heaters are 
covered by a 
Full 10 year 

Firebox warranty 


