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General Information 
Anchorstik FL4656 is a Sprayable toluene free heat resistant laminating adhesive with a variety of 
industrial uses.  It is widely used in the post forming of plastic laminates. 
 
Features 
 

- Reduced VOC. 
- Improved spray pattern promotes low 

unit cost. 
- Formulated to produce very high initial 

and ultimate bond strength. 
- Ideal for even tight radii post forming 

operations. 
- Improved atomization allows immediate 

layup, eliminates blooming and 
reduces odor. 

- Resistant to water, mild acids, alkalis 
and certain oils. 
Anchorstik FL4656 is a modified 
chloroprene rubber resin adhesive in a 
blend of flammable solvents. 
 

Typical Applications 
 

- Anchorstik FL4656 is used in the 
following applications: Decorative 
laminates, metals, expanded foams, 
plywood, OSB, particleboard, 
hardboard and plasterboard. 

- The high temperature resistance of 
Anchorstik FL4656 makes it especially 
suitable for use in post forming of 
decorative laminates. 

 

Application 
 

- Preparation: Surfaces must be clean, 
sound, dry, smooth, firm and free from 
dust, oil, grease and any traces of 
contaminant which may affect 
adhesion. 

- Application:  For optimum results 
Redwood Innovations recommend 
Binks & Devilbiss® pumping and 
application equipment.  

- The adhesive should be applied in a 
uniform spray, coating both surfaces 
and bringing substrates together as 
soon as the coating is dry to the touch. 

- Ensure intimate contact and 
consolidation of the bond is achieved 
by passing the laminated through nip 
rollers or by platen pressing using 
maximum pressure without crushing 
the components. 

- A suitable compressor capable of 
delivering 24cfm air is recommended. 

Equipment: DeVilbiss® - spray gun JGV 
(Manual) or AGG (Automatic) with 797 air cap.  
Special adhesive fluid nozzle/needle, packing 
and packing nut. 
Binks 4:1 piston pump carbon steel                                                      
fluid end UHMWPE packings. 
Application Notes: Redwood Innovations 
understand the increasing focus in industry on 
environmental issues and current legislation 
and can offer with their technical expertise an 
application and training program.   
This program takes into consideration the 
reduction of emission level, health and safety in 
the workplace and application variants while 
achieving optimum performance of product and 
manufactured end goods, while also reducing 
unit costs for the end user. 
An application guideline document is available 
to support the data sheet for Redwood 
Innovations sprayable adhesives. 
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TYPICAL PROPERTIES 

 

   

PACKAGING 
 
■ 205 litre and 25 litre  

containers.  

 
  

CLEANING 

 

■       Clean equipment using Anchor 

clean No.9 Cleaner flammable 

cleaner.

STORAGE AND HANDLING 

 

▪ Store in dry conditions between +5°C and +25°C 

▪ Shelf Life is 12 months when stored in its original unopened containers 

 

HEALTH & SAFETY  
 

ALWAYS READ RELEVANT MATERIAL 
SAFETY DATA SHEET BEFORE USE. 
 
TECHNICAL SERVICE 
 
Redwood Innovations has a team of experienced Technical Sales Representatives who 
provide assistance in the selection and specification of products.  For more detailed 
information, service and advice, please call Customer Services of 023 9223 3310. 
 
 
 
 
 
 
 
 
 
 
 

 

Description Value 

Solvent Polychloroprene 

Viscosity  at = 25°C 200+ or - 80 Cps 

Specific Gravity 0.818 

Coverage 5-9m² per litre bonded area 

Flash Point Below -12°C 

Colour Red or Natural   

Total Non-Volatiles 18 + or - 1% 

Service Temperature Range - 40°C to + 140°C 

Drying Time Spray and lay with open tack time of 
up to 40 minutes. 
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GUARANTEE / WARRANTY 
 
Redwood Innovations products are manufactured to rigid standards of quality.  Any product 
which has been applied (a) in accordance with Redwood Innovations written instructions and 
(b) in any application recommended by Redwood Innovations, but which is proved to be 
defective, will be replaced free of charge.  No liability can be accepted for the information 
provided in this leaflet although it is published in good faith and believed to be correct.  
Redwood Innovations reserves the right to alter product specification without prior notice, in 
line with Company Policy of continuous development and improvement. 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

Redwood Innovations, 18 Arnside Road, Waterlooville 
HAMPSHIRE, PO7 7UP 

Phone No: +44 (0)23 9223 3310  Fax No: +44 (0)23 9223 3320 
 

Data herein is furnished for information purposes only, and is believed to be reliable. Redwood Innovations and any subsidiary companies 
cannot assume responsibility for the results obtained by others, over whose methods it does not control. It is the users’ responsibility to 
determine suitability for the user's intended purpose of any product and any product method mentioned herein, and to adopt any such 
precautions as may be necessary to protect property and persons against hazards that may be involved in the handling and use thereof. We 
recommend that each prospective user test the proposed application to determine the suitability of this product for the purpose intended prior 
to incorporating any product or application in its manufacturing process using this data as a guide, Redwood Innovations accept no liability 
arising out of the use of this information or the products described herein. 
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