
Terho Lamp
by Majia Puoskari

Changing light bulb* for Small Terho Lamp

Separate the
top from the
glass.

1

Grab the handle
of the bulb and
pull outwards.
Do not be afraid
to apply necessary
force.
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Unwind the bulb
to replace it with
a new one.
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To place the bulb
back in the glass,
converge the
arms of the clamp
by pushing them
downwards. 

Insert the clamp
into the glass. You
can release your
grip when the
clamp is  almost
halfway inside
the glass.

Push the clamp
into the glass
until it is fully
inside.
Then, connect
the top with the
glass.

Push the glass
upwards or sideways
with the palm of
your hand to
orientate it into
a straight position.

Changing light bulb* for Medium / Large Terho Lamp

Separate
the top
from the
glass.

Move the
handle of 
the bulb
to one side 
of the glass.

Tilt the 
disc and
glide it
so that
the glass
is in
between
the gap.

Once the disc is
out, unwind the 
bulb to replace it
with a new one.

To place the bulb
back in the glass,
proceed in the
reverse order.
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*Bulb not included. For installation please consult your local electrician.
  When using regular bulbs: Max 40W capacity. We recommend energy-saving or LED bulbs.

Twist the
disc
outwards.

4
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Push the glass
upwards or sideways
with the palm of
your hand to
orientate it into
a straight position.


