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Load capacity
in kg

Dimensions
in mm (l x w x h)

Weight
in kg (painted/galv.)

Fork pocket inside dimensions in mm
A B C

LH-I 1,0 1000 300 x 180 x 395   9 / 10 - 168 68
LH-I 1,5 1500 300 x 180 x 420   9 / 10 - 168 68
LH-I 2,0 2000 300 x 180 x 420 10 / 11 - 168 68
LH-I 2,5 2500 300 x 180 x 455 10 / 11 - 168 68
LH-I 3,0 3000 300 x 180 x 465 11 / 12 - 168 68
LH-II 1,5 1500 170 x 750 x 385 21 / 23 160 220 80
LH-II 2,5 2500 170 x 750 x 425 22 / 24 160 220 80
LH-II 5,0 5000 180 x 750 x 490 31 / 34 160 220 80
LH-II 7,5 7500 180 x 750 x 555 35 / 38 160 220 80

Finish: RAL 2000 hot-dip galvanized

Pick up and transport heavy loads safely

Types available

LH-I

 � picked up on 1 fork or by crane 

 � can be secured to prevent slipping

 � with swivel hook

 � various load capacities  

LH-II

 � picked up on 2 forks  
(also suitable for straddle stackers)

 � clamping lever to prevent slippage; can be fixed in  
3 different positions, suitable for various fork widths

 � with swivel hook

 � various load capacities

CRANE HOOK TYPE LH

LH-I 3,0

LH-II 2,5 

Fork pocket inside dimensions (drawing Type LH-I)

Fork pocket inside dimensions (drawing Type LH-II)
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LH-I 1,0 with Drum Traverse FT/M


