
The William Hackett Grade 6 cromox components are manufactured by KETTEN WALDER in Germany using the highest quality of 
stainless steel to achieve market leader quality products. All components are manufactured on state of the art modern machinery. These 
products are rigorously tested in house and form part of the cromox chain sling system. The cromox range of products use the highest 
levels of design, materials and manufacturing processes to produce the best performing products for use in the harshest environments. 
Due to the high quality, purity and narrow tolerances of alloying elements in cromox steel, we are able to produce durable, heavy duty 
stainless steel products with increased corrosion and crack resistance. The high concentrations of chromium ensures a strong and passive 
layer of chromium oxide for protection. A precise amount of Nickel creates a shiny surface and other alloys like molybdenum allow for 
increased Working Load Limit (WLL) and a higher breaking load.

SPECIFICATIONS

Type t mm g mm b mm h mm WLL tonnes Mass kg

SS-COHF-04 75 20 17 17 0.40 0.185

SS-COHF-06 100 25 25 22 0.90 0.35

SS-COHF-08 126 32 27 28 1.55 0.79

SS-COHF-10 160 40 37 34 2.45 1.37

SS-COHF-13 190 51 48 45 3.85 3.00

SS-COHF-16 230 66 55 51 5.00 4.80

SS-COHF-18 230 66 55 51 7.00 4.80

cromox Grade 6 Eye Sling Hooks COHF



The William Hackett Grade 6 cromox short link chains are manufactured by KETTEN WALDER in Germany using the highest quality of 
stainless steel to achieve market leader quality products. All chains are manufactured on state of the art modern chain making machinery. 
These products are rigorously tested in house and form part of the cromox chain sling system. The cromox range of products use the 
highest levels of design, materials and manufacturing processes to produce the best performing products for use in the harshest 
environments. Due to the high quality, purity and narrow tolerances of alloying elements in cromox steel, we are able to produce durable, 
heavy duty stainless steel products with increased corrosion and crack resistance. The high concentrations of chromium ensures a strong 
and passive layer of chromium oxide for protection. A precise amount of Nickel creates a shiny surface and other alloys like molybdenum 
allow for increased Working Load Limit (WLL) and a higher breaking load.

 

SPECIFICATIONS

Part Code d mm t mm b1 min mm b2 max mm WLL tonnes Mass kg

SS1.030.5** 3.0 14.0 5.0 12.5 0.20 0.17

SS1.040.5 4.0 12.0 5.0 13.7 0.40 0.35

SS1.050.5 5.0 15.0 6.3 18.5 0.63 0.54

SS1.060.5 6.0 18.0 7.8 22.2 0.90 0.80

SS1.070.5 7.0 21.0 9.1 25.9 1.25 1.10

SS1.080.5 8.0 24.0 10.4 29.6 1.55 1.40

SS1.100.5 10.0 30.0 13.0 37.0 2.45 2.20

SS1.130.5 13.0 39.0 16.9 48.1 3.85 3.80

SS1.160.5 16.0 48.0 20.8 59.2 5.00 5.70

SS1.180.5 18.0 54.0 24.3 64.8 7.00 7.30

*complies with DIN 5687 other than material as Grade 6

**Factory standard, not marked

cromox Grade 6 Lifting Chain


