
Removable Jack Plate Installation Instructions: 

The Removable Jack Plate is designed to fit trailer jacks with a 3 bolt triangle pattern, it allows you to remove 

the trailer’s tongue jack and store it out of the way of your tow vehicles tailgate.  

Contents of box:  1- large triangle top plate, 1-smaller triangle bottom plate, 3- ¼” Loop lock pins, 3- bolts with 

lock nuts, 9- Flat washers 

Tools required:                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                    

3/8” ratchet with a 9/16” socket                                                                                                                                                                                     

9/16” combination wrench               

optional floor jack 

*Safety first * Before you loosen the bolts on the trailer jack make sure you have the trailer tongue supported 

securely to prevent injury! 

 Step one: Support the tongue of the trailer either by attaching it to your tow vehicle or by supporting it with a 

floor jack. Once the trailer is securely supported, raise the trailer jack up and remove the pin holding on the 

wheel and remove the wheel.  Use the 3/8” ratchet with the 9/16” socket to remove the three bolts holding the 

jack to the trailer, save the bolts they will be used later.   

Step Two: Mounting the smaller triangle plate to the trailer tongue: Parts required for this step:  The small 

triangle plate, 3- washers and the 3 bolts you removed from the jack earlier. Place the small triangle plate over 

the bolt holes on the trailer tongue, it will only line up one way, the point should be facing forward.  Use the 3 

bolts you removed from the jack, place one washer onto each bolt and reinstall them thru the triangle bolting it 

to the trailer tongue (See fig 1) Tighten down the bolts using the 3/8” ratchet and 9/16” socket.  

Step Three: Mounting the larger triangle plate to the trailer jack: Parts required for this step:  The large 

triangle plate, 6- washers, 3 bolts with lock nuts. Place the large triangle plate over the end of the trailer jack, it 

will only line up one way. Place one washer onto each bolt, insert it up thru the triangle and trailer jack, then 

install a washer on the top side along with the lock nut for each of the three bolts. Make sure the nuts are on the 

top side (See fig 2). Tighten the bolts down part way with the 3/8” ratchet, 9/16” socket and the 9/16” 

combination wrench. Tighten the bolt enough to hold the plate in place, but loose enough to move the plate if 

you need to line it up over the smaller triangle. 

 Step Three:  Lining up the parts and final tightening; Part required for this step: 3-1/4” loop lock pins. Place 

the jack down thru the hole in the trailer tongue, line up the two triangles, insert the 3-1/4” lock loop pins thru 

the holes in the sides of the jack plate (see fig2) once you have everything lined up,  remove the pins and the 

jack from the trailer. At this time tighten all of the bolts down.  Once you have everything tightened down, 

reinstall the jack back thru the hole in the trailer tongue, line up the two triangles, insert the 3 pins, lock the 

loops over the ends of the pins, reinstall the wheel and lower the jack. Clean up and do a final check, job is done. 

**Please note** make sure all 3 pins are installed and the loops locked before you use the jack to support the 

weight of the trailer 
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3 trailer jack bolts with washers 

Fig 1

 

Make sure the lock nuts are on the top side 

¼” loop locking pins 

Jack Plate Parts Job completed with jack plate installed 



 

 

 

 

 

 

 

 

 

 

 


