
* *  ADVISEMENT  * *
Read instructions completely prior to
starting installation. All InDash Mounts
are designed so that after installation, phone
is facing normal driver position for left-
hand drive vehicles. This mount is not
designed to be used in foreign countries
with right-hand drive vehicles. Use extreme
care when working around the plastic
components on the dash.  Excess force, can
cause breakage of  the plastic components.
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MOUNTING LOCATIONS:
Typically the Right side of Radio
TOOLS REQUIRED:
Vehicle Dash Removal Instructions
Typical Tools: Hook tool,Phillips
Screwdriver, Vise for Bending
HARDWARE INCLUDED:
PanaVise Universal Mounting Screw Kit

 PART#: 754-UNI-A

DESCRIPTION:
Y-Style Mount

STEP #1 Begin by determining what you will be mounting, and where you would like your Universal Dash Mount to
be. Remove the dash bezel that typically surrounds the radio and climate control. reference the InDash by Panavise
Instructions on the PanaVise.com website. http://www.panavise.com/f/comm/indash/idbrandsearch.html
Once the bezel is removed, determine if there are any local factory screws that could be used to secure the Universal
Mount.

STEP #2  Take the template out of the package (make copies of template).Bend the face to about a 90 degree angle.
Place it on the edge of the dash to see if it can follow the angles of the dash to easily get to any factory screws. Also
look to see if there is a flat surface close to the edge of the dash that some screws can be used to secure the universal
mount to. Bend the universal mount template to the dash Mark any new holes to be punched in the template.

STEP #3: Place the template on the metal universal mount and tape them together. Drilll any additional holes. Cut and
Bend the mount to the shape of the template. Test the mount on the shape of the dash, make any adjustments to the
angles.

STEP #4: Replace the bezel to assure the fit of the universal mount

INSTALLATION IS NOW COMPLETE.
 ENJOY YOUR NEW INDASH by PANAVISE MOUNT.
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