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Power Supplies
Wold’s Best and Largest Selection of Clean, 
NO RF Hash, no RFI power supplies are designed for ultra-reliable ham 
radio! High duty cycles on switchers for long Digital mode transmissions!

75-Amps.
MFJ-4275MV
high-current
switching
power supply

gives 75A max/70A continu-
ous. Great for ALS-500M
amplifier. Adjustable output 4-
16 VDC/  110/220 VAC.
Binding posts, quick con-
nects, PowerPoles(R), ciga-
rette lighter socket on front.
Battery charger gives charg-
ing current of 20A max, 5A
continuous. 93/4Wx51/2H
x91/2D”. Only 10.5 lbs. 

45-Amps.
MFJ-4245MV
Switching
power supply
gives 45A
surge/40A continuous. 9-15
VDC out. 85-260 VAC in.
Low ripple, highly regulated.
5-way posts, cigarette lighter,
quick connects. 5 lbs.,
71/2Wx43/4Hx9D”. 

25-Amps.
MFJ-4225MV
Switching power
supply gives 25A
surge, 22A contin-
uous. Adjustable
9-15 VDC output, 85-260 AC
input. Large 3” dual Amp/Volt
meters, binding posts, ciga-
rette lighter socket. 3.7 lbs.,
51/4Wx41/2Hx6D”.

35-Amps.
MFJ-4235MV
switching power
supply. 35A surge,
30A continuous. 4-
16 VDC, 1% voltage regula-
tion. <9 mV peak-to-peak rip-
ple. AC in: 90-125 or 200-
240V. 7Wx41/4Hx83/4D”, 4 lbs.

25-Amps.
MFJ-4125 gives 25A
surge, 22A continu-
ous. 13.8 VDC
switcher has 5-way binding
posts on front and quick con-
nects on back. 3.5 lbs. 

35-Amps.
MFJ-4035MV
19.2 lb. trans-
former, 35A max,
30A continuous.
1-14 VDC out, 110 VAC in.
Highly regulated, 1% load, 1
mV ripple. 5-way posts, cig
lighter. 91/2Wx6Hx93/4D”.

25-Amps.
MFJ-4125P. 25A
surge, 22A con-
tinuous. 13.8
VDC switcher has 2-pair
PowerPoles(R), 5-way posts,
quick connects. 3.5 lbs. 

15-Amps.
MFJ-4115. 17A
surge, 15A cont.
13.8 VDC. 110/
220 VAC. 33/4Wx21/4Hx73/4D”,
1.5 lb. 5-way posts. 
MFJ-4215MV. Like MFJ-4115
but has backlit volt/amp
meters. 

28-Amps.
MFJ-4128. 28A
surge, 25A cont.

13.8 VDC. AC: 85-135/170-
260 VAC. 5-ways, cig sock.
MFJ-4218MV. 0-24
VDC,18A@13.8/9A@24VDC.

30 Amp, 4-16 Volts Adjustable, 
Volt/Amp Meter, 5Wx21/2Hx6D”

Ham Radio’s Best Seller!
MFJ-4230MV is ham radio’s best compact switching
power supply -- just 5Wx21/2Hx6D” and 3 lbs. Takes up lit-
tle room on your operating position and perfect for home
station, field day, DXpeditions, camping, hiking or for your
next business trip or vacation. Gives 25A continuously or
30Amps surge at 13.8 VDC. Voltage is front panel
adjustable 4-16 VDC. Selectable input voltage of 120 or
240 VAC at 47-63 Hz lets you carry it with you and use it
worldwide. Front panel rocker switch lets you choose
Amp/Volt meter for continuous monitoring. Cool operation
with excellent 75% efficiency. Extra low ripple and noise
is less than 100 mV. It’s quiet!  Continuous air flow gently
cools the power supply and a heat sensor increases fan
speed if the temperature rises above 70 degrees celsius.
Over-voltage and over-current protection fully protects
your transceiver and has ALARM LED. DC output is 5-
way binding posts on the back so yourcan power your
HF, VHF, UHF transceiver and accessories with ease. 

Econo Price!

Add a pair of PowerPoles(R)

MFJ-4230MVP.
PowerPoles(R) on back.

MFJ-4230MPF

PowerPoles(R) on
front of unit.

MFJ-4230DMP

Like MFJ-4230MVP
but has bright orange

digital Volt/Amp display. 

MFJ High Current DC Multi-Outlet Strips
Power multiple transceivers/accessories from a single DC power supply

MFJ-1118.
Power two HF
and/or VHF rigs

and six accessories from rig’s 12 VDC sup-
ply. 35A high-current and 15A accessory
binding posts, Voltmeter, on/off switch.
Master fuse, RF bypass. 121/2Wx23/4Hx21/2D”.

MFJ-1116.
Like MFJ-1118
but 15A total, 8

pairs 5-ways.“On” LED, 0-25 VDC voltmeter. 
MFJ-1112.

Like MFJ-1116
but 6 pairs 5-way

posts, no meter/switch. 121/2Wx23/4Hx21/2D”.
MFJ-1117.

High-current. Powers
four HF/VHF radios
simultaneously -- 2 at

35A each, 2 at 35A combined. 8Wx2Hx3D”. 

MFJ-1129.
10 outlets. Install-
ed fuses: two 1A,

three 5A, three 10A, two 25A, one 40A. Out-
lets 1, 2, 4-8 are PowerPoles(R). Outlet 3 is a
35A high current post, outlet 9, 10 are 15A
posts. Switch, voltmeter. 121/2Wx11/4Hx21/2D”.

MFJ-1128.
12 fused Power
Poles(R), three 1A,
four 5A, four 10A,

one 25A, one 40A. Switch, Meter.
MFJ-1126.

8 fused PowerPoles(R):
a 1A, three 5A, two
10A, one 25A, one

40A. Switch, Voltmeter. 9Wx11/2Hx23/4D”. 
MFJ-1124.

4 pairs 35A PowerPoles(R), 2
pairs 35A high current posts.

MFJ PowerPole(R)

Splitters
MFJ-1104.

Power-Pole(R)

Splitter, 30 Amp
fused input, out-

puts fused at 25, 10,
5A. Open fuse indicator.
23/4Wx31/4Hx11/2D”. 
MFJ-1107. 40A
fused binding
posts input, 4
fused PowerPole(R)

outputs, two 2.1
mm center positive jacks. 
MFJ-1106. One
in, six out
PowerPoles(R).
30A total. 7 sets
of mating conectors included. 

MFJ Emergency PowerReadyTM Toolbox 
Great for charging batteries and taking your rig on-the-go! It’s ready for random travel trips, Emcomm service,
or when all else fails! Dual power pole 35A contacts, binding posts, low voltage cigarette lighter, 5V 2.1A USB
port, green LED digital voltage meter. Use group 24-30 size batteries. Carrying strap. Made in the USA!

MFJ-4452
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C

Provides
reverse, over-

voltage, voltage
transient and short

circuit protection. Superb noise, ripple
filtering, power supply buffering.  If you
accidentally reverse voltage, it protects
against instant destruction and alerts
with warning LED.  Once DC polarity is

corrected, MFJ recovers, operates nor-
mally. Transient suppressor handles
peak current to 200A. Protects from
vehicle, poorly regulated supply voltage
spikes. Four Farads of ultra high-value
capacitors filters off virtually all noise
and ripple. Provides power supply
buffering so even underrated, marginal
power supplies will run an HF trans-
ceiver to full capacity. PowerpolesTM

used for DC input/output. 4Wx3Hx2D”.

MFJ-4403

Today's compact 100-watt HF rigs
are designed to operate from about 12-
16 volts, with output signal distortion,
output power problems, and transceiv-
er reset often occurring when voltage
drops below 12 volts.  In mobile use,
low voltage is caused in two ways:  

First. Even low resistance DC wiring
can result in a noticeable voltage drop.
For a 100W transceiver with a 20-amp
typical current requirement, just 1/10th of
an ohm resistance in your DC cable
and connectors results in a 2-volt drop!   

And second. When the car is off,
battery voltage drops from around 13.8

volts down to 12V after a short
time.  Coupled with voltage

drops in cables and you have a prob-
lem.  

Eliminates low voltage problems by
boosting input as low as 9 Volts to 13.8
volts at up to 30A peak with a typical
efficiency of close to 90%.  

Includes PowerPolesTM and high-
current 5-way posts for both the DC
input and regulated output.  An internal
30-amp input fuse protects the unit
from excess output current demands.  

Selectable limits on the minimum
voltage that the unit will accept:  9V,
10V, and 11-volts.  Protects from over-
discharging a battery and damaging it.
Includes output over-voltage crow-bar
protection should regulation be lost.  

External boost enable Input allows
remote enabling of MFJ-4416C. Either
ground a line or connect the line to 4-
13 Volts.  You can also use an amp key
line or ignition source to enable. 

Second efficiency enhancement fea-
ture is a user-adjustable output voltage
control which lets you set output volt-

age between 12- and 13.8-volts. 
When setting output at 12-volts, in-

put voltages greater will pass thru, but
efficiency of the regulator is higher.
And lower input voltage means your
transceiver will run cooler!  

Typically save over 30W in heat dis-
sipation during transmit, and even 3-4
watts during receive. So it can actually
be good to let the voltage sag to 12V,
then MFJ-4116B protects from lower
voltages. 73/4Wx4Hx21/8D”, 1.3 lbs. 

Battery Booster Remote Control
MFJ-4416BRC. Monitor

output, turn on/off, low bat-
tery alert on/off, boost/low
battery LEDs. Mount holes.
Cat-5 cable connects boost-

er. 5Wx2Dx3H”. 

MFJ-4416C Super Battery Booster
Keeps your transceiver operating at full efficiency and performance by

eliminating low or marginal voltages in the mobile environment . . . 

Protects rig
from unseen

mobile problems. Built-in
surge protection diode
reduces chances of a
high voltage spike due
to alternator failure or
jumping off from other
vehicles. Reverse polar-

ity protection. Sagging
voltages on vehicle start-up can cause
your rig to not power, lose memory

channels, corrupt service/set-up
menus. When vehicle is off there are
still circuits that have power on them,
so distortion, frequency shifting, modu-
lation or no vehicle start-up. MFJ cuts
your radio off if voltage gets too low.
Delay timer off ignition sense insures
your rig doesn’t turn on until vehicle
starts, normal voltage reached. Power
PolesTM, bayonet lug to ignition sense
line. Over-current/reverse protection.
27/8Wx4Hx11/2”. 

MFJ-4402
MFJ Mobile Transceiver Protector

MFJ-4403 Transceiver Voltage Conditioner

MFJ Mobile Digital
DC Voltage Monitors

Is your car battery giving proper
voltage to power your rig?

Low voltages
distort signals

and cause
expensive rigs to
reset or even shut

down. Voltage monitors
show car battery voltage at
all times.  Three 3/8” tall

bright red LEDs easily seen day/night.
Plug into a cigarette lighter and monitor!
Use 12V or 24V batteries, 8-30 VDC,
accuracy is +/- 1.2 VDC. Built-in fuse. 
A. MFJ-4431. Adhesive mount display,
2’ wire, 25/8Wx13/8Hx5/8D”. 
B. MFJ-4432. All-in-one
plug/module, 11/2Wx1Hx23/4D”.

MFJ-4434. 12VDC Cigarette
Lighter Socket to red/black
binding posts adaptor.  Fused.
1.5Wx.75Hx4D inches.

A
B

MFJ-4416C

4.5-30 VDC/30A Digital
Volt/Amp Panel Meter

with built-in Current Shunt
Connect in-line

to monitor voltage/
current of mobile

radio or accessories.
Shows voltage/current simul-
taneously with .01 to .1V res-
olution. Dual .28” red/blue
LED digits.  Built-in current

shunt, input/output PowerPolesTM, 30A.
Reverse polarity protect. 3Wx2Hx1D”. 

MFJ-4421. Snap-in Volt
Panel Meter, 0-30 VDC. .56”
digits. 1.9Wx1.1Hx.87D inches. 

Precision Wattmeter/Power Analyzer

Displays A/V/W continuously, 4.8-60V.
Measure current, peak, power, peak. Power-
PolesTM, backlit LCD. 3.25Wx1.75H”.

MFJ-4422

Deluxe Super Battery Booster
Like MFJ-

4416C but
has an on-
board micro-

processor to give
more intelligent features

and protection. Power switch
allows load to be isolated from input,
protecting from over current/voltage
greater than 15V from boost supply or
improper input.  MFJ-4418 monitors
input and will not turn on if it is not

greater than 10V and less than 14.5V.
Programmable value enables or shuts
down booster supply as needed.
Allows auto operation without keying
connections to the radio.
Programmable electronic fuse allows
protection in 1A steps 5-30A.  Use fast
blow 100 mS or slow blow 100-700
mS.  Ignition HoldOffTM timer allows
MFJ-4418 to continue to supply output
for a programmable period even if igni-
tion is off.  Settings are software-driven
via the USB port. 91/2Wx31/8Hx51/4D”.  

MFJ-4418

MFJ-4424



18                                          The World Leader in Ham Radio Accessories!

MFJ-
495 com-
bines lat-
est mille-
nium

microprocessor technology with non-
volatile EEPROM memory for a full-fea-
tured, low cost, high reliability design.
Send CW or load messages with pad-
dle, keyboard or serial port.

Easy-to-use menus and LCD let you
set all keyer functions with easy push
buttons.  Keyer functions also are
changed from paddle, keyboard or com-
puter. LCD shows messages as it’s sent
from memory or live from your paddle,
keyboard or computer.  

32-message memories of 256 char-
acters each.  Repeat messages contin-

uously, insert timed pauses within mes-
sages, insert auto-incrementing serial
number, messages call other messages,
insert embedded commands to change
speed, weight, automatically.  

Supports direct and grid-block. Port
for optional remote control.  PTT output,
speaker, sinewave sidetone.

Features include:
Iambic keyer with dot/dash memo-

ries; auto, semi or hand-key mode.
Keyboard uses any AT keyboard for

type ahead buffer.  All commands and
memories are keyboard controlled.
Message editing capability.
Input queue stored multiple messages.
Auto-incrementing contest serial num-
bering from 001 to 9999.
Digital/linear analog speed control from
5 to 99 wpm (3:1 to 20:1 speed range)

Farnsworth, speed from 10-99 wpm
Ultra speed messages to 990 wpm
Adjustable weight 25% to 75% 
Adjustable sidetone 300-1000 Hz
Keying output delay up to 20 ms 
Push-to-talk (PTT) hang time to 5sec
Direct (pos.)/grid-block (neg.) keying 
Timed tune for XMTR adjustment
Timed pauses, messages loops
Internal speaker, adjustable volume
Supports Qwerty/Dvorak keyboards 
190 characters type-ahead keyboard
buffer with low buffer warning
Dual user mode.  61/4Wx21/2 Hx61/4D”. 12
VDC or 110 VAC. MFJ-1312D.

RFI-Suppressed Keyboard
MFJ-551. RFI suppressed keyboard.
Remote Control Unit
MFJ-70. Full function wired remote con-
trol for MFJ-495. 

MFJ Millenium TM CW Memory Keyer
MFJ-495

MFJ-566M
is red and
black on a
3/8 inch
thick alu-
minum

non-skid base. It is liquidy
smooth, has shielded steel
ball bearings and a  hard-
ened steel pin rotation with
stainless steel screws.
Solder connections with
solid brass contacts and cus-
tom micro-grip feet. 

MFJ-566P Like MFJ-566M
but on a durable black plastic
base. 

Deluxe wood
base telegraph
is a Morse Code
straight key on a
non-skid, beautifully stained
wood base. A Steel under-
plating makes it stay put on
your table, doesn’t move
around while sending!
Designed by KA5MAN, this
key lets you send code at
home, work, riding in your
car -- practically anywhere.
Pre-wired 3 foot cable with
3.5 mm plug. Hook-up the
key to your rig and go on-
the-air sounding like you
were born for CW!  A hand-
some addition to any shack. 

Full-featured CW keyer
with built-in Iambic paddle.
Ultra-compact 33/4Wx1Hx
21/4D” is perfect for traveling
or home QRP.  Put it in your
briefcase with an MFJ CubTM

transceiver on your next
business trip or vacation.
Built-in sidetone with LM386
audio amplifier, speaker/vol-
ume control makes monitor-
ing sending easy. Adjust
speed 3-60 WPM, pitch 300-
1000 Hz,  weight 25%-75%.
Tune mode, RF proof,
Battery Saver. Select Iambic
A/B, fully auto or semi-auto
“bug” modes.  Use 9V bat-
tery, not included. 

MFJ Micro CW 
Telegraph Keys

New!

MFJ-566M
Black with
Metal Base

MFJ-566P
Black plastic 

MFJ Deluxe Wood
base Telegraph Key

MFJ-553 

Pocket Travel
Keyer/Paddle

MFJ Deluxe 
Iambic Paddles

MFJ
Deluxe
iambic pad-
dles feature
full range
adjustments
in tension
contact
spacing, self-
adjusting

nylon and steel bearings,
contact points that never
need cleaning, precision
machined frame, non-skid
feet, heavy base. Use with
MFJ-422E/490E/X keyers.
MFJ mini Iambic Paddle

Lightweight
iambic weighs
just 21/2 oz. Tiny,
fits in Altoids(R) tin
(cord and all!).

Precision formed phospho-
rous bronze spring material,
A150 temper.  Great feel,
mounted on metal with non-
skid rubber feet.  4-foot cord.  

MFJ-561K Kit. Build it!

MFJ-564/B

Chrome or Black

MFJ ECONO Keyer
MFJ-401E is like

MFJ-407E except
weight and tone
are adjusted internally,
doesn’t have tune
switch.  Use 9 volt bat-
tery or 110 VAC w/MFJ-1312D.
4x13/4x31/4”. 

Build Your Own Keyer with this
Curtis Chip

Revolutionary
Curtis Chip. Choose

28 pin skinny DIP or SMT SOIC pack-
age. MFJ-8045ABM.  

MFJ Curtis Iambic Keyer
Get everything

you need to send
great CW from

this MFJ Cutris
KeyerTM! Has easy-

access front panel controls, all keyer
modes, dot-dash memories, jam-proof
spacing, weight control, sidetone, built-
in speaker and more. Speed, weight,
tone and volume controls, and tune,
semi-auto and on/off switches are on
the front panel.  Dual paddle key lets
you use iambic mode.  In this mode,
you can insert a dot before a dash fin-
ishes or insert a dash before a dot fin-
ishes.  Squeezing both paddles gener-
ates alternating dots and dashes.  Lets
you send characters such as C, K, and
R with a single squeeze.  Turns an inex-
perienced fist into a professional.  Use
9V battery or 110 VAC. MFJ-1312D.
Compact 53/4x13/4x43/4 inches. 

MFJ/Curtis Keyer/Paddle
Get the combo or just

the keyer for your MFJ
iambic paddle. Get adjust-

able weight, tone. Front panel
volume, speed controls (5-65
wpm). Built-in dot-dash memo-
ries, speaker, sidetone and

auto or semi-auto/tune modes. Keys
solid state or grid block.  Fully shielded,
RF tight.  9V battery or 110 VAC with
MFJ-1312D. 4x21/4x41/4”.  

MFJ-422EX. Keyer only
slides onto MFJ-564/B,
Bencher, other paddles. 

Deluxe Memory Keyer/Paddle 
MFJ-490. 5-100 wpm. Contest serial

numbering (0-9999) with auto-incre-
ment, sidetone, speaker, volume con-
trol, adjust 300-3000 Hz tone. Adjust
weight 5-95%, key direct or grid-block,
192 character (8K) memories. 

MFJ-490EX. Keyer only. 

MFJ-401E

Pre-Wired Keyer-to-Rig Cable
MFJ-5164. Keyer-to-

radio keying cable.  Phono
on keyer end fits MFJ key-
ers and 3.5 mm with 1/4”
phone adaptor fits most
transceivers. 

MFJ-407E
MFJ-422E

MFJ-561

MFJ-403P
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Working high speed CW is a
breeze.  With MFJ-464 you get a
type-ahead buffer, message memo-
ries, adjustable speed. Get ready to
compete with the best hi-speed CW ops --
they’ll never know you never took  a code
test!  MFJ-464 is the ultimate CW
Station: sends and reads 5-99 WPM,
Auto speed tracking, large 2-line LCD
shows send/receive messages, use sin-
gle or iambic paddle or keyboard, 4
message memories, type ahead buffer,
read again buffer, RFI proof . . . more!

Reader has Auto Speed Track
MFJ AutoTrakTM auto locks on, tracks

and displays CW to 99 wpm. Simply plug
in MFJ-464 to your receiver speaker until
lock LED flashes in time with the CW.

High performance modem
Consistently get solid copy from a

high performance PLL (phaselock loop)
modem. Digs out weak signals.  Even
tracks slightly drifting signals. Send CW,
load messages using a paddle, key-
board or computer serial port. 

The LCD also shows the message as

it’s being sent from
memory or live from your paddle, key-
board or computer.  

Sinewave Sidetone . . . More!
Supports Direct keying output.   Has

PTT output, built-in speaker, sinewave
sidetone, more!  Iambic keyer with dot/
dash memories; auto, semi or hand-key
mode.  Input queue lets you store multi-
ple messages.  Auto-incrementing con-
test serial numbering from 001 to 9999.

Outstanding Features
Digital linear speed, 5-99 wpm 
Farnsworth, speed 10-99 wpm.
Ultra speed sets up to 990 wpm.
Adjustable weight 25% to 75%. 
Adjustable sidetone 300-1000 Hz.
Keying output delay to 20 mS. 
Push-to-talk hang time: 5 seconds.

Timed tune function: XMTR adjust.
Timed pauses in messages.
Internal speaker, adjustable volume.
Qwerty & Dvorak keyboards. 

Type-Ahead Buffer
190 character type-ahead keyboard
buffer with low buffer warning.
Keyboard Input Use any AT keyboard
to program functions & memories.
Compact metal case, 61/4Wx21/2Hx61/4

D”. 12VDC/110VAC, MFJ-1312D.
MFJ-464 Accessories

MFJ-5161. MFJ-464 to computer seri-
al port cable (DB-9). 

MFJ-5162. Connect MFJ-464 to
radio’s external speaker 3.5 mm jack.

MFJ-5163. Connect MFJ-464 and
other accessory to radio speaker.

MFJ-5164. Keyer to radio keying
cable. Phono plug on keyer end to fit
keyers. 3.5 mm plug with 1/4” phono
adapter to fit most transceivers. 

MFJ-551. RFI suppressed  keyboard.
A must for hams to avoid RFI problems
in the shack when operating high speed
CW keyboard mode. 

Morse Code Reader has Built-in Memory Keyer

MFJ-464 

Keyboard, 
paddle
not 
included.

Classroom Code Oscillator
For demanding

classroom use. It
gives a true pure
sinewave sidetone
with no trace of
harsh keyclicks.
Hear the clearest,
sweetest sounding CW you have
ever heard.  Delivers 1 Watt into its
built-in 3-inch speaker -- fills an entire
room with glorious sounding Morse
code.  Low distortion -- less than .2%
total harmonic distortion from its BTL
(Bridge-Tied-Load) amplifier.  Volume
control, 400-1000 Hz tone adjustment,
on/off switch, power LED, 1/4 inch key
jack, 3.5 mm speaker jack, use 12
VDC. 43/4Wx11/2Hx5D inches.

Classroom Morse Tutor
For VECs,

Elmers, teach-
ers, ham clubs,
schools. Has
everything in
the famous
MFJ-418
Pocket Size Morse CodeTutorTM plus. . .

Hear powerful classroom audio
from its built-in speaker/amplifier with
true sinewave sidetone and no harsh
keyclicks.  Download/upload custom
practice groups from your PC with seri-
al port . . . Store 16 FCC exams for
VECs . . . Print correct answers using
printer port . . . Record quality code
tapes with tape output . . . Send on-the-
air CW practice with a HF/VHF radio. 

Practice Oscillator plus Key
Practice sending code

at home, work, in the car,
on the picnic table -- any-
where.  Volume adjusts
barely audible to full sound.  

Practice without bothering anyone.  
Tone control for wide adjustment,

from high “squeaky” to low “booming”
tones. Earphone jack is 3.5 mm.  Use
external speaker like MFJ-281 for high
classroom volume.  Use 9V battery (not
included) or 110 VAC with optional
MFJ-1312D.  Plugs into jack on the
side. When you’re done testing your
sloppy fist, hook MFJ-550 to your
transmitter and go on-the-air.
Compact 81/2x21/4x33/4 inches.  

MFJ-550, Telegraph Key.

Pocket-Sized Morse Code Reader
Is your CW rusty?
Relax and place this

pocket sized MFJ
Morse Code Reader
near your receiver’s
speaker . . . watch CW turn
into solid text messages as
they scroll across a large, bright LCD dis-
play.  Use as backup in case you miss-copy characters - - it
makes working high speed CW a breeze - - even if you’re
rusty. Practice by copying along with MFJ-461.  Learn the
code or increase your speed as you instantly see if you’re
right or wrong. AutoTrakTM automatically locks on, tracks, dis-
plays CW speed to 99 WPM.  140 characters can be instant-
ly replayed.  Re-read or check copy.  Consistently get solid
copy from MFJ’s high performance PLL (phaselock loop)
modem. Digs out weak signals. Even tracks slightly drifting
signals. Serial port lets you display CW text full screen on a
computer monitor -- use computer port, terminal program.
Uses 9V battery (not included). Tiny 21/4Wx31/4Hx1D”. 51/2 oz. 

Accessories
MFJ-26B. Soft leather protective pouch for MFJ-461. 
MFJ-5161. Serial port cable (DB-9). 
MFJ-5162. Connect MFJ-461 to rig’s 3.5 mm speaker jack.
MFJ-5163. Connect MFJ-461 and another accessory to
your radio’s external speaker 3.5mm jack.

Pocket-Sized Morse Code Tutor
Practice copying, then

instantly replay to check copy
on the LCD. ARRL/VEC for-
mat. Go from beginner to CW
PRO!  Having trouble with
certain characters?  Build and save
3 custom sets of 16 characters for
constant practice. Practice copying
realistic plain English QSOs. Select
letter, number, punctuation, FCC
character sets, numbers, prosigns, random call signs, words,
QSOs or combo sets -- you’ll never run out of study materi-
al!  Select normal/Farnsworth spacing.  Farnsworth makes it
easier to learn entire words.  Stop counting individual dots
and dashes!  Change speed 3-60 wpm. Check copy, select
from menus and program characters, words on 2-line LCD
with 32 huge 1/4” high-contrast characters -- a powerful
learning tool! Variable pitch 300-1000 Hz. Tiny 21/4x33/4 x1”,
just 51/2 oz.  Use 9V battery (not included). Tapes play the
same boring stuff over and over. You’ll never memorize
MFJ’s random sessions. 

Code Tutor Accessories
MFJ-26B. Soft leather protection for MFJ-418 with pock-

et/belt clip LCD window.  
MFJ-281. External communication speaker for loud,

powerful audio. 33/4x3x21/4 inches.

MFJ-554 MFJ-414

MFJ-557

MFJ-550
Telegraph key only

MFJ-461

MFJ-418 


