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AMERITRON’s revolutionary ALS-
600/S are amateur radio’s only linear
amplifiers that use four rugged TMOS
RF power FETs -- gives unequaled no
tune solid state performance.  

Get instant bandswitching, no tuning,
no warm-up, no fuss! Gives 600 Watts
PEP Output power and 500 Watts CW
with continuous coverage 1.5 to 22
MHz; 10/12 Meters with easy-to-install
optional kit, $39.95 plus shipping.  Must
present FCC license at time of sale. 

SWR Protection prevents amplifier
damage if you switch to the wrong
band, use the wrong antenna or have a
high SWR.  Over-power protection
enables if forward or reflected power
exceeds a safe level. Power is automat-
ically reduced to prevent amplifier dam-
age by controlling ALC to exciter.  

The ALS-600 is extremely quiet.  A
low speed, low volume fan is so quiet
you’ll hardly know it’s there, unlike
noisey blowers used in other amplifiers.
ALS-600 is a compact 91/2Wx61/2Hx12D

inches -- takes up less
space than your rig!
Weighs just 121/2 lbs.  

LED illuminated
Cross-Needle SWR/
Wattmeter reads SWR,
forward and reflected
peak power simultane-
ously.  An Operate/
Standby switch lets you
run “barefoot”, but you
can instantly switch to
full power if you need it.

Exclusive AMERITRON feature lets
you adjust your output power on the
convenient front panel. You also get
front panel Transmit, ALC, and SWR
LED indicators.  A 12 VDC output jack
lets you power low current accessories.
Enjoy 600W of no tune Solid State.          

It gets even better than this! Do
you want to place even the main ALS-
600 amplifier out of the way?  Do you
want the ALS-600 to change bands
automatically when you change bands
on your transceiver?  You have these
options.  A pair of RJ45 remote control
interface jacks on the amplifier permits it
to be controlled either manually by the
ALS-500RC Remote Control Head, or
automatically by the ARI-500 Automatic
Band Switch.  Automatic Band Switch
reads band data from your transceiver
and automatically changes the ALS-600
bands as you change bands on your rig.
See more details on page 99. 

Heavy Duty Linear Power Supply
(included with
ALS-600) fea-
tures: •Massive
choke input filter
greatly improves
voltage regulation
and reduces peak
AC line current •
AMERITRON’s exclusive Multi-Voltage

Power Transformer lets you compensate
for stressful high line voltage and per-
formance robbing low line voltage •
Step-Start Inrush ProtectionTM stops
damaging inrush currents and extends
the life of your power supply compo-
nents • Illuminated Cross-Needle Meter
monitors voltage and current of 50 VDC
line. • Extremely quiet fan • Very com-
pact 91/2Wx61/2Hx12D  inches -- can be
placed conveniently out of the way •
Wired for 120 VAC, supplies 50 VDC at
25 Amps to ALS-600 amplifier • Also
use on 100-130 VAC and 220-250 VAC,
50/60 Hz • Draws less than 12 Amps at
100 VAC and less than 6 Amps at 230
VAC • Includes prewired cable to plug
into ALS-600 amplifier. 

Purchase ALS-600PS separately. 
Switching Power Supply (included

with ALS-600S) works with all ALS-600
amplifiers. 

Extremely lightweight, just 10 lbs.
Superb regulation, very low radiated
noise. Measures a compact
9Wx6Hx141/2D”.  Great for portability!  

Purchase ALS-600SPS separately. 

AMERITRON no tune Solid State FET Amplifier
No tuning, no fuss, no worries -- just turn on and operate . . . Incredibly low $1799 includes
AC power supply, 600 Watts output, continuous 1.5-22 MHz coverage, instant bandswitching,
no warm-up, no tubes to baby, fully SWR protected, extremely quiet, very compact . . .

ALS-600
(Includes AC Power Supply,

ALS-600PS)

ALS-600S
(Includes Switching Power

Supply, ALS-600SPS)

Use ASP-200 and
ACB-1000 together
for a combined out-
put power of 2 amps!  

ASP-200 splits
radio’s output into 2

outputs to drive 2 amps of equal power. 
ACB-1000 combines outputs of two

amps for a combined amplifier output.
Maintains 50 Ohm output for antenna.  

Amps of equal power like two ALS-
500M or two ALS-600 can be used. 

ASP-200, $119.95. Handles power to
200W. SO-239. 4Wx13/8Hx23/4D” 

ACB-1000, $209.95. Handles power
to 1.5 kW. SO-239s. 6Wx3X4D”. 

AMERITRON Inrush Current Protector stops damaging inrush current
Protects your amplifier, tubes and power supply components . . .

When you turn
on an amplifier, a
massive inrush
current gushes in.

House lights flicker as you
hear a loud “thump” from it.
Inrush current stresses all
your power supply compo-
nents. Your cold tube filament
suffers abusive thermal

shock. Eventually, this massive inrush

current will damage your amp. 
Step-Start Inrush Current ProtectorTM

stops damaging inrush current. 
Momentary high-voltage “spikes” in

AC line can cause damage to amps.
ICP-120/240 has built-in varistors to
absorb spikes before they cause dam-
age.  Works with nearly all amplifiers. 

By starting your amplifier through a
high power current limiting resistor and
shorting the resistor with a relay, the

start-up sequence is easier on tube and
power supply. All amplifiers have this
critical protection -- now you can add
this protection to your amp without com-
plicated wiring -- never remove the cover!

Ameritron ICP-120, $89.95. 120 Volt
wired amplifiers.  Limits current to 12A
during heavy draw inrush period, 20A
during continuous operating current. 

ICP-240, $139.95
For 240 Volt wired amps. 

ICP-120 
$11995

Suggested 
Retail

RF Filter reduces
harmonics

Use with rigs or amps that
are producing unwanted har-
monics.  Frequency select
switches to 1 of 6 different
ranges, 1.5-30 MHz.  1000W
SSB input power, 600W CW
or 400W RTTY.  SWR <1.3:1 on all
bands.  SO-239s. 51/2Wx31/2Hx91/2D in.

ARF-1000
$20995

Suggested 
Retail

Get power of 2 amplifiers with Ameritron’s Splitter/Combiner!

Just don’t take it from us . . .
here’s what “they” say about our

solid state station amplifier:
“. . . the ampifier faulted only when it was
supposed to. It protected itself from our bone-
headed, sleep-deprived band changing . . .”

“I found myself not worrying about damag-
ing this amplifier.  It seems quite capable of
looking out for itself. . . . Kudos to Ameritron.”

“couldn’t hear any noise at all from the SPS
(switching power supply) on vertical or quad . . .”

“I came to greatly appreciate the size,
weight, reliability and simplicity of this solid
state amplifier.”

“The ALS-600S makes it possible to pack a
transceiver and a 600 Watt amplifier, that
together weigh less than 30 pounds.” 

All from QST Magazine, 2005.
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AL-811 . . . 600 WATTS . . . 
More hams use Ameritron AL-811 amplifiers than any other amplifier in the world 

. . . The AL-811 has earned a worldwide reputation for legendary quality,
flawless  performance, proven reliability and superb customer service . . . 

Ameritron’s AL-
811 linear amplifier gives you
plenty of power to bust
through QRM! 

Get a quiet desktop linear
so compact it’ll slide right into
your operating position --
you’ll hardly know it’s there .
. . until QRM sets in. And you
can conveniently plug it into
your nearest 120 VAC outlet
-- no special wiring needed.

You get three tough 811A
transmitting tubes, extra
heavy duty power supply, all
HF band coverage, pressur-
ized ventilation, tuned input,
dual illuminated meters,
adjustable ALC and much
more for an incredible $999!

The First 600 Watts 
makes the difference
The AL-811 gives you 600

Watts PEP output -- that’s
nearly 2 full S-units over your
barefoot rig.  That could
mean the difference between
hearing, “You’re Q-5 arm-
chair copy” and “Sorry, can’t
copy you, too much QRM.”

Don’t stand aside while
the big guns steal your DX.
You’ll log those stations first. 

All band, all mode
Coverage

AL-811 covers all HF
bands.  No compromise on
WARC and most MARS --
you get a 100% rated output. 

Operate AL-811 on all
modes.  Get 600 Watts out-
put PEP SSB and 500W out-
put CW.  Get 300 Watts on
continuous carrier modes like
RTTY, SSTV, and FM. 

The low cost 811A tubes
resists failure because . . .
First, they’re constructed

with widely spaced elements
that minimize the chance of
elements touching and caus-
ing a short -- even if the plate
gets hot enough to melt. 

Second, they use a
directly heated thoriated
tungsten filament cathode
that prevents the electron
emitting layer from instantly
stripping off -- even if a mis-
tune causes severe overload.

The Ameritron AL-811 is
excellent for newcomers be-
cause it’s tough to withstand
momentary mistuning.  And
the tubes are so inexpensive
that you can replace one for
mere pocket change.

Extra heavy duty power
supply gives you peak per-

formance year after year
The heart of the AL-811

power supply is its heavy
duty power transformer with
a high silicon steel core
weighing a hefty 17 pounds. 

A full wave bridge using
67.5 mfd of total capacitance
(four 270 ufd, 450 volt capac-
itors) produces 1500 Volts

under full load and 1700
Volts no load.  That’s excel-
lent high voltage regulation! 

Rectifier diodes are rated
for a massive surge current
of 200 amps-- won’t blow
even if you accidentally short
the high voltage supply. 

Wire wound, 7 Watt, 50 K
Ohm equalizing resistors
safely protect each filter
capacitor -- not 2 Watt, 100 K
Ohm carbon composition
resistors that can open and
cause filter capacitors to
explode or fail.  Ameritron’s
AL-811 power supply is built
tough so you get peak per-
formance year after year. 

Tuned input provides  
excellent load for any rig

A Pi-Network tuned input
provides a 50 Ohm load for
your rig.  Even fussy solid
state rigs can deliver their full
drive to the AL-811.  

Low loss slug tuned coils
-- tunable from the rear panel
-- let you optimize perform-

ance.  High quality low drift
silver mica capacitors main-
tain proper tuning. 

Output tank: 
Optimum Q on each band

The low loss pi-network
output tank has been careful-
ly designed for optimum Q
on each band and built with
top quality RF components.  

The result is peak per-
formance over each band,
wide impedance matching
range and exceptionally
smooth tuning with efficien-
cies close to 70%.  Even a
3:1 SWR load won’t damage
tubes/tank components.  

A ball bearing vernier

reduction drive makes plate
tuning safe, precise, easy.  

A quiet blower pressur-
izes the cabinet with a large
volume of air flow.  It keeps
the 811A tube temperature
well below the tube manufac-
turer’s rating -- even with a
key down carrier at 400
Watts output -- without the
overwhelming noise of over-
sized fans.

Two illuminated 
LED meters

Two illuminated LED
meters give a clear picture of
operating conditions so you
can tell right away if some-
thing is wrong. Long-lasting
LEDs. 

The Grid Current meter
continuously checks for
improper loading.  The other
meter switches between high
voltage and plate current to
warn of abnormal conditions.

Exclusive Adapt-A-VoltTM

power transformer
Too high of line voltage

stresses components, caus-
es them to wear out and fail.
Too low line voltage causes a
“soft tube” effect -- low output
and signal distortion.  

Ameritron’s exclusive
Adapt-A-VoltTM power trans-
former has a special buck-
boost winding that lets you
compensate for stressful high
line voltage and performance
robbing low line voltage. Your
amplifier lasts longer and
gives peak performance --
regardless of line voltage. 
Plus much, much more . . . 

An Operate/Standby
switch lets you run barefoot,
but you can instantly switch
to full power if needed. A
transmit LED tells you when
your rig is keying your AL-
811. A 12 VDC keying relay
makes it compatible with all
solid state and tube rigs.  

Back-pulse cancelling
diode protects rig keying cir-
cuit.  Shielded RF cabinet.
One year limited warranty. 

Compact 16Dx133/4Wx8
H”. 30 lbs. UPS shippable.
Transformer installed, wired
for 120 VAC.  Draws 8 amps
at 120 VAC.  Export model is
AL-811X wired for 240 VAC.

AMERITRON
116 Willow Road, 

Starkville, MS 39759 
• Tech: 662-323-8211
• Fax: 662-323-6551
www.ameritron.com

AL-811

An
Inside
view 
of the
AL-811
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Only the AMER-
ITRON AL-811H
gives you four fully
neutralized 811A
transmitting tubes.
You get absolute sta-

bility and superb perform-
ance on higher bands that can’t be
matched by un-neutralized tubes. 

AMERITRON mounts the 811A tubes
vertically -- not horizontally -- to prevent
hot tube elements from sagging and
shorting out.  Others, using potentially
damaging horizontal mounting, require
hard-to-find 811A tubes to retard harm-
ful sagging and shorting. 

Powerful 20 CFM computer grade
fan -- not an open frame phonograph
motor -- draws in cool air to pressurize
the cabinet and efficiently cool your
811A tubes for an extra long life. 

You also get efficient full-size heavy

duty tank coils, computer grade capaci-
tors, heavy duty high silicon core power
transformer, slug tuned input coils, oper-
ate/standby switch, transmit LED, ALC,
dual meters, QSK compatibility with
QSK-5 option and much more!
SPECIFICATIONS: 
• Output power: 800 Watts PEP, 600
Watts CW.
• All Band Operation: Covers 160-15
Meters including WARC bands.  Can be
user modified for 12 and 10 Meters.
• Four 811A Tubes: Uses four rugged,
fully neutralized low cost 811A PA tubes. 
• Vertical Tube Mounting: Prevents
shorting of tube filament/grid, prolongs
tube life. 
• Fully Neutralized:
Improves stability and performance on
higher bands. 
• Input Tune Circuit: Adjustable rear
panel slug tuned input circuit.

• ALC Control: Built-in adjustable ALC
control.
• Vernier Reduction Drives: Tuning
and loading reduction drives make tun-
ing smooth and easy. 
• Dual Illuminated LED Meters:
Monitor vital operating functions.
• Heavy Duty Power Supply: 17
pounds, high silicone steel core trans-
former and computer grade filter capaci-
tor gives 1700 
Volts high voltage at no load and 1500
Volts at full load. 
• Multi-Voltage Operation: User select
for 100/110/120/210/220/230 VAC oper-
ation.  Shipped with transformer
installed and wired for 120 VAC for
domestic model or 240 VAC for export
model. 
• Air-Cooled: Quiet pressurized ventila-
tion keeps tubes safely cooled.
QSK Compatible: Optional external
electronic pin diode Transmit/Receive
switch.  QSK-5, $599.95.
• Attractive Lexan front decal
• One Year AMERITRON warranty.
• Dimensions: 81/4Hx133/4Wx151/2D”. 
• Operating Weight: 32 lbs. 
• Made in the USA.

A look inside AMERITRON’s AL-811H
Pi-Network Tuned input
provides 50 Ohm 
load for your rig.

Heavy duty power supply: 
17 lb. high silicone 

steel transformer and 
computer grade capacitors.

Pi-network gives smooth 
tuning and excellent 

harmonic suppression.

Heavy 
duty 

bandswitch

Four fully neutralized
and rugged 811A trans-
mitting
tubes vertically 
mounted.

800 WATTS OUT . . .

AL-811H

Get the AL-811HD with
572B tubes . . .

AL-811HD gives you the AL-811H with
four 572B tubes installed.  Get a higher
power tank circuit and grid overload pro-
tection.  Grid Overload Protection pro-
tects the tubes from excessive grid cur-
rent due to mistuning and it protects
against excessive drive power.  Four
572B tubes give you more plate dissipa-
tion than a single 3-500Z tube.  AL-
811HD gives you 800 Watts output in
SSB and 600 Watts for continuous duty
in CW, RTTY, SSTV and AM operation. 

AL-811H

Output tank circuit with
optimum “Q” 
for each band
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You get 1300 Watts
PEP SSB nominal power

out on amateur bands 160 through 15
Meters!

Four rugged 572B tubes give you
near legal limit power and instant 3-
second warm-up time.  

This whisper quiet, desktop linear
plugs into your nearest 120 VAC out-
let -- no special wiring needed. 

You get . . . Ameritron’s exclusive
Instantaneous RF BiasTM, Dynamic
ALCTM, ParasiticKillerTM, Step-StartTM

Inrush Protection, heavy duty power
supply, fully neutralized tubes, Pi/Pi-
L network, tuned input, pressurized
ventilation, dual LED lighted Cross-
Needle meters, multi-voltage power
transformer, front panel ALC control,
6:1 vernier reduction drives, and
much more!

AL-572 gives 1300 Watts PEP SSB
nominal power output on 160-15 Meters
using 4 rugged 572B tubes with 3-sec-
ond warm-up. This whisper quiet, desk-

top linear plugs
into your  120

VAC outlet - no special wiring needed. 
Get a heavy duty power supply, fully

neutralized tubes, pressurized ventila-
tion, multi-voltage transformer, ALC
control, 6:1 vernier drives ... and more!

Get 1300 Watts PEP SSB, 1000
Watts CW continuous (typical) on all
amateur bands from 160-15 Meters 

Exclusive Instantaneous RF BiasTM

completely turns off the 572B tubes
between words and dots and dashes,
for cooler operation and longer compo-
nent life, while Dynamic ALCTM can
more than double your average SSB
power output. 

AMERITRON's Step-StartTM Inrush
Protection limits inrush current to your
power supply and tube filament, greatly
extending tube and amplifier lifetime.

Heavy duty power supply uses a
high silicon steel transformer to deliver
2500 Volts at 0.7A, good regulation.

Pi-Network tuned input uses slug
tuned coils to provide a good 50 ohm
load for your rig. Quiet internal fan
draws in cool air over power supply
components and pressurizes the tubes.

Grid current, plate current and for-
ward PEP output power are continuous-
ly monitored by large dual, lighted
cross-needle meters.

Fourth scale switches among peak
reflected power (and SWR), high volt-
age, ALC threshold, and output voltage.

Multi-voltage power transformer has
a unique buck-boost winding.  It lets you

select from 14 primary voltages
centered on 115 and 230 VAC.  

You can match your AL-572 to your
AC line voltage so you’ll get peak per-
formance and long component life --
regardless of your line voltage.

An Operate/Standby switch lets you
run barefoot, but you can instantly
switch to full power if you need it.
Transmit LED: 12 VDC.  200 mA acces-
sory jack; 12 VDC keying relay for solid
state/tube rigs; tough, nearly indestruc-
table Lexan-over-aluminum front panel.
Shipped with transformer installed.
Draws 16 A at 120 VAC.

Optional Ameritron electronic PIN
diode QSK switch for lightning fast QSK
operation. Shipped wired for 120 VAC.
Weighs 40 lb. Power required: 120 VAC,
16 amps.  Made in the USA.

Compact AL-800/AL-800H
amps are both desktop lin-
ears with plenty of muscle! 

At 14.25Wx8.5H x14.5D
inches, the more compact AL-
800 uses a single 3CX800A7
to provide 1250 Watts PEP
SSB and 850W CW with 85W

typical drive level. 
And the AL-800 will even run from a

20-Amp 120 VAC line source if desired.
AL-800 typically draws 17 Amps peak
current at 120VAC, or 8 Amps at 240
VAC and weighs 51 lbs. 

For more power and headroom, the
AL-800H uses a pair of 3CX800A7 tubes
to easily provide 1500W PEP/CW with a
typical drive level of 55 Watts.  

AL-800H draws 14 Amps peak current
at 240 VAC (1500 Watts CW output) and
weighs just 52 lbs. Other than power dif-
ferences, these amplifiers are very simi-
lar in features and operation.  Both cover
160-15 Meters, and modifiable to cover
12/10M with proof of your FCC license.

Both include a Step-StartTM input
power circuit, a time delay circuit to allow

for tube warm-up, thermal overload pro-
tection, grid current limiting to protect
your tube(s), a DynamicBiasTM circuit and
a built-in multi-voltage (14 user-selec-
table AC line voltages from 90-140; 200-
250 VAC) heavy duty power transformer.
Hefty 32 lb. grain orientated silicone
steel core transformer. 

Front panel monitoring and tuning
functions are also virtually identical.
Both amplifiers include a
Standby/Operate switch for barefoot or
full power operation, an ALC SET con-
trol, Transmit and Fault LEDs. 

Dual LED illuminated Cross-Needle
meters provide detailed monitoring.
Meters continuously measure grid and
plate currents, and measures peak RF
output power on one scale, and plate
voltage, Reflected power and SWR, ALC
voltage, and ALC adjustment set. 

Quiet pressurized ventilation keeps
tubes safely cooled. A Pi/Pi-L output net-
work gives you smooth tuning and wide
matching range.  Vernier reduction drives
make tuning and loading adjustments
smooth and easy.

AMERITRON’S four 572B tubes . . . 1300 Watts . . . $2399!

AMERITRON AL-800/AL-800H HF Linear Amplifiers: 
High POWER in a Compact, Desktop Package

Select the 1250 Watt PEP AL-800 single 3CX800A7 near-legal-limit amplifier, or the 1500 Watt PEP
dual 3CX800A7 amplifier that loafs along at full legal limit -- and don’t worry about desk space. 

AL-572

Inside view of AL-800H

Inside view of AL-572

AMERITRON creates a new class of Near Legal LimitTM amplifiers with the AL-572 . . . 
you get nearly full legal SSB power output for 65% of the price of a full legal limit amplifier . . . 
No one will ever know the difference!

AL-800
One

Eimac(R)tube

AL-800H
Two Eimac(R)

tubes
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AMERITRON Doubles Average SSB Power

Ameritron’s AL-80B
kW output desktop dou-
bles average SSB power output
with high-level RF processing
using our exclusive Dynamic
ALCTM.

Get cooler operation!  Our
exclusive Instantaneous RF BiasTM com-
pletely turns off the 3-500G tube
between words.  Saves 100s of watts
wasted as heat. 

Get a full kW PEP output from a
whisper quiet desktop linear.  It’s a com-
pact 81/2Hx14Dx151/2” and plugs into your
nearest 120 VAC outlet.  Covers 160-15
Meters, including WARC and MARS
(10/12 Meters modifiable; FCC license
required). 

Get 800 watts output on CW, 500
watts output on RTTY, an extra heavy
duty power supply, genuine 3-500G tube,
nearly 70% efficiency, tuned input, Pi/Pi-
L output, inrush current protection, multi-
voltage transformer, dual cross-needle
meters, QSK compatability, two-year
warranty, made in the USA, plus more! 

Dynamic ALCTM doubles 
average SSB power

Exclusive Dynamic ALCTM gives high-
level low-distortion RF processing.  More
than doubles average SSB power for up
to 6 dB improvement in intelligibility,
maximizing power without distortion.  

A convenient front panel control lets
you adjust output power level.  

AL-80B’s exclusive Instantaneous
RFbiasTM turns off the classic 3-500G
tube (except filaments) between words
and dots and dashes, eliminating hun-

dreds of watts wasted as heat for cooler
operation and longer component life. 

The guts of AL-80B is its heavy duty
power supply.  26 lb. transformer uses a
high silicone steel core, computer grade
capacitors, heavy duty bleeders and ten
3A, 1000V power rectifiers give a stiff
2700V fully loaded.  Many amps using
two 3-500Gs use small supplies that
deliver barely more power than AL-80B. 

The AL-80B is built on a rugged steel
chassis with a separate fully-shielded RF
compartment to minimize RFI and TVI.  

Whisper quiet internal fan draws in
cool air over power components and
pressurizes the 3-500G tube compart-
ment to remove heat for longest life. 

Tuned input lets your rig 
deliver full output

50 Ohm broadband Pi-Network tuned
input is used.  Even fussy solid state
transmitters will deliver full power!  

Carefully designed Pi/ Pi-L output
network use the optimum Q for each
band to give exceptionally smooth tun-
ing, wide match range, full band cover-
age, peak performance at all levels.  

Step-Start Inrush ProtectionTM stops
damaging inrush current with a start up
sequence that’s easy on your tube and
power supply parts. 

Exclusive Multi-Voltage Power
Trans-formerTM lets you optimize for 14
different primary line voltages. High volt-
age secondary can be wired to reduce
plate voltage for operation below 400W
outside the USA. 

Ameritron’s dual LED illuminated
cross-needle meters give you four sepa-
rate meters to monitor your operating
conditions -- you can tell right away if
something is wrong. 

Grid and plate current, forward output
power are monitored for improper load-
ing and abnormal operating conditions. 

The fourth meter can be switched to
monitor your 3-500G tube DC plate volt-
age, reflected PEP power, antenna sys-
tem SWR, ALC voltage to your transceiv-
er, and the grid current that starts ALC
action -- get a clear picture of your AL-
80B’s overall performance. 

The T/R (transmit/ receive) relay in
the AL-80B switches nearly as fast as
some vacuum relay QSK T/R switches.

Operate/Standby switch lets you run
barefoot, but can instantly switch to full
power if needed. 

Has transmit LED; 12 VDC, 200 mA
accessory jack; 12 VDC keying relay for
solid state and tube type transceivers;
tough Lexan over-aluminum front panel.
Ameritron Two-year warranty.

Weighs 48 lb. Power required: 120
VAC, 12A. Made in the U.S.A.

AL-80B

AL-80B kilowatt output desktop linear can double your average SSB power output with high-level RF
processing...runs cooler because its 3-500G tube completely turns off between words

An inside look at AMERITRON’S AL-80B
Heavy duty power sup-
ply: 26 lb. high silicone

steel transformer and
computer grade

capacitors.

Rear panel 
adjustable 

input 
Pi-Network.

Heavy Duty
Bandswitch.

Genuine
classic 

3-500G Tube.

Tank coils spaced
away 
from chassis for 
optimum “Q”.

Pi-Network gives smooth
tuning and full band 
coverage, even on 
160 and 80 Meters.

SPECIFICATIONS:
Frequency Coverage: 1.8, 3.5,7, 14, 21 MHz and WARC
bands.  Export/User modified models include 10/12 Meters.
Input Circuit: Adjustable Pi-Network, VSWR 1.3:1 or less at
resonance.
Output Circuit: Pi-L/Pi-Network.
Input Bandwidth: 20% for 2:1 VSWR or better.

Drive Requirement: 85W for 800W CW output.  10 dB gain.
Shipping Weight: Amplifier, 54 pounds.; tube, 3 pounds.
Operating Weight: 48 pounds.
Efficiency: CW/SSB better than 66%.
Dimensions: 14Wx81/2Hx151/4D inches. 

Dual LED illuminated cross-needle meters
give you four separate indicators that moni-
tor your operating conditions -- PEP forward
power, PEP reflected 
power, SWR, Grid Current, Plate Current,
Plate Voltage and ALC.

AMERITRON’S AL-80B Kilowatt Desktop Linear


