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Switch any two Mics to any two Rigs
MFJ-1263 Microphone Control Center

lets you mix and match any two micro-
phones to any two radios.

Mics or rigs can have 8-pin round or
8-pin modular connectors.  Your micro-
phones will never become obsolete.
Use your favorite microphone with your
present or new rig by pushing a button. 

Switch from hi-fi ragchewing mic to
hard-hitting DX mic when needed. Plug
in PTT foot switch (MFJ-1709) or let
computer or voice keyer (MFJ-434B)
control PTT line for contests/DXing. 

Plug in a boom mic/headset to
save the day during noisy field day or

multi-
operator
contest-
ing. Plug
in your
head-
phones
or exter-
nal speaker. Headphone
volume control eliminates need to read-
just rig volume when you switch the
speaker on.  Phones always active.
Push button turns speaker on/off. When
you want to use your desk or hand mic
just push a button.

Input jack , On/Off switch provided
to insert external audio into the mic
audio iline.  Great for sound card,
SSTV, AFSK, TNC, other sources.

MFJ-1263 works with any radio using
an 8-pin round or modular mic jack.
6Wx1½Hx5D”. Includes 1 MFJ-5398
and 1 MFJ-5397MX cable.

MFJ-1261. Like MFJ-1263, 1 mic
input, two radio outputs.   

MFJ-1260. Like MFJ-1263, 2 mic
inputs, one radio output.  

MFJ-1261/1260/1263 cables.  MFJ-
5398, 8-Pin Round; MFJ-5397MX, 8-Pin
Modular.

MFJ-1263

Bring out speech
fidelity that you never
knew existed. Restore
the smooth sound of
sinewaves that CW nat-
urally generates and
make it easy to under-

stand and copy.  Improves
the intelligibility of speech in the range
of 600-4000 Hz while reducing noise.
3-inch speaker, 8 Watts. 8 Ohms imped-
ance, 6 foot cord with 3.5 mm mono
plug.  33/4x3x21/4”, but powerful sound! 

MFJ-280 is tiny!  21/2x2x3” mobile
speaker matches 8 and 4 Ohm imped-
ances, 3 Watts. Tough ABS plastic. 

MFJ-383 is perfect for
the rigorous mobile envi-
ronment. Great clarity,
clear tones on CW/SSB.
Swivel mounting bracket
and fused plug for ciga-
rette lighter socket. Large
23/4" speaker has a 3-inch fine
metal mesh grill that helps reduce unde-
sirable noise. 6 Watts output, 8 Ohms
impedance.  8’ cord, 3.5 mm mono jack
with 13’ cord, on/off power, gain control.
Use 12 VDC at 2A for max volume, max
1W source.43/4Wx31/2Hx13/4D inches. 

Communication speaker is 1-watt
amplified speaker. Great clarity and

clear tones on CW/SSB.
Superb, loud and power-
ful Clear-ToneTM audio.
Speaker baffle is a whop-
ping 3” diameter. Volume is
adjustable from barely audible
to booming classroom vol-
ume. Sturdy, compact metal
cabinet with non-skid rubber
feet. 31/2x13/4x41/2”.  Use 9V battery or
110 VAC with MFJ-1312D option.

MFJ-383

MFJ-382

MFJ CleartoneTM Speaker MFJ Amplified Speaker Amplified Base Speaker

MFJ-281

Deluxe Hybrid Phone Patch
Get crisp, clear,

hum-free audio.
What phone patching
is all about. Jumper
selectable for Kenwood, Icom,
Yaesu, Alinco rigs with 8 pin mic
connectors.  Use VOX or push-to-
talk.  RF pi-filters and PC board
eliminates RF feedback.  VU meter
monitors line levels preventing cross talk.
Adjust null depth for maximum isolation
between rig.  Separate XMTR/receiver
gain controls eliminate readjusting  after
patching. Null control, standard phone
connection, RJ-11. Speaker jacks, audio
in/audio out. 8x2x6”. 12VDC, 9V battery
or 110 VAC with MFJ-1312D. Includes
cables for 8 pin round or modular mics.

Universal Microphone
Converter

Convert any 8-pin
round or 8-pin modular
microphone for use with
any 8-pin round or 8-pin
modular transceiver or acces-
sory.  Example: Use your Yaesu
8-pin round microphone with an
Icom 8-pin modular rig. Or per-
haps you’ve got an 8-pin modular
soundcard interface, but now you have
an 8-pin round microphone transceiver?
Save money!  Use what you’ve got!
Internal jumpers set any microphone to
match any transceiver. Supplied with one
8-pin round and one 8-pin modular out-
put cable to transceivers. Compact all-
metal construction fits anywhere.

Keeps your hands
free for logging, com-
puter operation and
tuning.  Reduces
fatigue and improves
efficiency -- the difference
between winning or losing contests.
Normally open switch. 21/2Wx31/2Dx11/4H”.
Non-skid pad. 1/4 in. phone. 10 ft. cord. 
GooseNeckTM Microphone Holder
• Heavy-duty metal base
stays put!
• GooseNeckTM for super
flexibility • Tough, Durable
plastic microphone clip
holds tight! • Turns your
favorite handheld micro-
phone into a super desktop mic!

MFJ-1709

MFJ-390

MFJ-624E

MFJ Contest Voice Keyer
Call CQ, send

calls, make contest
exchanges with the
push of a button.
Save your voice --
store frequently
used phrases like “CQ Contest this
is AA5MT”, “You’re 5-9”, “QTH is
Mississippi”, “CQ Contest”.

Record and play back 5 natural
messages in 75 seconds.  Repeat mes-
sages continuously for a voice beacon,
delay 3-500 seconds. Receive audio
jack for record/play off-the-air signals.

Mic characteristics do not change.
Dual controls tailor audio to match your
voice.  Audio lines RF filtered to elimi-
nate RFI, feedback and distortion.  

Built-in 3.5 mm speaker, headphone
jack.  9V battery, 9-15 VDC or 110 VAC
with MFJ-1312D. 61/2Wx21/2Hx61/2D”.  

MFJ-73. Remote Control box.  

Speech Intelligibility Enhancer
As we get

older, high fre-
quency hearing
loss reduces abili-
ty to understand.  

Research shows nearly 1/2 intelligi-
bility is in 1000-4000 Hz, but contains
only 4% of energy. Frequencies, 125-
500 Hz has most energy at 55% but
contribute little to intelligibility, 4%.  

Balance control and separate 21/2W
amps equalize perceived loudness. 
QST for April, 2001 said ...
“expected subtle effect at best, but

astonishingly, results were clean speech
without hissing, ringing, other effects...”

RFI immune. Phone jack, on/off
speaker, 2 inputs, bypass switch.
10Wx21/2Hx6D”. Needs 12 VDC.

MFJ-618. Like MFJ-616, but has sep-
arately adjustable frequency channels
for left and right ears.  

MFJ-434B
MFJ-616

FlexNeckTM Desk Microphone
High-sensitivity ceramic mic element,

10.5” bends to com-
fortable operating
position.  On-Air indicator,
volume control.  Blinks on/off
when receiving and will light up
continuously on transmit.
PTT momentary/lock
switches. Use with most
modern transceivers. 

MFJ-299 is like MFJ-297,
but adds built-in graphic equalizer with
center frequencies of 270, 540, 1000,
2000 Hz. Frequency up/down switches
let you operate your rig at your micro-
phone.  4 function keys (CALL, VFO,
MR, PF) not applicable for all radios.
Pre-wired cables are available for MFJ-
297/299 for Icom, Yaesu, Kenwood and
other compatibles using 8 pin round
and 8 pin modular microphone plugs.
See cable page.

MFJ-297

MFJ-1251

Capture, amp-
lify sound by 12dB!

Vol. cntrl, on/off, plugs,
battery included. MFJ-389.
Like MFJ-388 but up to 50 dB!

MFJ CyberEARTM

MFJ-388

MFJ PTT Foot Operated Switch



The World Leader in Ham Radio Accessories!                                   21

Tunable Super DSP Filter
Auto-mat-

ically elimi-
nates het-
erodynes,
re-duces noise,
interference simulta-
neously -- SSB, AM,CW, packet,
Amtor, PACTOR, RTTY, SSTV,
WeFAX, FAX, weak signal VHF,
EME, satellite.

MFJ’s tunable FIR linear phase filter
minimizes ringing, prevents data errors
and has “brick wall” filter response with
up to 57 dB attenuation 75 Hz away.

5 tunable DSP filters.  Tune each low-
pass, highpass, notch, and bandpass fil-
ter including optimized SSB/CW filters.
Vary bandwidth, pinpoint and eliminate . 

Noise reduction works in all filter
modes and on all random noise -- white,
static, impulse, ignition, power line, hiss. 

LMS algorithm gives you up to 20 dB
of noise reduction.  Noise reduction is
adjustable to prevent signal distortion.

21/2W amplifier, volume/level controls,
speaker jack, PTT sense, line level out-
put. 91/2x21/2x6”. Plugs between Xcvr or
receiver and speaker/headphones.  12
VDC or 110 VAC with MFJ-1312D.

Tap into Secret Signals
Wonder

what those
mysterious
chirps,
whistles,
and buzzing
sounds are
on the
shortwave bands?

It’s RTTY, ASCII, CW, AMTOR
(FEC) signals passing commercial,
military, diplomatic, weather, aeronauti-
cal, maritime, amateur and other traffic. 

Plug into your shortwave receiver’s
earphone jack.  Watch mysterious sig-
nals turn into exciting text as it scrolls
across an easy-to-read 2-line LCD.   

Copy most standard shifts and
speeds in all modes. AutoTrakTM Morse
speed tracking helps MFJ-462B to track
and decode high speed CW. Use 12
VDC or use 110 VAC with MFJ-1312D
AC adapter.  61/4Wx21/2Hx61/4D”.  

MFJ-5162. Receiver cable
connects MFJ MultiReaderTM to your
radio’s external speaker (3.5mm jack).

MFJ-5412. Printer Cable is
25-pin cable for Epson compatibles.

MFJ-5163. Speaker “Y”.

MFJ Shortwave Receiver Kit
Re-

member
hunching
over your
receiver
for hours
with headphones
pressing uncom-
fortably against your ears?  Hear
anything that fancy superhets
can hear.  Sure, you had to play
around with controls and have a steady
hand but you could hear ‘em. 

Hear international shortwave broad-
casts, hams on SSB and CW, WWV,
RTTY, packet, more.  Covers all or part
of 75/80, 49, 40, 30, 31, 20, 25, 22, 19,
17, 16, 15, 13 Meters in five bands.  

Range A covers: 3.51-4.31 MHz,
Range B: 5.95-7.40 MHz, Range C:
9.56-12.05 MHz, Range D: 13.21-16.4
MHz, and Range E: 17.6-22 MHz. 

Vernier reduction drive, bandswitch,
volume/gain controls, use 9V battery. 

2 earphone jacks let you and your
grandchild listen together with ear-
phones or speakers.  7Wx6Hx21/2D”.

MFJ-8100W. Receiver
wired and tested, ready-to-operate!

MFJ-784B

MFJ Noise-Canceling Filters Wipe Out Interference

Eli-
minate all
types of
noise!!!
Null out
severe
power line
noise from
arcing

transformers and insulators, fluorescent
lamps, dimmers, touch controlled lamps,
computers, TV birdies, lightning, garage
door openers, electric drills, motors,
industrial processes.

Much more effective than a noise
blanker because interference much
stronger than a desired signal is re-

moved without affecting desired signal. 
All modes -- SSB, AM, CW, FM, fre-

quences from BCB to lower VHF.
Null out strong QRM on top of weak

rare DX !  Null out a strong local ham or
AM broadcast station to prevent your
expensive  receiver from overloading.

Use as an adjustable phasing net-
work.  Combine two antennas to give
you a powerful receive station and have
a variety of directional patterns.  

Null out a strong interfering signal or
peak a weak one at the push of a but-
ton.  It’s so easy-to-use!

The MFJ-1026 simply plugs between
your transmitting antenna and your
transceiver.  To null, you adjust the

amplitude and phase potentiometer con-
trols for a minimum S-meter reading or
low noise. To peak, push reverse.  

Use a built-in active antenna or an
external one.  MFJ’s exclusive Constant
Amplitude Phase ControlTM makes
nulling super easy -- let’s you go snag
that rare DX you have been missing.  

RF-sense T/R switch automatically
bypasses your transceiver when you
transmit. You have an adjustable T/R
delay time. Use 12 VDC or 110 VAC
with optional MFJ-1312D. Measures a
compact 6½X1½X6¼ inches.  RF tight. 

MFJ-1025. Lke MFJ-1026 but less he
built-in active antenna. Use externa. 

MFJ-1026
Wipe out noise & interference before it gets to your receiver with a 60dB null!

MFJ-462B MFJ-8100K

Receiver/Ant.
Tuner/Preamp
Don’t miss rare DX

due to signal power loss
between your receiver
and antenna.  The MFJ-
959C provides proper impedance
matching to transfer maximum sig-
nal from antenna to receiver.
Covers 1.6 to 30 MHz.  20 dB preamp
with gain control boosts weak stations.
20 dB attenuator prevents overload.
Select from 2 antennas and 2 receivers.
Measures 9x2x6 inches.  Use 9-18 VDC
or 110 VAC with MFJ-1312D. 

All-Band XCVR/Preselector
Copy weak  sig-

nals, reject out-of-
band images 1.8-54
MHz.  Get up to 20
dB gain, gain con-
trol.  Cascode FET/
bipolar transistor for low noise,
high gain with attenuator. Conn-
ect 2 antennas, 2 receivers. Auto
bypass when transmitting to 125W. De-
lay control, push-to-talk. 61/2Wx21/2Hx4D”.
Use 9-18VDC/110VAC with MFJ-1312D. 
MFJ-1045C. Like MFJ-1040C. No atten-
uator, XVR auto bypass, delay or PTT.

LW/MW/SW Preselector
MFJ-956 boosts your

favorite listening stations
while rejecting images,
intermod and phantom
signals. Greatly improves
your reception from 0.15
to 30 MHz,  especially
below 2 MHz. Super easy to oper-
ate, select bandswitch and tune!

Has Tuner Bypass and Ground
Receiver positions. All black aluminum
cabinet is a super compact 2x3x4 inch-
es with stay-put rubber feet.

Input/Output SO-239 connectors.

MFJ-956

MFJ-959C

Passive Pre-
selector has extreme-
ly high dynamic
range! Improves per-

formance of any transceiver.
Vastly improves most expensive

receivers, especially helpful to broad-
band front-ends prone to overload. 

Protects sensitive receivers from
damage from very strong signals: multi-

transmitter, multi-band ops -- contests,
field-day, hams, CBers, TV/FM/AM. 

Eliminates phantom signals by sup-
pressing out-of-band signals causing
intermod, blocking, cross modulation.
Eliminates 2nd order intermod. 

Narrow bandwidth, excellent stop-
band attenuation, very low loss, con-
stant bandwidth, gain over each band. 

Excellent attenuation in adjacent

bands. 1.6 to 33 MHz.  
An air variable tuning capacitor, 1.8

to 1 tuning range and a vernier reduc-
tion drive gives you precision tuning. 

Use 12 VDC or 110 VAC with option-
al MFJ-1312D. 71/2x21/2x31/4”.   

MFJ-1048. Like MFJ-1046, but adds
RF sense transmit, receive switch with
adjustable delay, PTT line Transmit and
Receive switching. 

High Dynamic Range Passive Preselector Can’t Overload

MFJ-1046

MFJ-1040C
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MFJ invented the tunable active
antenna! Numerous copies have been
made without success.  Why? Because
MFJ has made continuous improve-
ments where others have not.   

New technology uses a cascode
FET/bipolar transistor and a gigahertz
bandwidth buffer. Improves gain and
selectivity, reduces noise and intermod,
and is NOT prone to self-oscillations
that can severely damage your receiver. 

Rival reception of outside wire

antennas hundreds of feet
long, pick up signals loud
and clear all over the world.  

World Radio TV
Handbook says MFJ-1020
is a “fine value . .
. fair price . . .
best offering to
date . . . per-
forms very well
indeed.”

MFJ’s unique

tuned circuitry minimizes intermod,
improves selectivity and reduces noise
outside the tuned band. You can also
use it as a tuned preselector with an
external antenna. 

Covers 0.3-40 MHz including VLF,
AM broadcast, shortwave and all of ham
radio. Tune, Band, Gain, On-Off/Bypass.
Use 9V battery or 12 VDC/110 VAC with
MFJ-1312D. 6Wx2Hx5D”. 

MFJ-1022. Like MFJ-1020C, not
tuneable, 0.3 to 200 MHz. 

World Radio
TV Handbook
says MFJ-1024
is a “first rate,
easy-to-operate
active antenna .
. . quiet . . .
excellent

dynamic range . . . good gain . . . very
low noise factor . . . broad frequency
coverage . . . excellent choice . . .”

Mount it outdoors away from electri-
cal noise for maximum signal and mini-
mum noise.  Has convenient mounting
holes for easy installation.   

Covers 50 KHz to 30 MHz.  20 dB

attenuator, gain control, ON LED.  
Switch selects two receivers and

auxiliary or active antenna.  Inside con-
trol unit is a compact 6Wx3Hx5D”.  

Remote unit has a 54” telescopic
whip, 50’ coaxial terminated with PL-
259. Outdoor box is 3Wx2Hx4D”. Use
12 VDC or 110 VAC with MFJ-1312D. 

MFJ-1020C

MFJ 54” Active Outdoor Antenna

MFJ invented the tunable active antenna! New technology uses cascode FET/bipolar transistor and a gigahertz bandwidth buffer
Indoor Tuned Active SWL Antenna Covers 0.3 to 40 MHz

MFJ-1024

MFJ SSB/CW Adventure Transceivers and Accessories
MFJ-

90XX. Superhet
receiver brings in
the weakest sig-
nals in at full
blown volume. Tight CW bandwidth
crystal ladder filter fights unwanted
QRM, noise to the max. Wide-spaced
reduction drive VFO capacitor glides
slowly across the easy-to-read dial. RIT
control has center-detent -- makes lis-
tening or calling off-frequency a snap!
Smooth AGC tracks only signals you
want to hear -- it never locks onto
strong signals outside the audio band-
pass.  Instant Recovery AGCTM snaps
the receiver back at full gain after trans-
mitting. 3” speaker driven by 100 mW of
audio gives great volume.   Motorola
power amplifier transistor delivers full
QRP, tolerates opens, accidental shorts
without damage. Pure 700 Hz CW
sidetone makes sending as much fun as
receiving!  Adjustable hold
transmit/receive switch for normal send-
ing speed or set or full QSK for con-
tests.  50 mA average receive and 1.2
amp peak on transmit.  Perfect for bat-
tery operation in remote locations! 

Choose your favorite band!
MFJ-9040 covers 7.000-7.150 MHz.
MFJ-9030 covers 10.100-10.150. 
MFJ-9020 covers 14.000-14.075. 
MFJ-9017 covers 18.068-18.110. 
MFJ-9015 covers 21.000-21.200.
MFJ-726. Narrow audio filter . 
MFJ-412. Curtis Chip Keyer Module .  

MFJ-92XXK.
QRP-CubTM rigs

use SMT to achieve
big performance. 

The kit version has
all SMT parts mounted and soldered.
You just insert and solder the “through-
hole” parts like connectors, inductors
and trimmer caps.  

Designed by QRP-ARCI hall-of-famer
K1BQT for real world low-power operat-
ing conditions. Buy all or choose 80, 40,
30, 20, 17, or 15 Meters.  Specify band
in “XX” of model number. 

Hot receiver, 0.2 uV sensitivity, low
noise, sharp passband crystal filter, Diff-
erential mode AGC, rock steady, over
80 dB signal range, robust AF output, 2
Watts thru 20 Meters, 1W, 15/17M.  

Power adjustable to zero, full QSK for
smooth break-in, natural sidetone,
shaped keying, custom TX offset,
receiver passband center, low power
drain.  Tiny 33/4Wx11/2Hx41/2D”.  Wired
unit has No Matter WhatTM warranty.

MFJ-93XXW . 
Wired & tested cub transceiver.

Specify band in “XX” portion of model #. 

Use MFJ QRPocketTM Accessories
with your Cub transceiver for even more
fun CW Adventures. MFJ-9201 Antenna
Tuner, MFJ-9213 SWR/Wattmeter, MFJ-
9231 Artificial Ground, MFJ-9232 Loop
Antenna, MFJ-18XXT Telescopic Walk-
a-bout specific band antennas.   

MFJ-94XX.  W eak stations roll in with
surprising clarity, faithfully reproduced

by a single con-
version receiver.
MFJ’s exclusive
Constant
CurrentTM speech

processor cuts thru noise and QRM.
Take this performance along on your
next vacation or business trip! Rig, mic,
power supply, and antenna easily fit in a
briefcase. No microprocessor mumbo-
jumbo -- on air in minutes!  Quiet double
balanced mixer front-end, single conver-
sion clarity and plenty of gain.  A real
calibrated S-meter makes adjusting an
antenna tuner or finding the best beam
heading clear-cut. 8 poles of tight IF fil-
tering cuts chatter and focuses power
where needed. No synthesizer jump or
obscure keypad commands!  Effort-less
tuning, custom reduction-drive ball-bear-
ing capacitor. Special Signetics audio
chip and rugged 3” speaker deliver. one
Watt audio output at 10% THD. 50-100
mA receive, 1.2A peak on transmit
@13.8 VDC.  61/2Wx21/2Hx6D”.

MFJ-9406 covers 50.0-50.3 MHz.
MFJ-9410 covers 28.3-28.6 MHz. 
MFJ-9412 covers 24.890-24.990.
MFJ-9415 covers 21.200-21.400.
MFJ-9417 covers 18.08-18.17. 
MFJ-9420 covers 14.150-14.350. 
MFJ-9440 covers 7.150-7.300. 
MFJ-9475 covers 3.750-4.000.  
MFJ-415B. CW mod, 9420/9440. 
MFJ-416. CW mod, 9406/9410. 

200 Watt Tuner matches 
90 series transceivers!

MFJ-971. 200
Watt PEP
Antenna Tuner
also has 6 Watt
range setting for QRP.
Covers 1.8-30 MHz. 4:1
Toroid Balun is built in for
balanced lines. Stackable
with your MFJ-90 Series
Transceivers.  

Portable Regulated AC
Power Supply

MFJ-4110. This
portable regulat-

ed AC power
supply connects
to MFJ 90’s transceivers for

power on the road, in the
hotel room, etc.  LED shows

when power is applied.
Output is 13.8 VDC at 1.2 A.

110V adapter is included. 

Portable Power Pack
MFJ-4114.
AC Power
supply plus
portable
battery
pack. Use Ni-Cd or alkaline
D cells (not included).  Match
MFJ 90’s rigs.  Output is 13.8
VDC at 1.2 amps.  Voltage
regulated.  Built-in Ni-Cd
charging circuit.

MFJ Folded
Dipole Antennas

Single band,
lightweight, fold-
ed dipoles are perfect for
MFJ QRP rigs. Low SWR,
direct coax feed, 200 Watts. 
MFJ-1774B (40); MFJ-1773B

(30);  MFJ-1772B (20M);
MFJ-1771B (17M);  MFJ-
1770B (15M);  MFJ-1770C
(10M); MFJ-1776B (6M). 



The World Leader in Ham Radio Accessories!                                23

Work DX 
walking about!

This MFJ Walkabout anten-
na is designed for the FT-817,
KX3 and other QRP rigs.

Covers all bands 80 Meters
through 6 Meters including
WARC Bands.  

MFJ-1899T has ten sections,
telescoping whip is 52 inches
fully extended and is 7 inches
when collapsed. 

The whip unscrews from the
12 inch base loading coil.  It is
ultra-compact for easy travel-
ing. Handles 25 Watts. 

You change bands by plug-
ging the “wander lead” into the
appropriate band socket on the
base coil antenna.  

Fine tuning is done by
adjusting the telescopic whip up
and down. 

Has BNC connector. Use
MFJ adapter for SO-239, won’t
harm your radio connector.

Highly efficient single band
Walkabout antennas for FT-817,
KX3 and QRP rigs let you
work exciting DX no matter
where you are -- hotel,
mountain top, etc.! Each 10
section telescoping whip is
51 inches fully extended
and collapses to 51/2 inches
and screws into a base
loading coil.  Handles 25
Watts. Has BNC connector. 

MFJ-1806T (6M)   
MFJ-1810T (10M) 
MFJ-1812T (12M) 
MFJ-1815T (15M) 
MFJ-1817T (17M) 
MFJ-1820T (20M) 
MFJ-1830T (30M) 
MFJ-1840T (40M) 
MFJ-1880T (80M) 

MFJ-4103 Miniature Switching Power
Supply can deliver up to 40 Watts
(13.8 VDC at 2.89 Amps) of reli-
able power anywhere in the
world.  

Incredibly tiny -- 41/8X
25/8X13/8” and weighs just
10oz., including power
cord, connector.  Output
DC cable, standard coaxial
DC power connector (2.1 mm
ID, 5.5 mm OD).   

Sturdy adapter cable included for
Yaesu radios. 

MFJ-4103 has excellent specs and
out performs all other power supplies
made for the FT-817. Perfect for QRP rigs up to
2.89 Amps.   

Works for input voltages 100-240 VAC and
power line frequencies 47-63 HZ. 

Use the MFJ-4103 almost anywhere in the
world by plugging in an AC power cord with an
appropriate wall plug for that country (Not includ-
ed.  Laptop computer AC cord recommended).  

Overvoltage, overcurrent and overtemp pro-
tected.  Excellent 1% line and 5% load regulation
and 1% peak to peak ripple/noise. Op tempera-
ture is 0-40o C.  

Mean time between failure is 100,000 hours at
full load at 25o C ambient. 

Meets FCC part 15 class B, UL 1950 and CSA
22.2.

FT-817, KX3, other QRP rig Accessories
MFJ Walkabout Antenna

80 through 6 Meters

MFJ-1899T

Single Band Walkabouts 
6/10/12/15/17/20/30/40/80

MFJ-7703. Re-
enforced elbow for less
stress on radio connector. 

PL-259-to-BNC
right angle Adapter

6/10,12,15,17,20 M 30/40/80 Meters

MFJ-4103

QRP SWR/Wattmeter
MFJ-9213. Read

forward and reflect-
ed power in 3
ranges: 5, 30, 100
Watts on a calibrated
meter scale. Read
SWR, relative power
from 0-5 Watts.  Bruene-style bridge cir-
cuit detects both RF current/RF voltage,
insures uniform accuracy,1.8-50 MHz,
BNC in/out. 41/2Wx21/4Hx23/4D inches. 

QRP WattMeter/Dummy load
MFJ-9214. Check true

QRP output with this sensitive
QRP Wattmeter. Built-in 50
Ohm load for testing rig.
Reads 5W full scale 1.8-150
MHz.  BNC male fits directly
to your HT. 2Wx21/4H x11/2D”.
Fits in pants pocket!  

MFJ-7737. BNC female to PL-
259 adaptor.

QRP Wattmeter/Dummy Load
MFJ-9218.
MFJ QRPocketTM

SWR/Wattmeter
has 0-20 variable
power range on a
calibrated meter
scale. Tune/Bypass
switch, BNC input/
outputs. Built-in dry dummy load.
Covers 1.8 to 50 MHz. Compact
41/2Wx21/4Hx23/4D inches. 

QRPocket TM Loop
Antenna/tuners

MFJ-9232.
Tiny QRPocketTM

Loop Antenna/Tuner
makes portable opera-
tion truely portable
and fun! 

No ground need-
ed! This high-efficien-
cy loop covers 40-10
Meters with the includ-

ed flexible wire loop.  Handles 25
Watts PEP. BNC connector for

transmitter, two wing nut posts for
loop wire connections, tuning/match-
ing capacitors.  Durable hard plastic
cabinet is a tiny 21/4Wx4Hx21/4D”. 

MFJ-9234. Right. Like
MFJ-9232 loop
antenna/tuner but MFJ-
9234 connects directly to
the back of your
favorite QRP rig.  

Pocket TM4:1 Balun
MFJ-9211. When using

a balanced line antenna
with your QRP transceiver,
don’t forget your 4:1 MFJ
current balun. It has five
way binding posts for your
balanced line connection
and a BNC connector to
your transceiver.  Tiny
sized for carring in the backpack. 

MFJ QRP Pocket TM 

Artificial Ground
MFJ-9231. Places your
QRP rig near actual
earth ground potential
no matter where you
are. Electrically places a
far away RF ground and lets you
operate 1.8-30 MHz safely. Hook
rig to ground, adjust counterpoise and
tune for max current.  2Wx3Hx1D”. 

10 oz. Switching Power Supply for
Yaesu FT-817 and QRP Rigs. 

QRPocket TMAntenna Tuner
MFJ-9201.
80-10 Meters,

25 Watts.  Custom
12-position inductor
switch, tune/ bypass
switch, antenna, trans-
mitter capacitors, BNC

feedpoints for antenna and transmitter.
Tiny 4Wx25/8H x11/2D inches so it, your
rig and antennas easily fit into a back-
pack or briefcase to go with you to field
day, a DX-pedition, vacation or business

QRP Antenna Tuner, SWR/
Wattmeter &
Dummy Load
MFJ-9219. The head-
line says it all! This
tiny box is all you
need besides the
radio.  A handy dry

dummy load for testing,
1.5 inch SWR/Watt-meter

and a 20 Watt antenna
tuner!  BNCs. 5Wx4Hx3D inches.

New!
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Remotely operate
using any web browser
on phones, iPad, tablet,
laptop, even a Kindle!   

Use nearly any rig with
CAT control, old or new.
Operate all modes SSB, CW,
FM, digital. Control from any-
where via the internet using
any browser -- radio, rotor, CW keying,
VoIP, digital modes, logging, spot moni-
toring, callbook lookups, more.

Operate digital modes including FT8
and RTTY. WSJT-X, Fldigi are installed. 

Look-up calls using included FCC
database or optional QRZ XML sub-
scription, monitor DX spots,watch for
unworked or unconfirmed calls, design,
maintain multiple logs, upload ADIF
logs to ARRL LoTW server, send CW
from a mobile device, keyboard or pad-
dle, 32 programmable macros.

Single-click updating, I/Q Input for
SDR radios, onboard VoIP server gives
outstanding audio, includes email, word
processing, spreadsheets, 1000’s of
Linux programs, modify and program
RigPi Station Server using a text editor. 

One browser can control a radio while
a second can control another radio. 2 or
more hams from different areas can
operate different rigs with MFJ-1234C.   

RSS is a Raspberry PiTM computer
running Linux and RigPi Keyer and
Audio boards. RigPi Keyer uses K1EL
WinKeyer3 integrated circuit. RigPi
Audio used for VoIP for remote and l/Q
spectral display (Panadaptor).

RSS radio/rotor control by Hamlib, a
library of over 200 radios and 30 rotors. 
MFJ-1234CMB. Box, firmware.
MFJ-1234CMA. Box, audio board. 
MFJ-1234CKB. Keyer board only.
MFJ-1234CAB. Audio board only.
MFJ-1234CSD. SD Card only.
MFJ-1307. 5V, 3A Power Supply.
MFJ-1234CC. Metal chassis only.
• RigPi forum is https://rigpi.groups.io
• RigPi website is https://rigpi.net

MFJ-1205 is exceptionally
easy to setup and use. However,
simplicity doesn't mean compro-
mised performance.  

Advanced features:
Full USB connectivity, powered by

USB port, dedicated on-board sound
card, quick plug-and-play connect-ivity,
incredibly easy to adjust and operate,
works with all digital modes, dozens of
free downloadable programs, innovative
circuitry eliminates delay control, complete
line of interface cables, low cost, small
size, lightweight, perfect for base sta-
tion, portable, or "go-kit" apps.

Initial no-solder jumpers take only
a second to install, and once in place,
they're locked in until you decide to
change radios. To hook up, simply con-
nect the MFJ-1205 to any free USB
port on your computer and plug the
appropriate interface cable into the
back of your radio. That's it!

No need to disconnect the micro-
phone or fumble around with patch
cords to get started. Front-panel con-
trols set Receive and Transmit levels,
and there's no front-panel "Delay" to
adjust because the MFJ-1205 controls
your radio's PTT line using a unique
internal detector circuit.

Transmit and receive using tradi-
tional modes such as CW, RTTY,
SSTV, AMTOR, PSK31, and EchoLink,
or explore newer modes like MT-63,
WINMOR, WSPR, and WSJT-X. In fact,
new experimental modes are emerging
all the time. If your radio can pass the
signal and computer can run the
mode's online software, MFJ-1205
sound card and computer will handle
the rest! 

Just select a cable configured for
your radio, plug it in, and go. The sig-
nal path between the radio and com-
puter is completely isolated against
ground loops and common-mode
noise.

Interface cables are available for all
modern transceivers and older units.
See cable page.

Most Popular:
MFJ-1205MD6, Yaesu 6 pin mini din.
MFJ-1205D13I, Icom 13 pin din. 

Just connect
your FM radio and

computer and the world of digital
packet radio is yours to enjoy.
TNC-X is a self-contained TNC,

not a computer sound card interface
that ties up your computer’s resources.
TNC-X is a KISS mode TNC.  Works
with any packet software program sup-
porting KISS mode.  KISS makes it
extremely simple to use.  No complicat-
ed menus or parameters to adjust.

USB port works with all major com-
puter systems including Windows (all
after 95, including 64-bit), Mac OS X,
OS 8 and 9, and Linux. It also supports
a separate conventional serial port.

Built-in active audio filter substan-
tially improves demodulation. Supports
true software DCD.  Leave squelch of
radio connected to TNC-X open for
very fast transmit/receive turnaround. 

TNC-X is perfect for APRSTM.  Fully
supported by virtually every mapping
program.  Provides a low cost mecha-
nism for mapping other radio stations. 

TNC-X contains an expansion head-
er that allows you to add daughter
boards to provide new capabilities.
Convert TNC-X into a modern digipeter.
Compact 51/8Wx11/2H31/4D”. 

Plug-and-play . . . compatible with
all MFJ TNC cables and A to B USB.

MFJ-1270DG. Plugs into TNC-X’s
expansion header and makes it a
stand-alone full-featured digipeter.  Use
WIDEn-N paradigm for APRSTM.  

When operating as APRSTM digit-
peter, X-Digi has the capability to trap
and eliminate duplicate reports, sub-
stantially reducing congestion on fre-
quencies.  Send up to 4 different bea-
cons, with its own text, and interval. 

X-Digi is remotely configurable over
the air.  You can change virtually every
digipeter parameter without ever having
to revisit your remote site.  Password
protection ensures that no one else will
tamper with your digi’s settings. 

X-Digi will never be obsolete.
Firmware upgrades available free by
the internet.  No equipment required to
flash the updated code into your X-Digi. 

MFJ Remote/Digital/Packet Interfaces

https://www.mfjenterprises.com/
Product.php?productid=MFJ-1234C

RigPi trademarked, Howard Nurse, W6HN.  
Raspberry Pi  is a trademark of the Raspberry Pi Foundation.

MFJ-1234C

MFJ-1270X

Got Pi?!
MFJ-1270Pi

Raspberry PiTM TNC

Send text messages and emails over-
the-air using ham radio!  Plug MFJ-
1270Pi onto your Raspberry PiTM.  You
get a tiny, operate-anywhere, messaging
system!  Build an iGate, Digipeater,
RMS gateway, and more!  Use free soft-
ware such as Xastir, LinBPQ, or APRx. 

MFJ-1205
Includes radio cable
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MFJ Computer Printer, Serial & USB Cables

MFJ-5082. 8 pin round mic.
MFJ-5106. 6 pin mini DIN.
MFJ-5205. 5-pin DIN. MFJ TNC.
MFJ-5208. 8 pin DIN. Acc. Port.
MFJ-5213. 13-P DIN, Acc port.

MFJ-5220. Yaesu FT-50R.
MFJ-5222. Split conn. Alinco.
MFJ-5224. IC/YA/AL/RS HTs.
MFJ-5226. Kenwood HTs. 
MFJ-5268. 8 pin modular mic.

MFJ Cigarette Lighter Cable
Plug in your favorite MFJ accessories or others and oper-

ate them off of your automobile’s 12 VDC cigarette lighter
socket with a 3 Amp fuse.  

Has a 2.1 mm center positive DC coaxial plug.  
Or operate direct from your power supply in the hamshack!  Provides

power to your MFJ analyzer, keyer, meter or tuner lamp, etc.  
Make quick adjustments to HF/VHF/UHF mobile antennas with your

analyzer in hand! 18” retracted curly cord, 60” fully stretched.

Pre-Wired Radio-to-TNC Cables
Take all the hassle and soldering out of wiring your rig to your MFJ
TNC with these prewired radio cables.  

Open End Cables with Radio Connnectors

MFJ-5412

MFJ-5414

MFJ-5413

MFJ-5409

MFJ-5408

MFJ-5419

MFJ-5430

Printer Cable, 36-Pin Centronics - DB-25 male, 6’

Serial Cable, DB-25 male to DB-9 female, 6 feet

Serial Cable, DB-25 male to DB-25 female, 6 feet

Serial Cable, DB-9 male to DB-9 female, 6 feet

Serial Cable, DB-9 female to DB-9 female, 6 feet

Serial Y-cable, DB-9 female to (2) DB-9 male, 8”

USB A Male to USB B Male, 6 foot cable, beige. 

MFJ TNC2 2400 Baud Modem
MFJ-2400. 
2400 baud packet
modem for MFJ
and TNC2 compati-
bles.  Lessens con-
gestion on crowded
bands with faster
communication.
Still gets 300/1200
baud for other TNC
compatibility.

Pre-wired Accessory Port-to-TNC cables . . .
MFJ TNC/MMC

PK900/PK12/DSP23
2/PacComm/TNC2s

MFJ-5063

MFJ-5064

MFJ-5065

MFJ-5060

MFJ-5066

KAM VHF
KAM HF

KPC3

MFJ-5063YH

MFJ-5064YV
MFJ-5065YH
MFJ-5065YV
MFJ-5060YV
MFJ-5060YQ
MFJ-5066YH

KPC-9612

-----------

MFJ-5064YV

MFJ-5065YV

MFJ-5060YV

------------

Radios
ACC Port

TNC
TYPE

ICOM HF
8 Pin DIN
ICOM VHF
8 Pin DIN
ICOM 706
13-Pin DIN

KENW/YAESU,
AZDEN VHF

6-Pin mini DIN
KENW HF
13-Pin DIN

MFJ-5510C

Model#
MFJ-5080
MFJ-5080M
MFJ-5084
MFJ-5084M
MFJ-5086
MFJ-5086M

Description
Yaesu 8 pin round microphone to MFJ TNC, 5-pin DIN
Yaesu 8 pin modular mic to MFJ TNC, 5-pin DIN
Icom 8 pin round microphone to MFJ TNC, 5-pin DIN
Icom 8 pin modular microphone to MFJ TNC, 5-pin DIN
Kenwood 8 pin round mic to MFJ TNC, 5-pin DIN
Kenwood 8 pin modular mic to MFJ TNC, 5-pin DIN

MFJ-1205 & MFJ-1234C Prewired cables
Add’l Cable
MFJ-5704P
MFJ-5708P
MFJ-5711J
MFJ-5745J
MFJ-5705D
MFJ-5708D
MFJ-5713DI
MFJ-5713DK
MFJ-5713DK
MFJ-5713DK
MFJ-5713DK
MFJ-5706MD
MFJ-5700K3

MFJ-5700KX3
MFJ-5700K
MFJ-5700R

MFJ-5700UT
MFJ-5704P

MFJ-1204 w/cable
MFJ-1205P4
MFJ-1205P8
MFJ-1205J11
MFJ-1205J45
MFJ-1205D5
MFJ-1205D8

MFJ-1205D13I
MFJ-1205D13K
MFJ-1205D13K1
MFJ-1205D13K2
MFJ-1205D13K3
MFJ-1205MD6
MFJ-1205K3

MFJ-1205KX3
MFJ-1205K
MFJ-1205R

MFJ-1205UT
MFJ-1205P4

Description
For 4-Pin Round Mic Connector
For 8-Pin Round Mic Connector
For RJ-11 Mic Connector
For RJ-45 Mic Connector
For 5-Pin DIN Data / Accessory Port Connector
For 8-Pin DIN Data / Accessory Port Connector
For ICOM 13-Pin DIN Accessory Port Connector
For Kenwood 13-Pin DIN Accessory Port Connector
Kenwood 140/450S/850/870/950/57D/590S/660/2000
Kenwood TS-440/690
Kenwood TS-940
For 6-Pin mini DIN Data / Accessory Port Connector
For Elecraft K3's rear panel Audio In/Out & PTT jacks
For the Elecraft KX3's Mic and Phones jacks
For various Baofeng, Wouxun and Kenwood HTs
For various Yaesu HTs including the FT-60R, VX-8GR
For building your own cable (bare wires on radio end)
For USB to rig sound card interface with 4 pin

HF Power Cords
A. MFJ-5535. 
MFJ-5535 replaces your HF radio
power cord at a fraction of the original
cost.  Two super-flex, 12 gauge, multi-
strand, soft wires 8 feet in length. It has
two in-line fuses/holders. Keyed plug
prevents reverse polarity. 6-pin type
Yaesu, Icom, Kenwood, compatibles.

B. MFJ-5535M. Same as MFJ-5535
but with Anderson PowerPoles®.

C. MFJ-5535C. Same as MFJ-5535 HF
power cord but has cigarette lighter
plug. No fuse/holder. 

D. MFJ-5538. Heavy duty replacement
power cable for IC-7000, Kenwood TS-
480, and other compatibles. Keyed plug
prevents reverse polarity. Has 4-pin con-
nector with 9 foot, 12 gauge, red and
black flexible cord, and inline
fuses/holders are also included.

E. MFJ-5538M. Same as MFJ-5538 but
with Anderson PowerpolesTM.

F. MFJ-5538C. Same as MFJ-5538 but
with Cigarette lighter plug. 

VHF/UHF Power Cords
A. MFJ-5512. Two super-flex, 14 ga.,
15’ multi-strand, soft wires. In-line
fuse/holder. T-connector. Yaesu, Icom,
Kenwood, Alinco. 
B. MFJ-5512M. Same as MFJ-5512 but
with Anderson PowerpolesTM.
C. MFJ-5515C. VHF/UHF power cable.
Cigarette lighter for car, T-connector for
rig. Built-in 20A fuse, 3 feet.  
D. MFJ-5515M. Lighter plug &
PowerPolesTM. Auto DC ou. 20A fused,
2-flex 12 ga. multi-strand, soft wires, 3’.

DC Accessory Cables
1. MFJ-5510C. Lighter plug w/2.1 mm
coaxial. 12VDC, 3A fused, 3 foot.
2. MFJ-5510M. Lighter plug to
Anderson Power PolesTM, 3A fused, 3’.
3.MFJ-5511M like #2, 30A, 5’.
4. MFJ-5513M. 2.1 mm, and
PowerPolesTM, DC ouput, 12VDC. 
5. MFJ-5513. 3 foot, 2.1 mm pigtail
powers popular MFJ keyers, tuners,
analyzers, and accessories. 

PowerPole(R) Adaptor Cables
Super-flex, 12 ga. red/black zip cord. 
A. MFJ-5514M. #10 ring lugs to
PowerPoles(R) connect to power supply
binding posts. No shorting out. 35 A, 3’. 
B. MFJ-5541M. Red/black bananas to
PowerPoles(R), 15A, 3 feet.
C. MFJ-5542M. Dual binding post to
PowerPole(R) adaptor. Fits standard 11/16”
post spacing. 30A, 3 feet. 
D. MFJ-5544M. PP ext. cable, 35A, 3’. 
E. MFJ-5543M. Powerpole(R) cable with
pre-tined wires. 35A, 3 feet. 

A. B. C. D.A. B. C. D. E. F.

PowerPoles® with 30A/45A contacts
MFJ-11C06. 6 pair, 30 Amps.
MFJ-11D06. 6 pair, 45 Amps.
MFJ-11C12. 6 pair, 30 Amps.
MFJ-11D12. 12 pair, 45 Amps.
MFJ-11C25. 25 pair. 30 Amps.

MFJ-11C100. 100 pairs. 30Amps
MFJ-7602.
Tool for crimping
Power-Poles®.

A B C D E

1. 2/3 4. 5.


