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MFJ 24/12 Hour Clocks
Dual Displays: 24 and 12 Hour Clock

MFJ-108B dual clock has separate 24
hour and 12 hour displays.  Read both

UTC and local time simultaneously.  Features huge
high-contrast 5/8” LCD numerals that are easy to read
from across the room.  Mounted in an attractive solid
brushed aluminum frame with a sloped face for easy
viewing. Synchronizable to UTC.  Quartz controlled for
excellent accuracy.  Long life button batteries included.
41/2Wx1Dx2H”.

MFJ-107B. Single 24 Hour clock in
brushed aluminum frame. (Right).

MFJ-115. Set this 24 hour
Quartz clock to UTC/ GMT
and you’ll determine the time
in any time zone of the world
at any time of the day.
Premier world cities encircle
its colorful world map face to
indicate time zones. 12-inch
face looks fantastic. Seconds
hand.

MFJ-105D. This is the
world’s most popular ham ra-
dio wall clock! True 24 hour
Quartz movement. Huge 12-
inch black face with large
white numerals let you read it
from across the room.  Gold
colored hour, minute, sec-
onds hands. Looks great on
any hamshack or other wall! 

MFJ-126B.
12 hour Quartz movement
gives 12 hour time on inner
dial and 1200 to 2400 hour
time on its outer dial.  Attrac-
tive clean, white face is highly
visible.  Handsome black trim
shows 24 hour time format,
looks great in any hamshack
or other room in the house.

MFJ-131RC. Read 24/12
hour time at a single glance
on dual time displays! 12-inch
diameter atomic wall clock
can be seen from across the
room!  Liven up the shack
and auto receive WWVB.
Red second hand.  Real
glass white face with black
trim is highly visible. 

MFJ-112B. This
DXers World Map
Clock shows you
the time at any

QTH throughout the world on
an attractive LCD world map.
Also shows day of week,
month, date and year. Time
displays hour/minute/second.
Choose 12/24 Hour.  Easy
push-buttons move you east
and west on the map to dis-
play a QTH in every time
zone.  Daylight saving time
feature.  Attractive grey.  Cool
blue backlight for night view-
ing.  Great for gift or use as
logging clock.
41/2Wx33/8Hx21/4D”. 

MFJ-
137RC.
HUGE 14”
twelve (12)
hour clock
is a mon-
ster!  It’s
why many

are used in hospitals and
schools across the USA!
MFJ-137RC automatically
sets itself and is accurate to
the second!  DST mode can
be disabled.  Handsome
black with white face is great
in a hamshack, office, hospi-
tal, etc. AA battery, not
included. Can also manually
set.

MFJ-117.
12/24 hour clock
has the biggest
and brightest

LEDs of any clock we have
ever seen!  2.5” LEDs! Per-
fect for decreasing eyesight.
12/24 hour switch.  Wall/desk
mount. Handsome black cab-
inet, 12Wx71/2H”. Use 9V bat-
tery for backup.  Hour/min.
set buttons. 110 VAC, 60 Hz.
Great for sight impaired. 
MFJ-113.
Switchable 12/24
hour with HUGE 1.8”
red LEDs.  31/2Hx9Wx21/2D”. 9
min. ID timer, alarm, 9V bat-
tery back-up. 110 VAC, 60Hz.  

MFJ-
158RC.

Wireless
Projection
Alarm
Clock fea-
tures 24/12 hour radio-con-
trolled time,  date, and indoor
temperature on a colorful,
display with HUGE 11/8” dig-
its. Time and Indoor
Temperature can be alter-
nately projected in easy-to-
read red digits onto the ceil-
ing or wall of a darkened
room. Integrated USB charg-
ing port lets you charge your
phone or other devices when
plugged in an outlet.

MFJ-108B

Radio Controlled

MFJ

MFJ DXer’s 24 Hour Wall Clocks

MFJ Unique Ham Radio Clocks

MFJ-122RC.
Unbelievable fea-
tures at a low price!
HUGE 1” high digits,
auto-controlled pin-

point accuracy, 24/ 12 hour
select, DST on/off, 5-minute
ID (snooze), blue backlight,
month/date display, indoor
thermometer (32-122
degrees F), moonphase, use
two AAA 1.5V batteries (not
included) 31/2Wx4Hx13/4D in. 

MFJ-133RC.
LCD travel clock

shows 2 time
zones at once.
Show UTC, local or
other dual time format!
24/12 hour. Atomic-con-
trolled. HUGE 11/8” high-con-
trast numerals easily seen.
Super compact 4Wx3Hx3/4D”.
Attractive silver clock folds
up and slides in your shirt
pocket for great travelability.  

MFJ-136RC.
Solar-powered 24/12
Hour atomic clock
never needs batteries,
large LCD (time digits
15/8x21/4”) and gives
precision accurate time from
WWVB automatically. Bright
green LCD display shows
day date and time and sec-
ond time zone. Handsome
desktop size, 3Wx41/4Hx11/2D
inches.

MFJ-130BRC.
24/12 hour

wall/desk mount
atomic clock.  It
has HUGE 17/8”
digits!. Hand-
some silver and black base
with a bright green LCD that
looks great in the shack.
Month, date, and day and
indoor temps. Get all the info
you need to carry on a great
QSO with your buddies.
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Radio Controlled 24/12 Clock with ID Timer!
MFJ-148RC is specially designed for amateur radio.  
Two independent atomic 24/12 hour clocks with exclusive

UTC time zone and dedicated Station ten minute ID timer.  
Uses a single time base to keep both clocks perfectly syn-

chronized.  Radio control keeps perfect time.  
Each clock is independently set for 12 or 24 hours, time zone

and DST on/off.  Set one clock on 12 hours for local time and
the other on 24 hours format for UTC.  

Turn DST off on the UTC clock and you will never have to
worry about time changes messing up the UTC time again.  

Never forget to ID again. Built-in 10 minute station ID timer
with LED and buzzer alerts.  Timer resets by a simple press of
the timer switch. 

HUGE 5Wx1.5H LCD display with LED backlights. Flip stand for desk display and mounting hole for wall mount.
Uses two AA batteries (not included).  Sexy black hard plastic cabinet is 6.5Wx3.5Hx3/4D inches. 

MFJ-148RC

Has
giant 4”
digits and
MFJ’s
exclusive
True

UTCTM time!  MFJ-139RC is
solar powered so you’ll never
need any batteries. Use 24 or
12 hour time format and you
get TrueUTCTM time zone plus
8 other time zones including

Hawaii and Puerto Rico.  A
push button lets you select
GMT or other time zone on
the time zone map.  Daylight
savings time on/off, indoor
thermometer, hygrometer
shows indoor temp/humidity.
Displays month, date and day
of week. Desktop or wall
mount. 153/4Wx103/4Hx3/4D”.
Beautiful metallic tan and
bright LCD display looks
great anywhere!  

MFJ-139RC
Dual Time Atomic Clock

MFJ-121B,
$119.95. Read
UTC, local at-a-
single-glance.

24/12 hours, independently
set. Auto backlight, hand-
some silver-metallic frame.
HUGE, 1Wx2H” LCD numer-
als, exclusive UTC zone, run-
ning seconds display. 113/8W
x71/4Hx1D”. Wall or desk
mount.  Daylight savings can
be disabled in each clock.
Use 4 AA batteries (not incl). 

Solar Power Eternity Clock
MFJ-123B,

$79.95. MFJ’s ex-
clusive MFJ-123B
works for an “eter-

nity”!  No need for batteries
or to set time!  Receives
WWVB. Whopping 31/2Hx61/4

W” with huge 2-inch time dig-
its. 24/12 hours, indoor temp,
running seconds, month/date
and day-of-week displays.
91/2Wx61/4Hx1D”. Attractive
silver metallic. Power on/off
switch when not in use.

MFJ-890 DX Beacon Monitor 
Get up-to-the-minute worldwide DX

band conditions in minutes on 14, 18,
21, 24, 28 MHz using the International
Beacon Network of 18 transmitters
around the world!

MFJ's DX Beacon Monitor shows
which beacon is transmitting on the
International Beacon Network -- an LED
lights on a world map shows you the
beacon location and where to point your
antenna. It's fascinating to watch each
beacon location light up as they activate
across the world. For DXers, contesters,
ragchewers and SWLers.

The International Beacon Network
consists of 18 beacons around the
world. Each transmits on 14.1, 18.11,

21.150, 24.93 and
28.2 MHz. Each
frequency, each
beacon transmits
for ten-seconds --
its call sign at 22
wpm CW and a
one-second dash at 100 watts and 3
one-second dashes at 10, 1, and
0.1W. 

When each beacon completes a
transmission it goes silent on that band
and switches to the next higher band.

More info: see Oct/Nov, 94, Sept, 97
QST and Jan 1999, Sept/Dec 2001, Jan
2002 Practical Wireless of U.K.

The more dashes you hear per bea-
con, the better the quality of propaga-
tion and the more robust the band is.  If
you hear the 100 milliwatt dashes from
many beacons you know it’s wide open!

In just three minutes you'll know how
band conditions are worldwide.

The MFJ DX Beacon Monitor has a
built-in WWVB atomic clock receiver to
provide ultra precise synchronization
with the GPS-synchronized beacons.
You also may manually sync the
Monitor (the Monitor is not a receiver).

Self-contained standalone unit.
63/4Wx51/4Hx3D”. Use 12 VDC or 110
VAC w/optional MFJ-1312D.
No antenna/radio connection required.  

MFJ Micro ATV Transmitters

MFJ-890

Tiny Micro ATV Trans-
mitterTM lets you transmit a
high quality Amateur
Television video signal on
433.97 MHz (cable chan-
nel 58, 59, or 60).  Just
plug in an antenna and a
video source -- camcorder,
camera, VCR or other.

With an antenna and a
TV set (or down converter/
TV) tuned to cable channel 58, 59, or
60, you got an ATV station.

MFJ-8708 puts out a solid 50-100
mW signal, capable of transmitting up to
1.8 miles with a 3-element beam. Using
a suitable UHF power amplifier and
high-gain antenna, you can enjoy two
way ATV communications over many

miles with fellow ATV
ham radio operators. 

Micro ATV
TransmittersTM can only
be operated by a
Technician class or
higher licensed Radio
Amateur.  All transmis-
sions must be directed
to at least one other
licensed Radio Amateur.  

MFJ-8708, $239.95.  Four channel:
cable channels 58, 59, 60 and test
channel.  Just 11/2 ounces, less battery.
Has audio and video inputs. 

MFJ-8704, $179.95. MFJ-8704 is for
cable channel 59 video only.  Weighs
only one ounce,  less battery (battery,
quarter not included).  

Super high per-
formance ATV trans-
mitter module is
capable of putting
out a whopping 4.5
Watts! RF output is controlled by an
analog potentiometer from near zero
output to 4.5W max.  Current draw
varies with power selected. Frequency
control is a digital integer-N, phase-
locked loop.  Dual PLLs provide fre-
quency locked video and audio sub-car-
rier.  Frequency selected via 4-position
switch.  U.S. ATV frequencies 426.25,
427.25, 434.00, and 439.25 MHz on
channels 58, 59, 60. Transmitting over
0.5W requires external heatsink.
Reverse polarity protected.
Specifications: www.mfjenterprises.com

MFJ-8708
MFJ-8704

MFJ-8709

MFJ Jumbo 24/12 Hour Atomic Clock
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Top quality handheld speak-
er mic fits snugly in your hand!
It’s perfect for new Yaesu,
Icom, Radio Shack, Kenwood,
Alinco and compatible HTs.  

Gives booming receive
audio so you can monitor sta-
tions while mic is attached to

your lapel -- no more holding the speak-
er up to your ear!  2Wx3Hx11/4D”.

High-quality non-directional electret
condenser microphone gives your hand-
held crystal clear transmit audio. 

MFJ-295 has -53 dB sensitivity and
1K Ohm impedance.  Excellent top

quality speaker produces 83 dB of crys-
tal clear, booming audio. 8 Ohm imped-
ance.  3.5 mm earphone jack.

PTT thumb switch with an 8-position
swivel lapel clip rotates 360 degrees.
31/2 ft. durable, stretchable cord.  

MFJ-295Y. Newer Yaesu single prong
plugs like Yaesu VX5R, Icom Q7A.  

MFJ-295I. Icom, Radio Shack, Alinco,
ADI and compatibles.  

MFJ-295K. Kenwood, Wouxun, Alinco
and compatibles.  

MFJ-295R. Yaesu VX-7R. 
Speaker/Mic with Volume Control
MFJ-296I. Icom, Radio Shack, older

Yaesus, other compatibles.
MFJ-296Y. fYaesu FT50R,

VX5R series. 
MFJ-296K. Kenwood,

Wouxun, Alinco, compatibles.
MFJ-296R, Yaesu VX7R. 

MFJ Speaker Mics for Yaesu, Icom, Kenwood and Wouxun HTs!

Replacement HF Handheld Mics
Dynamic HF replacement handheld micro-

phones are for HF base and mobile transceivers.
Replace your lost or old, beat-up Icom, Kenwood,
Yaesu, or other mics. Gives PTT and quality mic
audio. Heavy-duty construction, extra long, spiral
flexible cord.  Specify MFJ-290K/Y/I/T/E for 8-pin
round. K is Kenwood, Y is Yaesu, I is Icom, T is

Tentec, E is Elecraft. MFJ-290MI for Icom modular,
MFJ-290MK for Kenwood, MFJ-290MY for Yaesu. 
MFJ-290K4/Y4/I4/T4 for 4-pin round mic connector.  

I K Y R

8-pin
Round

4-pin 
Round

8-pin
Mod-
ular

Speaker/Mic Plugs

HandyPal TM HT MicEarbuds
MFJ-301. Monitor and hear in a noisy envi-

ronment without bothering anybody.  Foam bud
fits in ear, doesn’t hurt. Fits 3.5mm jack. 

MFJ-302. Like MFJ-301 but soft
earloop wraps around entire ear.
Natural-sounding audio, cuts background noise. 

MFJ Compact Magnet Mounts

MFJ-1717. World’s best
selling HT antenna! Enjoy
super dependable QSOs.
Only 153/4” in length, it’s a
1/2 wave on 440 MHz with
a hearty 2.15 dBi gain.  On
2M, it’s an efficient full-size
1/4 wave for full size per-
formance.  Precisely facto-
ry tuned for low SWR.
High-Q, low loss construc-
tion gives you maximum
radiated power! BNC con-
nector. Rugged! It’ll take all
the bending, twisting, flex-
ing and tugging you can
dish out, and just pop right
back up.  Durable synthetic
rubber compound with a
hard protective safety tip.
25W PEP.  

MFJ-1717S. Like MFJ-1717,
but has male SMA connector.
MFJ-1717SF. Like MFJ-
1717S, has female SMA.  

MFJ-1717SZ. Like  MFJ-
1717S but with SMA male
and is “bendable”.  Bend
into any shape, tie it into
a knot.  
MFJ-1717SFZ. SMA
female connector,
Wouxun/Baofeng. 
MFJ-1716. 144/440 MHz
like MFJ-1717, but only
71/2”, 1/4 wave 440 MHz
and loaded 1/4 wave on
2M. BNC.  
MFJ-1716S SMA male. 
MFJ-1716SF. Baofeng/

Wouxun HTs. SMA female.
MFJ-1714. For really long
range, this endfed 1/2 wave
2M is hard to beat!  Out-
performs 5/8 wave because
the 5/8 wave needs a
ground plane. 10.5” col-
lapsed, 40” extended gives
you a LongRangerTM! 
MFJ-1714S. Like MFJ-
1714,SMA. 
MFJ-1714SF.
Baofeng/Wouxun HTs. 
MFJ-1712. Telescopic
144/440 MHz is a 1/4 wave
on 2M, 5/8 wave with gain
on 440 MHz. 41/2” col-

lapsed. 16” extended.
MFJ-1712S. Like MFJ-

1712, SMA male.
MFJ-1712SF.

Baofeng/Wouxun HTs. 
MFJ-1710. PocketLinearTM

is a pen-sized 3/8 wave 2M!
Carry in shirt pocket like a
pen with a clip. Extend to
24”.  BNC. 51/4” collapsed. 
MFJ-1710S. Like 1710, SMA

MFJ-1719/MFJ-1719S/SF.
Truly amazing for its size!
Less than 1” tall, it’s great for
traveling and monitoring
calls.  It doesn’t get in your
way!  2 Meter/440 MHz. Also
receives at 1200 MHz.  MFJ-
1719 has BNC, MFJ-1719S
has SMA male. MFJ-1719SF
has SMA female connector,
fits Wouxun Handhelds. 

Back of radio
144/440 Base

Antenna
MFJ-1717PL. Plug
into a 2M/440 MHz
mobile/ base rig. Not
a 10-element yagi but
it’ll get out in a hurry!
Fold-over, flexi-duck,
PL-259. 2 dBi gain on
440 MHz, full-size 1/4
wave 2M. Hi-Q, low
loss construction.
161/2”, safety tip. 25
Watts PEP. 
MFJ-1717P. Like
MFJ-1717PL, but no fold-
over. Has straight PL-259.

MFJ Long-John HT
Antenna

MFJ-1818.  “Long-John”
HT antenna gives a whop-
ping gain on 2-Meters!
Get 2.15 dBi gain in a 1/2
Wave, super efficient
antenna.  9” collapsed and
381/2” fully extended.
FlexSpringTM base pre-
vents your connector from
breaking.  Tough, durable
and well-protected for
years of dependable serv-
ice. 50 Ohms, BNC con-
nector. Handles maximum
10 Watts.

MFJ 2-Meter Pocket
Roll-Up Antenna

MFJ-1730. Roll up this 1/2

wave 2M
antenna
and stick
it in your
pocket.
Vacations,
camping,
etc. Get
home station performance
on-the-go! 75” long. Hang in
a tree, plug into HT and en-
joy some great QSOs. Omni-
directional, significant gain
over a 1/4 wave. Doesn’t need
a ground plane so it’s con-
venient for indoors. 200 W.

MFJ-1731. 440 MHz
pocket roll-up antenna, 1/2
wave.  51” roll-up J-pole for
440 MHz like MFJ-1730.

Put your flexible duck on the roof of your car!
Tiny but powerful magnet is 23/4 inch diameter. 

MFJ-332S. SMA female. 12 feet of tough,
flexible RG-58AU coax with SMA male end. 

MFJ-332B. Like MFJ-332S but BNC female
with BNC male coax.

MFJ HT Rubber Duck & telescopic antennas

Handheld Antenna
Window Mount 

Gets
your
antenna

outside where it
can radiate

freely -- takes
away auto
shielding
effect and
gives
increased

signal strength and recep-
tion. BNC/SMA or reverse.
10 ft. RG-58 coax. Order “B”
for BNC connector, Order “S”
for SMA, Order “SF” for
Pofung/Wouxun HTs with
reverse SMA.

MFJ-310/MFJ-310S/
MFJ-310SF
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MFJ VHF/UHF MAGNET MOUNT MOBILE ANTENNAS

MFJ 5/8 Wave 2/6 Meter Magnet Mount Mobile MFJ Glass Mount Dual Band 144/440 Mobiles

It’s the world’s best selling dual band 2
Meter/440 MHz magnet mount mobile

antenna!  Perfect for your dual band mobile or HT.  Free
BNC adapter.  Powerful 31/2 inch magnet holds your
antenna firmly even at highway speeds.  Scratch resist-
ant rubber guard protects your car.  Black stainless steel
whip looks like an attractive cellular antenna. 19 inches
tall, you can park in your garage without knocking it
over.  Low SWR across both bands keeps your rig safe
from overheating. Get excellent gain on 440 MHz band
and 2 Meters. 300 Watts PEP. 12 feet coax, PL-259. 

MFJ-1724B MFJ’s Power*GainTM is ham radio’s most
powerful dual band magnet mount mobile

antenna!  Outstanding gain on 440 MHz and 2 Meters.
Low SWR lets your rig deliver full power safely.
Whopping 2.6 dB on 2-Meters and 6.3 dB gain on 440
MHz. Perfect for dual band mobiles or HTs. Free BNC
adapter. 300W PEP.  271/2 inch stainless steel Radiator
minimizes wind vibration for less SWR.  Longer range,
better readability.  Includes 12’ coax with PL 259, heavy
duty magnet.   MFJ-1723.  Like MFJ-1729, covers 220
MHz, 2.6dB gain. 22.5 inch radiator.

MFJ’s 5/8 wave on 2M
gives maximum possible
theoretical gain of any single

element antenna, no matter how much others cost.  On
6M, it’s a high performance full 1/4 wave. Gives great
“magic band” signals used mobile or base. Perfect for
mobile or HT. Free BNC adapter. 300 Watts PEP. Low
SWR lets your rig deliver full power safely. Heavy duty
magnet mount holds your antenna tight at highway
speeds. 12 ft. coax. Stainless steel radiator will endure
years of harsh mobile use.  Handy Allen wrench includ-
ed. Order MFJ-1728B for antenna and mount/coax.
Order MFJ-1728S, SO-239, MFJ-1728M, NMO, and
MFJ-1728T for 3/8-24 HF style threaded connector. 

Glass mount dual band 144/440
MHz mobile. A 6-inch counterpoise
mounted inside lowers SWR and
makes tuning easy.  Excellent gain

on 440 MHz and 2 Meters.  Low SWR lets your
transceiver deliver full power safely. Exclusive
26” stainless steel radiator minimizes wind vibra-
tion for less SWR flutter. Gives much longer
range, better readability. Handles 50W. 12’ coax
with PL-259, and all mounting hardware. 

MFJ-1738. Similar to MFJ-1734 but 2
Meter only mobile glass mount antenna. 

MFJ-94. Remount Kit for Glass Mounts.
Avoid factory tint placement. 

MFJ-1729

MFJ-1728B
Ant, coax, mount

MFJ-1728S/M/T
Antenna only

B MFJ-1738
2-Meters

A MFJ-1734
Dual Bander

MFJ-1721 is an UltraLiteTM

Mobile magnet mount
antenna. 12 ft. RG-174U
coax.1/4 wave 2-M. Less

than 2 oz. 1/8” rare earth magnet.
Thin 20” flexible whip. BNC.
MFJ-1722 like MFJ-1721, but dual
Band.  5/8 Wave on 440 MHz.  1/4
Wave on 2 Meters. BNC.
MFJ-1722S, Like MFJ-1722 but has
SMA.

MFJ UltraLiteTM

Mag Mount Antennas

MFJ-1722/S
Dual Bander

MFJ-1721
Two Meters

A B

MFJ Mobile Antenna 
Ground Plane Kit

MFJ-1414 converts most mobile antennas
into a ground plane base station antenna.
Handles 200 Watts.  Accepts VHF/UHF anten-
nas with PL-259 connector. Underneath bracket,
an SO-239 connector hooks up your coax.
Includes stainless steel mounting hardware,
mounting plate, two hefty U-bolts, allen wrench,
and four 20.5 inch radials.  Easy installation:
Goes together in minutes. 61/4” tall bracket fits
on any 1.5-inch pipe with clamps or mounting
holes. Perfect for your RuffRiderTM.

MFJ RuffRiderTM High Gain Mobile Antennas

Featuring the finest quality
construction using precision
machined components. They
battle the elements, handle
rugged rides and the day-to-day
highway abuse.

Each has a PL-259 base
mount for quick installation to
a heavy duty SO-239 magnet,
trunk/hatch, gutter or mirror
mount.  Free NMO adapter is
included for use with an NMO
mount. MFJ’s tri-magnet mount
recommended for big antennas.
Choose from several different
length and gain antennas . . .

VHF/UHF
RuffRiderJuniorTM.

Premium, short 161/2” antenna
fits in any garage on any auto.

1/4 Wave on 2 Meters,1/2 Wave, 3
dB gain on 440 MHz.100
Watts.  No fold-over feature for
MFJ-1402/B.
MFJ-1402B.  Black. 

VHF/UHF RuffRider High
PowerTM. Just 40” long han-

dles full 200 Watts.
Great for high power

mobile amp. 1/2 Wave,  3 dB
gain on 2 Meters, 5/8 Wave, 5.5
dB gain on 440 MHz. 
MFJ-1412B. Black.

VHF/UHF RuffRider High
GainTM. 411/2” long
antenna gives extra

gain with little height increase.
150 Watts. 1/2 wave, 3.2 dB gain
on 2 M, 5/8 W, 5.7 dB, 440 MHz.
MFJ-1422B. Black

VHF/UHF RuffRider Hyper
GainTM. This 621/2”
brute gives a whopping

5 dB gain on 7/8 Wave 2-Meters,
5/8 Wave and a MONSTER 7.6
dB gain on 440 MHz. Our
highest gain dual band antenna
will work rock yours and any-
one else listening.  Handles 150
Watts. Tri-mag recommended

MFJ-1432B. Black.
Tri-Band VHF/220/UHF

RuffRider Triple
ThreatIITM. Slim 38”, simi-

lar to MFJ-1436, but
2.15 dB on 2-Meters,

3.5 dB on 220 MHz, and 6 dB
gain on 440 MHz. 100 W. 
MFJ-1434B. Black.
Tri-Band VHF/UHF/6M

RuffRider Triple ThreatTM.
59” of stacked elements with

high-Q phasing coils
give a whopping 7.2

dB gain /440 MHz, 4.5 dB
/2M, 2.15 dB/6M. 150 Watts. 
MFJ-1436B. Black.
VHF/UHF/6M/10M

RuffRider QuadBanderTM.
52”, 7.2 dB - 440 MHz, 4.5

dB - 144, 2.15 dB on
6. Go HF! 150 W.

MFJ-1438B. Black.
HF/2M/440 RuffRiderTM

Covers All of your
favorites:

40/20/15/10/6/2 Meters & 440
MHz! Use up to 4 coils at one
time. Tri-magnet mount highly
recommended.  

MFJ-1412

B.

MFJ-1422

C.

MFJ-1432

MFJ-1434

MFJ-1436

MFJ-1438D.

E.

F.

G.

H.

MFJ-1456

Most RuffRidersTM come with MFJ’s
90 degree “fold-over” feature -- lets
you pull into your garage without

knocking your antenna over!
MFJ’s RuffRiderTM High

Gain multi-banded antenna
series is for serious mobile
hams demanding highest
quality at low prices. 

Choose
Black

or Chrome!

MFJ-1402 A.

Use
any SO-239

or NMO
mount.  

FREE NMO
adapter!

2M/440 MHz 
Whip Antenna
MFJ-1414 is a

tall 581/2”. 3/8-24
Stud-Mount Dual
Band Whip antenna
with 2.15 dB gain,
2M (1/2W) and 3.5
dB, 440 MHz.
200W. Sleek, stain-
less steel, no plas-
tic parts. Great for
dual band dipole. 



3/8-24 HF Antenna Adaptors

MFJ-1907 securely
mounts an antenna to a
balcony. Use hamsticks,
lightweight verticals, screw-
drivers and light dipoles.
High-strength .1” aircraft
aluminum. Extends 14” away from gut-
ters or metal roofs.  Vertical or horizon-
tal. 3/8-24 or SO-239.  11/2” U-bolts.   

MFJ-351T.
3/8-24 anten-
na connec-
tion for quick,
anywhere
placement.

Grips up to 1.25 inch masts, tree limbs,
etc. 3/8-24 for antenna side, SO-239
connector for coaxial feed. 
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Model #
MFJ-7710
MFJ-7725
MFJ-7735
MFJ-7707
MFJ-7748
MFJ-7714
MFJ-7715
MFJ-7712
MFJ-7764
MFJ-7763
MFJ-7762

Description
3/8-24 to PL-259 Adaptor
3.8-24 Quick Connector for hamsticks
3/8-24 Fold over adaptor for hamsticks, others
3/8-24 to NMO Adaptor
SO-239 to 3/8-24 Female Adaptor
3/8-24 Chassis mount with insulating washer
3/8-24 male, .20” hole whip ferrule, hamsticks. 
3/8-24 male, .10” hole whip ferrule, hamsticks.
3/8-24 HD barrel SS spring, 4” Length, for 60” antennas
3/8-24 SS spring, 3” Length, for 60” antennas
3/8-24 SS spring, 2” Length, for 24” antennas

A B C D E F G H I J K

RuffRiderTM Mounts
feature extra-wide 4”
lip and large reinforc-
ing tabs on each side
to safely distribute load
over your vehicle’s lip.
Rotates 360O to allow
you to put your anten-
na in every possible
configuration. 2 large
set screws on each
end locks your mount into place.
Rubber guard protect. Secure large
VHF/UHF and medium HF antennas.
10’ of low loss coax with PL-259.  Two
size Allen wrenches included.

Deluxe Trunk/Hatch-back Lip Mounts
MFJ-348 are like MFJ-345 but
are heavy-duty -- each has a
wide 3.3 inch lip and reinforc-
ing tabs on each side to safely
distribute large HF/VHF and
UHF antenna loads. 

MFJ-348S.
SO-239 connector.

MFJ-348T. HF style 3/8-24
threaded connector.

MFJ-348M.
NMO connector.

MFJ-345S
SO-239 

MFJ-345M
NMO

MFJ-345T
3/8-24

Deluxe Ruff-RiderTM

Mirror/Pipe Mounts attach
mirror, luggage rack or
spare tire carrier (up to
5/8” dia.).  Secure large
VHF/UHF/HF antennas
with PL-259.  2-axis of
rotation position antenna
to desired angle. 10’ coax with PL-259.
Allen wrenches included. 
MFJ-340S. SO-239. MFJ-340M. NMO. 

5” super strong magnet mounts with
17’ coax terminated with PL-259.
Choose SO-239 (BS) or NMO (BM) for
your VHF/UHF antennas or 3/8-24 (BT)
for your HF antennas.  All MFJ magnet
mounts are jet-black in color. 

3 super-strong 5” Magnets bolted to
a 1/4 inch triangular mount. 17’ coax
with PL-259. Caution: Heavy duty!

MFJ-343 3/8-24 hard mount
for HF antennas. Durable plastic,
rubber seal protects vehicle. Drill
small hole for SO-239 bottom. 

MFJ-333BS
SO-239 

MFJ-333BM
NMO

MFJ-341S. SO-239 ant., PL-259
rig. 17’ coax. MFJ-341SS. SO-239
ant., SMA radio. 3’ coax. MFJ-341M.
NMO ant., PL-259 rig. 17’ coax. 

MFJ 5” Mag w/Coax

MFJ Trunk/Hatchback Lip Mounts Mirror/Rack/Pipe Mounts

Triple Magnet Mount

GumDropTM 3/8-24 Mount

Trailer Hitch Mount

MFJ Hard Mount Coax

Balcony Antenna Mount

3-Inch Magnet Mount

GOLIATH

ULTIMATE
STRENGTH

Mini lip stainless
mounts,17’ coax/PL-259.
Rubber lip protect. MFJ-
346M (NMO). MFJ-346T (3/8-24).

MFJ-342T 3/8-24 threaded
HF antenna pipe/mirror mount
holds MFJ’s HF hamsticks
steady on your auto’s mirror,
luggage rack or other. Hard alu-

minum clamps can mount up to a 1”
pipe.  SO-239 with lock washer.

MFJ-342S, like 342T, but
has SO-239, includes 17’ coax
with PL-259.  Mount to 1” pipe.

MFJ-344, like 342T, but
vertical for 3/8-24 HF anten-
nas. Mount up to a 1” pipe. 

Deluxe Mirror/Pipe Mount

Vice Grip 3/8-24 Mount

License Plate Mount

Truck Bed Mount

Mini Trunk Lip Mounts

A. MFJ-7720.
Screw-on SO-239
chrome plate.

B. MFJ-7756,
$5.95. Screw-on
NMO, PVC, black.

C. MFJ-7758.
5-pack,push-on SO-
239/N, vinyl, black.

D. MFJ-7750. Push-
on N/SO-239, black
PVC, retaining strap.

A

B

C

D

3” black magnets with 17’ coax with
PL-259. SO-239 (BS) or NMO (BM). 

MFJ-2820
mounts behind
your license
plate. Sturdy
mount for HF/
VHF/UHF
antennas. Holes for 3/8-24 HF or SO-
239/NMO VHF/UHF antennas. Braced
stainless steel construction. Antenna is
offset so it does not block license plate.
Ground wire holes.  Check local laws.

MFJ-2822 slides into trailer
hitch slot and a bolt locks it in
place. Holds large
HF/VHF/UHF antennas.
Heavy-duty aluminum
construction. SO-239 for
VHF/UHF and a 3/8-24 thread for HF
antennas.  No height restrictions.
Mounts at the lowest point on your vehi-
cle. 2Wx2Hx101/4D inches.

MFJ-335BS
SO-239

MFJ-335BT
3/8 - 24

For HF sticks

MFJ-335BM
NMO

MFJ-336S
SO-239

MFJ-336M
NMO

MFJ-336T
3/8x24 
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MFJ-349 is a 5Wx5Dx
1H” by .120 thick alu-
minum bracket to mount
antennas in a triangle of
your truck bed. 3/8-24,
SO-239 and NMO con-
nectors. Use with MFJ-
341S (SO-239), MFJ-
341M (NMO) or MFJ-343 to complete.  


