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MFJ 2M/6M/10Meter Antennas
300 Watt 5/8 wave

ground plane base
antenna for 2 Meters
gives you the maxi-
mum possible calcu-
lated gain of any sin-
gle element antenna.
Other 5/8 waves can’t
work any better -- no

matter how much they cost. Shunt-fed
matching network gives lowest possible
SWR over entire 2M band. It also
bleeds off unwanted static. 

MFJ’s RapidTuneRadiatorTM helps
with quick accurate tuning.  Ceramic
insulator gives low RF loss. Result?
Maximum power is achieved.  

Easy installation. Use any 1-11/2”

mast, (not included) with single U-bolt. 
Strong lightweight aluminum con-

struction, famous MFJ No MatterWhatTM

limited warranty. 
MFJ-1750.
2-Meter 5/8 Wave.
MFJ-1752.
Like MFJ-1750 but covers 220 MHz,

5/8 Wave.

MFJ-1754 is a Dual band 144/440 ground
plane antenna. Small, lightweight and super easy
to mount to any 1-11/2” mast, with a single includ-
ed U-bolt -- you’ll have it up and operating any-
where in just minutes.  Great for backpacking.
Extra long range on 440 MHz with high gain
halfwave over quarter wave antenna and solid

1/4 wave performance on 2M. Ground plane is sloped to give
low SWR across both bands and minimizes feedline radiation.  

MFJ-1740 is an improved 300 Watt 1/4 Wave
Ground Plane for 2 Meters that’ll bring up
repeaters as well as or better than any 1/4 wave
ground plane -- even if it costs twice as much.
Minimizes feedline radiation for more useful radi-
ated power, reduced TVI and noise pickup by the
coax shield. MFJ’s Fast-Tune-RadiatorTM makes

tuning to your favorite part of the band a snap.  Hardware
included.  Easy to install on 11/2” mast.  Cut for 220/440 MHz.  

MFJ-1764 is a stacked 5/8 wave radiator that
gives more than twice the gain of a single 5/8 wave
radiator!  Wide 10 MHz 2:1 SWR bandwidth, excel-
lent ferrite choke balun feedline decoupling, shunt
choke for bleeding off un-wanted static, lightweight
aluminum. On 6M it’s a full 1/2wave centerfed.
Mount to 1-11/2” mast.  MFJ-1766. 2 MFJ-1764
phased antennas. MFJ-1765. Phasing cable set.

MFJ-1763 is set up or taken down in seconds!
Elements screw into the boom.  Center mount to
use vertically on FM or horizontally for SSB.
Compact boom gives calculated gain within 1 dB of
a 4-element Yagi with a boom nearly twice as long.
Extra thick elements maintain high gain and direc-

tivity over virtually the whole 2-Meter band. Ferrite choke balun
gives excellent feedline decoupling. 2 lbs.  U-bolt included. 

MFJ-1760 gives you a whopping 8 dBi
gain on 2-Meters and 6 dBi gain on 440
MHz.  3-elements on 2M and 5-elements
on 440 MHz. Only one feedline for true
dual band performance. Point in direction
of your QSO for more direction of output
power. Reduces interference and increas-

es signal strength. 17 dB front-to-back ratio on 2-Meters
and 10 dB on 440 MHz. 500 Watts.  45” boom, 2 pounds.

MFJ-1768 is 7 elements on 440 MHz
and 4 elements on 2-Meters. Exclusive
dual band balanced feed with Ferrite
ChokeTM decoupling prevents pattern skew-
ing-- gives low SWR.  1/4” diameter driver

elements give wide bandwidth. National Bureau of
Standards design optimized for maximum gain, clean sym-
metrical pattern.   Mounts vertically for FM/Packet or hori-
zontally for SSB with U-bolt on 1-11/2” mast. 5’ boom, 2 lbs.  

MFJ 2-Meter wide-band Yagi, 144-148 MHz
MFJ-1852 versatile six-element 2-Meter band Spanner Yagi delivers 10-dBi gain with a 20-dB

front-to-back ratio. Rock bottom SWR. Whether working weak-signal CW, SSB, digital, satel-
lites, or FM, you'll appreciate MFJ-1852's small size, light-weight (3.5 lbs.), and stealthy good
looks. No power robbing matching network or finicky tuning adjustments, CAD optimized for full-
band operation using the latest advanced algorithms.  Great for home QTH but it’s perfect for
vacations, emergency shelters, field day camp, and rover excursions. 57” boom, longest ele-
ment of 41”. 600 Watts.  SO-239 feedpoint. It’s the perfect antenna for home and adventures!

Heavy duty fiberglass radomes and
overlapping shells,  stainless steel
hardware and waterproof joints elimi-
nate moisture/pollution. 

MFJ-1526. 144/440 MHz
Base/Repeater Antenna. 8.3 dB-2M,
11.7 dB- 440 MHz. 17’. 200W.

MFJ-1526N. “N” connector. 
MFJ-1524. 144/440 MHz. 10 ft.  6.5

dB gain-2M, 9dB gain-440 MHz. 200W. 
MFJ-1521. 4.5 feet tall but has 3dB-

2M, 5.5dB-440 MHz.  200W. 
MFJ-1522. 5.5 ft. 4.5 dB gain-2

Meters, 7.2 dB-440 MHz. 200W. 
MFJ-1516. 2 Meter Base/ Re-peater.

7.8 dB gain-2M. 15ft.200W. 
MFJ-1536. Tribander. 2 dB-6M, 6

dB-2M, and 8 dB gain-440 MHz. 8.2
feet. 200W. 

MFJ-1538. QuadBand. Covers
6M/144/220/440 MHz with gain. 

MFJ-1532N. Pulsar VHF/UHF and
1.2 GHz TriBanderTM 4.5 dB gain-
2M, 8.3-440 MHz, and 11.7 dB-
1.2 GHz. 51/2 ft.  N-type. 200W. 

MFJ 6-Meters 10/15 Meters
MFJ-1896 6-Meter
Moxon  has low SWR
and broad cardioid
pattern with 5.5-dBi forward gain,
high front-to-back ratio. 7 feet on
34” boom with turning radius of
under 4’. 5 lbs. Great for mountain-
topping and rover adventures!

MFJ-1762 is a light-
weight 6 Meter Yagi
that will quadruple
your effective radiat-

ed power over a 1/2 wave dipole.  6’
boom, 3-elements. 2 lbs. 300W PEP
SSB. Mount vertical or horizontal.  
MFJ-1756 is an
Omni-directional
low-angle vertical.
55” strong radiator
and four 60” radials.
Rugged adjustable air-insulated
matching stub lets you obtain a near
perfect 1:1 SWR. Mount to 1-11/2”
mast with included U-bolt.
Lightweight and truly portable. 

MFJ-1890 is a
rugged close-
spaced 2-ele-

ment 10M Yagi. 12’ on a light-
weight 50” boom. 8 lbs. Clean car-
dioid pattern with 3.3 dBd forward
gain, 30 dB front-to-back. Mount
using TV hardware. SO-239. 
MFJ-1895. 15M. 16’ spread on 67”
boom. 3.3 dBd gain. 10 lbs. 

MFJ-1790 (left) 10M 11’ ver-
tical has a super low angle
of radiation to focus your
signal where you want it --
reduces QRM/Noise. Gives
great DX! Two 6’ aluminum
radials. 3 lbs.  28.0-29.7
MHz,300W PEP SSB.  
MFJ-1410T, right. Super
10M mobile gives plenty of
punch and gain for rough
mobile ops. Explore DX
from your car! 53” stainless-
steel radiator. Low SWR,

300W PEP SSB. 3/8-24 connector.  

MFJ PulsarsTM

Handles
1 kW Handles

1kW!



The World Leader in Ham Radio Accessories!                                37

MFJ-1868 is an ultra wide-band antenna that
receives 25-1300 MHz. Perfect for scanner enthu-
siasts and ham radio operators alike. Transmits
50-1300 MHz. Handles 200 Watts. Ideal for 6/2/11/4

Meters, 70/33/23 CM ham bands. Test various
transmitters on a single coax. Includes SO-239

connector, 50 feet coaxial line, stainless steel elements and
mounting hardware. 

MFJ-1866 is like MFJ-1868, but only transmits from
144 to 1290 MHz.  

Coax and hardware is not included. 

MFJ Discone Antenna receives 25-1300 MHz, transmits 50-1300 MHz

MFJ “HF Stick” mini-Dipole Mount
MFJ-347 lets you build your own 80-6M mini-dipole

using two HF mobile whips! Mast mount to 11/4” OD.
Super heavy-duty solid aluminum construction.
Exclusive, isolated dipole elements let you insert
balun or coil up coax to isolate feedline. True balanced
dipole prevents RF on coaxial shield, eliminates pattern dis-
tortion, reduces noise pickup and RFI radiation and pro-
vides deep dipole end-nulls for nulling out interference. 

Use these inexpensive, light-
weight, isolated mini-dipoles when
space is limited for temporary or
permanent installations. Rotate to
null QRM/noise and to focus your
signal. Includes two HF sticks of
your choice and mini-dipole mount.

Single-band Rotatable mini-Dipoles

Portable Tripods
Black steel base forms strong

braced equilateral triangles on a
side. Non-skid feet, strong, mast
locks. 

MFJ-1919, holds 100 lbs of
antenna steady.Extends a whop-
ping 7.8 feet. Base extends up to
4.8 sq. ft. 1.4” dia. mast accepts
most U-bolts. Collapses to 54” by
6” diameter.  93/4 lbs. 

MFJ-1919EX. Tripod plus fiber-
glass mast with Quick-ClampsTM.
18’ ext. 5’ collapsed. 1/8” wall,
3/4” dia. top, 11/2” dia. bottom.

15lbs. 

MFJ-1918, holds 66 lbs.
of antenna steady.
6’extended. 1” dia. 38”
collapsed, 4”dia. 63/4

lbs.

MFJ-1918EX. Adds
fiberglass mast,
extends 91/2’,
Quick-ClampsTM.
3.8 ft. collapsed.

3/4”top, 1” bot-
tom. 6.5 lbs.

MFJ-2299 is a rugged continuous-
ly adjustable stainless-steel dipole
that covers FM broadcast band thru
20M. Sets up quickly and makes a
great temporary antenna for apart-
ments, motels, RVs, and other
adventures.  Great for field day!  

Full-size 1/2 Wave element deliv-
ers high-efficiency you need to work
QRP, DX or monitor distant short-
wave broadcasts from any location.
Frequency coverage is continuous.
Optimum length may deviate slightly
depending upon factors such as

height
above
ground,
proximity to
nearby
objects, etc. Adjust for lower SWR. 

MFJ-2299 is MFJ-347 dipole
mount and two MFJ-1979 17’ stain-
less-steel telescopic whips. 3/8x24
studs, collapsible to 27 inches. 

Super quick and easy to put
together.  Just screw the bracket
onto your mounting pole, screw in
the whips and add your coax! 

20M to FM Broadcast Multiband
Portable Telescopic Dipole Antenna

BigEAR TM 8-Band Portable Dipole Big Stick 8-Band
Vertical Antenna

For Top Portable Performance,
Carry a "Big Stick"! MFJ-2286 is
a rugged 17’ stainless-steel whip
paired with an adjustable high-Q
air-wound coil. You get true back-
pack portability. Antenna is 18’
fully extended but breaks down
quickly to 28” in seconds. 

It’s Light Weight! Just over 2
lbs., you'll hardly know it’s there!
Has MFJ-342T pipe mount --
quickly and easily mounts to a
1/4 or 1/2” pipe or mast.  SO-239
with lock washer feeds coax
underneath the 3/8-24 connector.  

Tapped loading coil covers 7.0-
55.0 MHz without gaps. Great for
Ham Bands and outstanding for
image-free shortwave broadcast!    

Counterpoise kit included:
Ensures low SWR, high efficien-
cy, maximum site safety. Handles
1 KW. 
BigStickTM is for Ham

radio operators on the
go and hungry for the
great QSO anywhere,
anytime!
MFJ-2286PKG.
BigStickTM, carry bag
and 25 feet coax. 

The secret lies in the incredibly
strong and weather-resistant stain-
less-steel telescopic whips -- a 34’
span, 2X the length of others. 

Add a robust 45-degree center
block and our unique Hi-Q matching
system and you have a “pair of ears”
that digs out the weak ones. 

34’ of signal-radiation available --
you won’t be handicapped by power-
robbing losses of loading coils.  

Get consistent performance and
max RFI protection because our lab-
rated Guanella Balun is built right
into the feed assembly. Proven to be

highly effec-
tive across the full tuning range.  

Heavy-duty components keep it
up.  1kW PEP power.  Sturdy alu-
minum and stainless-steel. Includes
U-bolt for up to 13/4” masts.

7.0 - 55.0 MHz!!!

with MFJ-2289!

34’ of Radiating Elements!If
you’re
headed for
the hills or off
to the shore,
MFJ’s BigEARTM

portable is tough, sim-
ple and really gets out!

Efficiency is the key to
launching a big signal in remote
areas and MFJ’s BigEARTM does it
so well you might forget you just
left the hamshack! 

BigEARTM closeup

Quick “no

tool” thumb

screw mount

Your Choice:
MFJ-2275 - 75M 
MFJ-2260 - 60M 
MFJ-2240 - 40M
MFJ-2230 - 30M
MFJ-2220 - 20M
MFJ-2217 - 17M
MFJ-2215 - 15M
MFJ-2210 - 10M
MFJ-2212 - 12M
MFJ-2206 -   6M

MFJ-6204.
BigEARTM

Carry Bag,
5Wx7H x42L” packs big ear and tri-
pod/ mast to the field.  Burlap
padding, snaps, zipper, protection
pockets, carry handle and  strap. 
MFJ-2289PKG. BigEarTM,
tripod/mast, carry bag combination.
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You’ll hardly see this mini
14’ rotatable dipole!

Tiny 7’ turning radius fits on
smallest roofs -- perfect for
apartments and condos.

MFJ-1775 is inconspicuous
and low profile -- not much bigger
than a TV antenna and easily
turned by a lightweight TV rotator.  

It’s no Wimp! Directivity re-
duces QRM/noise, lets you focus
your signal in the direction you
want -- work some real DX.

Operate 40/20/15/10/6 and 2
Meters -- and run a full 1500
Watts SSB/CW on all HF bands!  

Features automatic
band switching and uses
highly efficient end-loading
with its entire length radiat-
ing.  It’s ham radio’s most

versatile rotatable dipole!
Each HF band uses a sepa-

rate, efficient end-loading coil
wound on fiberglass with TeflonTM

wire, and capacitance hats at
each end (no lossy traps).  6/2M
are full-length halfwave dipoles.  

Incredibly strong solid rod
fiberglass center insulator and
6063 T-6 aircraft strength radia-
tor. Assembles in an afternoon.
Adjusting one bands has little
effect on other bands. 
MFJ-1775W. WARC band ver-
sion, 12/17/30/60M only. 

½ Wave, 6/9 Band Rotatable Mini-Dipole
Low profile 14 feet . . .7 ft. turning radius . . . 40, 20, 15, 10, 6, 2 Meters
. . . 1500 Watts . . . Directivity focuses signal, reduces QRM/noise . . . 

MFJ-1775

6-Bands: 40,
20, 15, 10, 6, 2

MFJ-1789

9-Bands: 40/30/
20/17/15/10/6/2

Coax Center Insulator
MFJ-16B01.
Built-in SO-239, super

strong, UV resistant, custom injection
molded, hang hole for inverted vees,
wire tie points, lightweight. 

Center Insulator for
Dipole Antennas

MFJ-16G01. Strong,
UV resistant, custom

injection molded, hang-
hole,multi-band dipole

ends. Use 1/4 or 3/8’ diam. coax.
End Insulator for Multi-Band 

Dipole Antennas 
MFJ-16H02. Two for multiband
doublets. 7”, (178 mm). Heavily
serrated end insulators with 5/16”
holes. Aluminum tube inserts in
end holes for max loads.

MFJ Glazed Ceramic
Center/End Insulator

MFJ-16C01 each.  
MFJ-16C06 Six Pack. 
Authentic glazed ceramic insu-

lator is extra-strong -- won’t break
with long antennas, won’t arc over
or melt even under full legal limit.

Molded ridges give extra-long path to
prevent high-voltage breakdown. 5/16”
wire holes prevent wire damage. Use
as center or end insulator for dipoles,
doublets, G5RVs, guy wires, vees.

Ladder Line Center Insulator
MFJ-16D01.
Fiber-glass, 450
Ohm ladder line
center insulator.
Double weave
ladder line stress-relief.  Strong
wire tie points. Hang hole for
inverted vees. 
Ladder Line Middle Insulator

MFJ-16F01. Fiberglass
ladder line middle insulator.
High-strength SO-239 coax
connect at midpoint. Quad-
ruple weave-thru ladder line
stress relief.
LadderLine End Insulator
MFJ-16E01. Strong fiber-
glass, 450 Ohm coax con-
nect. Double weave.

WARC Band Version

Now Available!
MFJ-1785 lets

you operate the
low bands on 80,
40, and 20
Meters with a

true rotatable dipole that’ll blend in with the sky! 
Take advantage of the excellent propagation of

the low bands during the low sunspot cycle.
Focus your signal in your desired direction so

you can work some real DX!  Small, low profile.
Entire antenna length is used on all three bands.

The MFJ-1785 is constructed of 6063 T-6 aircraft
strength aluminum tubing with a solid center fiber-
glass insulator and handles 1500 Watts SSB/CW.  

The 80 and 40 meter end-loading coils are
wound on fiberglass forms with TeflonTM wire, and
resonated with capacitance hats to ensure an
extremely low-loss structure.  

Balun included!  33 feet wide.  
Requires medium-duty rotator like AR-40.

MFJ 80/40/20M
Rotatable Dipole
A full legal limit efficient 80, 40, and 20-meter

antenna that is shorter than a 20-meter dipole…

MFJ 20/15/10/6 Meter Rotatable Dipole
Full-size high-effiency 26’, 20/15/10/6M full

legal limit rotatable dipole is super low-profile
-- almost invisible from across the street!  13’
turning radius, tiny 9 lb. weight fits on small
roofs, apartments and condos -- easily turned
by a lightweight rotator like Hy-Gain’s(R) AR-303/500. Mount in the attic for
antenna restrictions. It’s no wimp! Bi-directional pattern reduces QRM/noise
while maximizing your signal in the directions that you want -- work some
real DX!  1500 Watts SSB/CW.  MFJ-1761. 6-Meter add-on kit.

Build your own wire antenna with these special MFJ parts . . . 

Tripod Anchor Foot Braces

Hold
your tri-
pod extra
sturdy
with these
stainless steel anchor
foot braces. 3-pack,
stainless hardware fits MFJ or others.
Ground secure with two spikes (not
included.). For high winds or unlevel
ground. Fits tripod leg up to 11/2”dia. 

MFJ-1905 Use this super heavy-duty MFJ-
1921 antenna mast tripod to hold
masts 1.25 up to 2.5” diameter.
Adjustable thumb screws have
protective tips. Huge 8’ diameter
is great for holding massive
antennas or big masts sturdy,
safely. Base minimum height is
50”, set to maximum at 78”.  

Each leg has independent
height adjustment 0-18” with
thumbscrew and locking pin

-- prevents slipping -- use on
uneven ground surfaces.
Non-skid rubber feet, can
use anchor foot braces. 

Frame is black 13/8”
super strong steel pipes.
Collapses fast and easily
set up in minutes.
Weighs just 14 lbs.
7Wx69Hx7D inches.
14 lbs. -- true
portability.

5.5 ft. Heavy-Duty Antenna Mast Tripod

Mast not
included. 

New!

Adjustable
and lock-
ing tele-
scopic legs

MFJ Glazed Ceramic Egg Insulator
MFJ-16A01 each.  
MFJ-16A06 Six Pack.  
Authentic glazed ceramic
egg insulator, 7/16” holes,

9/64 dia. by 21/8 length.  High power,
will not melt like plastic ones do. 

MFJ Pipe-to-Pipe Mast Kit
MFJ-1909 allows mounting of ver-
tical antenna or mast to tripods
(MFJ-1919/1918). Includes 8
heavy-duty extruded alumini-
um clamps and stainless
steel hardware.  Fits mast
pipe from 1 to 2 inches in
diameter. 

MFJ-1769



MFJ Telescopic Fiberglass Masts

This is a super-strong
heavy duty telescoping
MAST, not a flimsy pole!
Made of .125” thick wall
fiberglass tubing.  Support
“real” weight including
small yagis, verticals, loops, full-size dipoles, more. 

Standard models and H models have 2-inch OD bot-
tom sections and a 3/4” top section.

HD models are extra heavy-duty, they have 21/2” OD
bottom and 1” OD top sections.  Standard model is sup-
plied with stainless steel hose clamps.  H and HD come
with military quality UV protected QuickClampsTM.

MFJ-1906/MFJ-1906H. 33 feet extended, 6 ft. col-
lapsed, six 6-ft. sections, 13 lbs. 

MFJ-1908/MFJ-1908H. 41 feet extended, 7.75-ft.
collapsed, six 7.75-ft. sect.,16 lbs. 

MFJ-1908HD. 48’ ext., 7.75’ collapsed, 21/2”OD
bottom, 1”OD top, seven 7.75-ft. sect.,24 lbs.

MFJ-1906HD. 38’ ext., 6’ collapsed,  21/2”OD bot-
tom, 1”OD top, seven 6’ sect., 24 lbs.  

MFJ-1904HD. 25’ ext., 4’ collapsed, 21/2” OD bot-
tom, 1” OD top, seven 4 ft. sect., 14 lbs.

MFJ-1904H. 22’ ext., 5’ collapsed, 9 lbs.  
MFJ-1902H. 10’ extended, 38” collapsed, weighs

5 lbs., true portability!
MFJ-1900. Mast base mount. See left.
MFJ-13. Set of 5 QuickClampsTM. Fits 1/2”-2” OD.

Use with fiberglass or aluminum masts.
MFJ-13HD,. Extra clamps, 1/2-21/2” OD. 

Super-Strong Fiberglass Mast
-- Select 10, 22, 33 or 43Feet!

Left: Stainless Steel
Hose Clamps (use
nut/screwdriver).

Fiberglass is slotted.
Right: Military UV

protected Quick-
Clamps. Guy 2

levels when fully 

Antenna Balun/Unun, Center Insulators & RF Isolators

extended.

MFJ Hi-Permeability Ferrite Bead Baluns
Choose from 1:1, 4:1 or 9:1 baluns . . . 

True Current Balun/Center Insulator
forces equal antenna currents in
dipoles for superior performance.
Reduces coax feedline radiation and

field pattern distortion -- your signal goes
where you want it!  Reduces TVI, RFI and RF
hot spots in your shack.  MFJ 1:1 baluns use
hi-permeability ferrite beads on high-quality
RG-303 Teflon(R) coax. 4:1 and 9:1 baluns use

RG-58 coax.  Handles 1.5 kW, 1.8-54 MHz.  Has Teflon(R) connec-
tors, stainless hardware with direct 14-gauge stranded copper wire
connector to antenna.  1:1, 4:1 or 9:1 for dipole antenna uses. 

For Center-fed Dipoles . . . 
Made of heavy-duty weather protected PVC with Teflon(R)

SO-239 connector, stainless steel eye bolts. 
MFJ-918. 1:1 balun. 2” diameter by 6 inches length. 
MFJ-2919. 4:1 balun, 2” diameter by 11 inches length. 
MFJ-2920. 9:1 Bead balun, 1.8-30 MHz, 1.5 kW.

For portable uses . . .
Made of heavy-duty weather protected PVC. Pair of red

and black 5-way binding posts and Teflon(R) SO-239. 
MFJ-918BP. 1:1 balun, 2”dia.x6” long. 
MFJ-2919BP. 4:1 balun, 31/2x31/2”

MFJ-2920BP. 9:1,binding posts. 
For Wall mount uses . . .

ABS weather-proof cover with mount-
ing bracket for tower, mast or wall.
7Wx3Hx53/8D in. Teflon(R)

SO-239 input and binding post outputs. 
MFJ-918WM. 1:1 Balun.
MFJ-2919WM. 4:1 Balun.
MFJ-2920WM. 9:1 Balun.

True 4:1 Current Balun/Center Insulators
MFJ-913/MFJ-919 are true
current baluns/ antenna center
insulators that transform 200
ohms to 50 ohms.

Transmission Line Transformer construc-
tion using 100 ohm characteristic imped-
ance transmission line gives flat 160-10
Meter response.  Low permeability ferrite
cores, SO-239, stainless steel hardware

with direct 14 gauge stranded copper
wire connection to antenna.  Heavy
duty weather housing. MFJ-913 han-
dles 300 Watts and is
41/2”Hx2 inches in diameter. 

MFJ-919 handles 1500
Watts, 31/2W x31/2H x21/2D”. 

MFJ-915 RF Isolator 
Stop RF from traveling on coax lines

MFJ-915 RF Isolator prevents
unwanted RF from traveling on the out-
side of your coax shield into your
expensive transceiver.  This unwanted

stray RF can cause painful RF “bites” when you
touch your microphone or volume control, cause
your display or settings to go crazy, lock up your
transceiver or even turn off your power supply.  In
mobile installations, stray RF can be even more

drastic and harmful -- it could cause your car to do funny
things or even (tragically) blow your automobile’s com-
puter system.  Clear up these problems, plug an MFJ-
915 RF Isolator between your antenna and transceiver
and then relax.  Heavy-duty weather protected PVC is
just 5”Wx2” diameter. Handles 1.5 kW, 1.8-30 MHz.  

MFJ-913

MFJ-919

MFJ-915

MFJ-918

MFJ-918BP

Pull out each section, twist to lock.  Portable,
temporary telescopic fiberglass masts extend to
the sky!  Select from 20 to 43 feet, 5 models.   

Each mast collapses for true portability. Fiber-
glass masts are also super lightweight and with
high strength. Weight is not a factor -- the largest
mast, MFJ-1917 weighs just 7.7 lbs. Twist and
Lock sections allow quick pull-up and take-down. 

Use while traveling, camping, hotels, hamfests,
field day, DX-peditions.  MFJ-1917, thelargest
mast can be used for a full-time permanent wire
installation or small, lightweight beam or vertical.

Put up a full-size inverted Vee, dipole or verti-
cal in minutes. Get full size performance and the
height you need to QSO with anyone, anywhere.

Use multiple telescopic masts to construct
other types of antennas like loops, quads, rotat-
able dipoles even beams.  The ideas are endless!
A. MFJ-1910. 33 ft., light duty use, top tie ring.
B. MFJ-1911. 20’, light dutyuse, top tie ring.  
B. MFJ-1913. 28’, light duty use, top tie ring.
C. MFJ-1915. 25 ft., for heavy duty use. 
C. MFJ-1916. 34 ft., for heavy duty use. 
C. MFJ-1917. 43 ft., heavy duty, top tie ring. 

Lightweight Telescopic
Portable Masts -- 20-43 feet!

MFJ-1904H
21 Feet

MFJ-1904HD
24 Feet

MFJ-1906H
33 Feet

MFJ-1906HD
38 Feet

MFJ-1908H
41 Feet

MFJ-1908HD
48 Feet

1910
1911
1913
1915
1916
1917

33 ft.
20 ft.
28 ft.
25 ft.
34 ft.
43 ft.

3.75ft
3.83ft
3.83ft
4.79ft
4.79ft
4.79ft

.100

.877

.333
1.02
.686
.160

1.750
1.830
1.830
2.165
2.165
2.165

.057

.080

.080

.096

.096

.096

.032

.050

.032

.050

.050

.038

10
6
8
6
8
10

3.3
3.6
4.4
6.8
7.5
7.7

Model
No. 

MFJ-

Max
Height

Coll-
apsed

Length

Top
Dia.

Inches

Bot
Dia.

Inches

Bot
Thick
Inches

Top
Thick
Inches

No of 
sections

Total

Weight
in 

lbs.

A B C

M
FJ

M
FJ

F
I
G
U
R
E

A
B
B
C
C
C

MFJ-918WM
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MFJ-1779A

265 ft., 160M

MFJ-1779B

135 ft.,80-40M

MFJ-1779C

35 ft., 20-6M

Ultra high quality center-fed dipoles
give trouble-free operation.  Custom
injection-molded UV-resistant center in-
sulator, built-in SO239, hanghole. Heav-
y duty 7-strand, 14-gauge hard copper
wire. Extremely strong solderless
crimped construction.  Authentic glazed
ceramic end insulators.  Use as hori-
zontal, sloping dipole or inverted vee.
1.5 kW.  Cut to length with cutting chart.

MFJ All-Band G5RV Antennas
Operate all bands through 10 Meters, even 160 Meters, with a single wire antenna!

Folded Dipole Portable Antennas 

MFJ-17758

80/40M

80/40 Meter 
Dipole Antenna

40/20 Meter Dipole Antenna
MFJ-17754.  Like MFJ-17758, 42’

40/20M dipole. Full-size 20M, ultra-effi-
cient end-loading on 40M.

MFJ-17754

40/20M

MFJ’s famous
G5RV antenna is
the most popular

antenna in the
world! Strong signals
from G5RVs day or
night, 24/7.

And no wonder . .
. it’s an efficient, all

band antenna that’s only
102 feet long -- shorter than an 80M
dipole. 32.5 ft. ladder line matching
section ends in an SO-239 for feedline.

Use as Inverted Vee or Sloper, and
it’s more compact and just one support. 

With an antenna tuner operate all
bands 80 Meters through 10 Meters
and even 160 Meters with an antenna
tuner and a ground.  

MFJ’s fully assembled G5RV han-
dles 1500 Watts.  Hang and PlayTM --
add coax, some rope to hang and
you’re on the air!

MFJ-1778M. Half-size, 52 foot
G5RV JUNIOR covers 40-10 Meters
with tuner. Handles 1500 Watts. 

MFJ All Band Doublet
102 foot all band
doublet antenna
covers 160-6M
with a balanced
line tuner.  Super
strong custom
fiberglass center
insulator provides
stress relief for
ladder line (100 ft.
included). Ceramic end insulators.
Handles 1500 Watts.

MFJ-1777

MFJ-17758.
Short 95 ft. long dual band 80/40
Meter dipole antenna is full-size 40M,
ultra-efficient end-loading on 80M. 1.5
kW. Super-strong injection-molded cen-
ter insulator, built-in SO239, hanghole.
Solderless, crimped construction. 7-
strand, #14 ga. hard copper wire.Conn-
ect coax directly, no tuner needed. 

MFJ Single Band Dipole Antennas Dual Band HF Dipole Antennas

90’, 20M Ext-
ended Double
Zepp gets a
Whopping 3 dB
gain -- doubles
your power! 80-
10M with tuner.
100’ ladder line, glazed ceram-
ic end insulators, ladder line stress
relief fiberglass center insulator, 7-
strand, #14 ga. hard copper wire.
1500W. Requires tuner/balun.  

20 Meter Extended Double Zepp

High 
perform-
ance, no com-
promise End-

fed Zepp. Use
when center feed is
not possible or desirable. 125’ long,
includes 100 feet ladder line. Strong
fiberglass insulator provides  ladder line
stress relief.  Glazed ceramic end insu-
lator. 1500 Watts. Requires balanced
line antenna tuner or tuner/balun.

80M End-Fed Zepp
MFJ-1748

Single band, light-
weight, portable
folded dipoles.
Low SWR, direct
coax feed, 200 W. 

MFJ-1742

MFJ Compression
Ceramic Insulators

Model

17AO1
17B01
17C01

Cable dia.

1/4”
5/8”
3/4”

Hole dia.

.256”

.630”

.787”

Height

2.32”
3.50”
4.25”

Diam.

1.61”
2.52”
2.87”

Force-lbs

N/A

10,000

12,000

MFJ-17B01

MFJ-17C01

Perfect for MFJ Rigs! MFJ-1774B (40M);
MFJ-1773B (30M);  MFJ-1772B (20M);
MFJ-1771B (17M);  MFJ-1770B (15M);
MFJ-1770C (10M); MFJ-1776B (6M); 

MFJ-
17A01

Aluminum or Fiberglass 
Mast Guy Rings

Fits standard aluminum, fiberglass
tubing from 3/4”-11/4” dia. OD.  Strong
aircraft grade aluminum is 1/8” thick
and 21/2” OD.  Fiberglass are 1/8”
thick FR4. Five 3/8” holes punched

for 3 or 4 point guy lines.  Holes are chamfered
which provides for a smooth surface for guy line
connection.  Buy aluminum-type, MFJ-2830A/B/
C, or set-of-3, MFJ-2830X. Buy fiberglass-type,
MFJ-2840A/B/C or a set-of-3, MFJ-2840X.

Model#         Type                            Description
MFJ-2830A Single        23/4” OD alum. Guy ring for 3/4” tube.
MFJ-2830B       Single       23/4” OD aluminum Guy ring for 1” tube. 
MFJ-2830C       Single        23/4” OD alum. Guy ring for 11/4” tube. 
MFJ-2830X       3-Pack      Set of 3 alum. guy rings, has all 3 above. 
MFJ-2840A Single        23/4” OD fiberglass Guy ring, 3/4” tube.
MFJ-2840B       Single       23/4” OD fiberglass Guy ring for 1” tube.
MFJ-2840C       Single        23/4” OD fiberglass Guy ring, 11/4” tube.
MFJ-2840X       3-Pack      Set of 3 fiber guy rings, has all 3 above.

DELUXE Dipole Antenna Kit

MFJ-2774K is a deluxe dipole kit
that gives you all you need to build
several dipoles! 

Get three multi-purpose center insu-
lators, 100 feet of 1/8” nylon rope, cop-
per wire, two PL259 connectors, two
RG-58 reducers, SO-239 connector,
stainless steel screws and nuts, and
six ceramic insulators. 

Make G5RV, doublet or dipole
antennas. Center plates have pre-
punched holes to secure and relieve
the stress of your feedline weight. Use
ladder line or coaxial. Pre-punched
hole for SO-239 connector. 
Optional feedlines available below.

MFJ-18H050. 50’ 450 Ohms. 
MFJ-18H100. 100’ 450 Ohms. 
MFJ-5850. 50’ RG-58, PL259.
MFJ-58100. 100’RG58, PL259.
Other Coax, lengths available.

Dipole Center Insulators
A. MFJ-16D01.
Super strong
custom
punched fiber-
glass stress
relieving center

insulator for 450 Ohm ladder line.
B. MFJ-16D02. Feed line stress relieving
insulator has pre-punched holes to
secure, relieve stress of your feedline
weight.  Can be used with 450 Ohm lad-
der line or coax feedline. Pre-punched
holes for SO-239 connector.

MFJ-2774K

80-
10M

MFJ-1778

A B


