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MFJ End-Fed Zepp Antennas
2-elements, 2 dB gain . . .4-elements, 4.5 dB gain . . . Very Quiet . . . Handle 1500 Watts . . . 

Two and Four Element Arrays
Single band two half-wave element

collinear array gives you nearly 2 dB
gain -- about 150% power gain -- twice
the receiving capture area of a half-
wave dipole.  They have direct coax
feed and low SWR across the entire
band. 

The MFJ-64XX four half-wave ele-
ment collinear array gives you a whop-
ping 4.5 dB gain -- about 300% power
gain. You get four times the receiving
capture area of a half-wave dipole --
you’ll hear DX you’ve never heard
before!  They require a balanced line
tuner or a tuner with balun. 

Hang and PlayTM!
Virtually hang and playTM when you

receive them.  No cutting, soldering,
tuning, or trimming needed.  Follow
easy set-up instructions and you’re on-

the-air!
They are completely assembled and

include super strong custom fiberglass
center insulators, authentic glazed
ceramic end insulators, heavy duty 7-
strand, 14 gauge hard copper element
wire and an extremely strong, solder-
less, crimped construction. 

With larger capture area and power
gain, you’ll hear & work more DX than
ever before!  

A pair of these at right angles can
provide worldwide coverage. These
arrays radiate bi-directional perpendicu-
lar to the wire and handle full 1500
Watts and reduce noise up to three S-
units below verticals.  

Feedline and stub simply hangs
from antenna and is bent at the bottom
or pulled away at an angle to make it
convenient.
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1/2 Wave End-Fed Zepps 
When an end-fed is desirable or

when a center-fed is not possible or
convenient, hang and playTM end-fed
Zepps provide excellent no-compro-
mise performance.  The Zepp is a com-
pletely assembled single band half-
wave antenna. Designed for direct
coax feed and handles a full 1500
Watts with low SWR. Just follow easy
installation instructions -- no cutting,
soldering, tuning, or trimming. They
radiate in a wide broadside pattern.
Feedline/stub can be "bent" at bottom,
pulled away at an angle.  Super-strong
fiberglass feed point insulator, glazed
ceramic insulator, heavy-duty 7-strand,
14 gauge hard copper wire, strong sol-
derless crimped-construction.  Super-
strong custom fiberglass SO-239 mount
provides stress-relief for ladder line. 

COAX TO 
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SWITCH 

½ ë 

Hang & Play!

Yagi Boom-Mounted Balun
1:1 current-

choke balun
mounts on the
boom of your HF
or 6-Meter Yagi

to transition from
unbalanced (coax) to

the balanced driven element. Prevents
pattern distortion from imbalance, radi-
ation from outer surface of coax, ele-
ment de-tuning, RFI to consumer elec-
tronics and noise transfer to the rig’s
receiver. Toroid style transmission line
choke rated for maximum power on
SSB/CW delivers an impressive 35 dB
of thru-transmission (S21) common-
mode isolation.  Molded case, SO-239
connector. 51/2Wx2Hx3D in.

MFJ Wall-Mounted Balun
Mounts on

exterior wall
of your shack to
keep RF out of your
operating position

and away from internal
house wiring.  Prevents

electrical noise generated in your loca-
tion from migrating up to the feedpoint
and raising your radio’s noise floor.
Toroid-style transmission-line choke is
rated for maximum legal power on
SSB/CW. Delivers an impressive
30+dB of thru-transmission (S21) com-
mon-mode isolation on 80-10M.
Disconnect point for lightning protec-
tion.  Stainless hardware, rugged com-
ponents.  SO-239.  4Wx21/8Hx23/4D”.

MatchMakerTM Feed Network

Raise your
HF dipoles

high above ground for better DX with-
out losing that perfect 1:1 match!  This
center block transforms 75 Ohm loads
down to 50 Ohms. Has a superbly
effective 1:1 current balun for transition
from balanced element to coaxial line.
1.5kW PEP SSB/CW.  4Wx11/2Hx23/4D
inches.

MFJ-29100H. Transform 100 Ohms
to 50 Ohms. MFJ-29100H has the
same features as the MFJ-2975H.

MFJ-2912 MFJ-2975HMFJ-2911

1.5 kW
1.5 kW

MFJ W9INN Balun Box
Converts unbal-

anced coax to bal-
anced ladder trans-
mission line. Giant
2-core 4:1 balun
wound with Teflon(R)

wire.  31/4x21/4x7”.
Heavy duty ceramic
feed-thrus. 1500W
full legal limit.  SO-239.
Ground post, mount holes.  

Switchable 1:1 or 4:1
Current Balun/Unun

Switchable
1:1 or 4:1 cur-
rent balun/un-
un.Transmiss-
ion line transformer uses low-
permeability ferrite cores to
give amazingly flat response 1.8-30
MHz. Transforms 200/50 ohm balanced
or unbalanced loads to 50 ohms.
Ground post. 300W.  21/2Wx43/4Hx1D”.

True 4:1 Current
Balun/Unun

True 4:1 current balun/
unun transforms 200 ohm
balanced and unbalanced
loads to 50 ohms. True
transmission line trans-
former gives an amazingly
flat response 1.8-30 MHz.  2
low-permeability ferrite cores,
300 watts. Ground post.
21/2Wx43/4Hx1D inches.

MFJ-911H

MFJ-911

MFJ-912

MFJ-6115. 15 Meters, 23 feet horizontally,
10 feet vertically.
MFJ-6117. 17 Meters, 27 feet horizontally,
12 feet vertically.

MFJ-6120. 20 Meters, 35 feet horizontally,
16 feet vertically.
MFJ-6130. 30 Meters, 48 feet horizontally,
22 feet vertically.

MFJ-6140. 40 Meters, 68 feet horizontally,
30 feet vertically. 

Coax feedline not included.   

MFJ Plug & Play 1/2 Wave End-Fed Zepp, 5 models to choose from



80-10M End-Fed Half-waves 

• Full HF coverage, no tuner need-
ed on most frequencies.
• No long counterpoise, radials or
feedline required
• Rugged weather-resistant 50-Ohm
matching network
• Fast setup and takedown
• Easy storage/transport
• Stainless hardware, UV resist-
ant materials throughout

End-Fed Horizontal Wires
(EFHW) cover multiple bands without
traps, stubs, or resonators. 

End-fed radiators have the
unique quality of resonating on the
1/2-wave fundamental frequency plus
odd/even harmonics above! 

Broad-band matching trans-
former at feed point lets the entire HF
spectrum be yours! SWR is so low you
may never need a tuner. 

Get on the air! Just one high
center or end support -- installation is
fast for home, road, emergencies. 

EFHWs install virtually anywhere in

min-
utes! 

Comes with a rugged insulated-wire
radiator that prevents detuning when
contacting limbs/branches. "No-snag"
end insulator slides over branches and
through foliage without hang-ups. 

Toss your EFHW over a limb for
an inverted-V, raise far end high for a
powerful sloper, or even go vertical
with an inverted-L. Dark jacketed wire
is virtually invisible -- Don't let anten-
na restrictions keep you off the air!

It's no secret that
weather events are get-
ting stronger -- the
EFHW makes a great
emergency back-up for
your regular antenna. 

Power ratings are
in Watts PEP for
SSB/CW modes, with
50% or less transmit time
(ICAS). Each network
designed and tested to

ensure great performance in wide
range of operating conditions.

End-fed horizontal wire, an
EFHW, offers the perfect solution for a
wide range of ham activities. 

Whether QRP backpack, va-
cationing, or emcomm, use an anten-
na neighbors will never see, 

MFJs got an EFHW for you:
MFJ-1982LP. 30 Watts QRP, 80-10
Meters. 132 feet
MFJ-1984LP. 30 Watts QRP, 40-10
Meters. 66 feet.
MFJ-1982MP. 300 Watts Restricted
space, 80-10M, 132 ft.
MFJ-1984MP. 300 Watts Restricted
space, 40-10M, 66 ft. 
MFJ-1982HP. 800 Watts, high power,
80-10 Meters.  132 ft.
MFJ-1984HP. 800W, high power, 40-
10 Meters. 66 feet.

Cover all HF bands with one single wire and no tuner!

Typical SWR, MFJ-1984 LP
Band
80M
40M
30M
20M
17M
15M
12M
10M

Frequency/SWR
3.65 / 1.1
7.19 / 1.4
10.8 / 1.3
14.3 / 1.3
18.1 / 1.8
21.25 / 1.1
24.9 / 1.5
28.2 / 1.0

2:1 SWR Span
3.5-3.9

Full Band
Tuner Req
Full Band
Full Band
Full Band
Full Band
28.0-28.80

Antenna Wire

Tall Support

Insulator
Tie-offCoil

Coax
Ground

MFJ-1982HP

MFJ-2010 Ultra-LiteTM for
40/20/10/6M, 300 Watts PEP. 

Perfect for low-profile
portable and QRP operation.
Weighs less than two pounds
and pulls high in the air with
lightweight cord. 

Virtually invisible 66-foot
jacketed wire element delivers
up to 6-dBi gain on 40M, 9-
dBi on 20M, and a whopping
11.5-dBi gain on 10/6M! Long
leg 44.6, short 22.3 feet.

Day or night, there’s DX on
these bands. If you hear it,
you’ll work it -- even QRP!

MFJ-2013. Ultra-LiteTM 60/
30M. 300AW PEP SSB. 1/2
wave dipole ERP on 60M plus
up to 9-dBi of globe-spanning
gain on 30 Meters. Brings a
whole new meaning to 30-

MFJ UltraLiteTM and PowerLiteTM OCFD Wire Antennas
Delivers Amateur Radio’s most-interesting DX bands -- 40, 20, 10 & 6 Meters -- to your fingertips!

MFJ-2014 Power-LiteTM for
75/40M, 1.5 kW PEP CW/
SSB. Replace your old 75-M
dipole and add 40M cover-
age with up to 9-dBi of pow-
erhouse gain! Rugged 122’
long. Great for foreign broad-
cast and 7-MHz! Long leg is
90' 6", short leg (coil) is 30'. 

MFJ-2016. Power-LiteTM

for 160/75/40 Meters, 1500
Watts PEP CW/SSB. Covers
the low end of 160 Meters
plus delivers 9-dBi gain in
the 75 Meter SSB DX win-
dow.  Heavy-duty compo-
nents, rugged construction.
240 ft.

 

1.5:1

2:1

1:1
7.0 7.27.1 7.3

1.5:1

2:1

1:1
14

.5:1

2:1

1:1
14.0 14.214.1 14.3 14.35

MFJ-2010
40/20/10/6M

300 Watts

MFJ-2012. Power- LiteTM

40/20/10/6M,1500 Watts PEP
CW/SSB. 67 feet long. Long
leg is 44.6, short leg is 22.5
feet. Robust high-power ver-
sion of the MFJ-2010 with
14-guage stranded-copper
wire and porcelain end insu-
lators. Pull-tested 200 lbs. 

MFJ-2012

40/20/10/6M

1.5 kW

MFJ-2010/2012 VSWR Graphs
40 Meters

20 Meters 6 Meters

10 Meters
1.5:1

2:1

1:1
28.0 28.428.2 28.6 28.7

.5:1

2:1

1:1
50.0 50.450.2 50.6

1

75-Meter Pattern, MFJ-2014      
40-Meter Pattern, MFJ-2010/12

Outer Ring 6.5 dBi

40-Meter Pattern,  MFJ-2014
20-M Pattern,  MFJ-2010/12

Outer Ring 9.1 dBi
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MFJ-2014
75/40 Meters

1.5 kW
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40/30/20/17/15/12/10 Meter
ground mounted Vertical

High perform-
ance, low cost,
low profile,
ground mounted.
7 bands: 40, 30,
20, 17, 15, 12, 10
Meters, 1500 W.

Permanent or
temporary for
restricted spaces. 

Full 11’ col-
lapses to 7 feet.
Easily hidden.

Automatic
bandswitching,
low radiation
angle for DX,
omni-directional.
Highly efficient
end-loading.
Entire length radi-
ates.  Low SWR. 

Ground or roof
mount with radi-
als, ground rod. 

Hardware, U-
bolts included.

MFJ-1795.
Like MFJ-1794

but covers 40/20/15/10M.
MFJ-1795W. Like MFJ-1795 but

for 12, 17, 30, 60M.
MFJ-1901P95. MFJ-1795 and

MFJ-1901 combination. 

MFJ-1794

A stable way to mount verticals, provides an effective
ground. Place base in a desired location, push legs firm-

ly into the ground.  Attach radials for improved performance.
Easily set-up or take down for stealth operation. Stainless steel
2x2’ base has folded and tapered stainless legs on corners.
Supports 18 foot verticals. Two u-bolts included plus SO-239
and 3/8-24 threaded connectors. 

MFJ Antennas for Restricted Areas

MFJ’s tiny 36” diameter loop anten-
na lets you operate 10-30 MHz continu-
ously -- including the WARC bands!

Ideal for limited space -- apartments,
small lots, motor homes, attics, mobile
homes.  Enjoy DX and local contacts
mounted vertically.  Get low angle radia-
tion for excellent DX and high angle
radiation for local contacts.  150 watts.  

Super easy-to-use!  MFJ’s super
remote control has Auto Band Select-
ionTM.  It auto tunes to desired band,
then beeps to let you know.  No control
cable is needed. Fast/slow tune buttons
and built-in two range Cross-Needle
SWR/Wattmeter lets you quickly tune to
your exact frequency. 

Welded construction, no
mechanical joints, butterfly
capacitor, no rotating con-
tacts, 1.050” diameter
round radiator -- not a
lossy thin flat-strip --
gives you highest pos-
sible efficiency.

Each plate of the tuning
capacitor is welded for low loss,
polished. Prevents high voltage
arcing. Welded to radiator, nylon bear-
ing, anti-backlash, limit switch, continu-
ous no-step DC motor -- smooth preci-
sion tuning. 

Heavy duty thick ABS plastic has
ultraviolet inhibitor protection. 

MFJ-1788. Like MFJ-1786 but cov-
ers 40-15M continuous.  

MFJ-1782. Like MFJ-1786, has
fast/slow tune controller. 
Box Fan Portable Loops 

MFJ-1780.
The MFJ box fan portable

loop antenna is about the
size (2x2’) of a box fan, com-
plete with handle. Covers
14-30 MHz. Includes MFJ-
1782 remote control box
with fast and slow tune buttons.
Carrying handle.

MFJ-1783. Deluxe box
Loop Antenna with remote
control. For 30-40 Meters.
Slightly larger than the
original box fan loop
antenna but are still light-
weight enough to take
them portable. 24 lbs.
36Wx36Hx4D inches.

MFJ-1784. Like MFJ-1783 but cov-
ers 40-15 Meters.

MFJ-1901

Feather-LiteTM

80-6 Meter Antenna
Self-supporting vertical antenna sets

up in minutes, collapses to 3.8 feet --
perfect for RVs, vacations, field day.
This is more than a simple "flagpole",
this antenna includes a
base-loading coil,
balun, and counter-
poise wires. 

Stout 13/4 inch base
supports twist-lock
fiberglass sections --
telescopes to a massive 31 feet in
literally just seconds. 

Air-wound high-efficiency loading
coil is continuously tapped, 3.5 to 7
MHz. No guess work or ground rods
needed, connect 4 insulated 12 foot
radial wires at the base of the self-
supporting antenna.

Lab rated Guanella
balun gives 30-dB
common-mode sup-
pression. 

Use conductive eye-
bolt at the top of the
antenna mast to install
wires for inverted "L" or
"T" to enhance low frequen-
cy coverage.  

Operation on 30/20/15/
12/10/6M requires an
ATU.  600 Watts PEP on
SSB/CW.  

MFJ-2980. Like MFJ-
2982, but  covers 40 through 6
Meters, smaller matching box. 

MFJ-1919. Portable
heavy-duty tripod for
mounting. Extra-wide

base gives full support
to 100 lbs. 

MFJ Super High-Q LoopTM Antennas

MFJ-2980
40-6 Meters 

MFJ-2982

80-6 Meters

MFJ Compact
Vertical Antennas

80/40/20/15/10/6/2/UHF
Get 8 popular

bands in one
antenna!  

You get a 1/4
Wave on HF, 80-6
Meters, a 1/2 Wave
and 2.15 dBi gain
on 2M, 5/8 Wave
with 5.5 dBi gain
on 440 MHz. 

SWR is 1.5:1 or
less, 200 Watts
PEP SSB, 150
Watts on 6M to
70CM on FM. 

Weighs less than 6 lbs. and just 8.5
feet tall, this antenna lets you mount in a
restricted space environment such as an
attic or balcony.  Its ground radial system
is built-in, so no fooling with counterpoise
wires. SO-239 feedpoint connection. 

HF/6M Ground-Plane
Vertical

Broadband vertical antenna with no
ground radials is super easy to assemble.
No tuning! SWR < 1.6:1, 3.5-54 MHz.
Receives 2.0-90 MHz.  250W SSB PEP.
23.5’ and only 7 lbs, easily raise it up and
down for stealth operation. Use 15/8 inch
diameter mast.  Wind survivability is 67
MPH. SO-239 for coaxial connection. 

MFJ-2386

MFJ Portable Ground-Coupled Antenna Base

MFJ-2389

MFJ-1788/1786 
butterfly 

capacitors

MFJ-1786

MFJ-1788
MFJ-1786/1788

MFJ Loops 
Controller only, 

p/n:80-1786-2SM 
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Run with the big guns and pay
far far less!

MFJ-1848 is 6 individually stacked
monoband yagis -- on a single feedline!  

Each yagi is optimized for maximum
performance.  You’ll get the same high
gain and nearly equal front-to-back ratio
at far, far less than half the price. 

Works great as low as 20 feet.

Full size ele-
ments, no lossy
traps or coils, wide
bandwidth and low
swr across each
band gives best
possible perform-
ance -- no tuner
needed.  

Single feedline
lets you instantly
jump to where the
action is on any
band!  Never
switch antennas or
tune -- save time,
increases contest
scores.  

QSO on one
band and monitor

many other bands with multiple re-
ceivers or SDRs and a multi-coupler!

It weighs only 30 pounds and has a
short 17 foot turning radius. 

Small windload, light weight and tiny
footprint -- turn with hy-gain’s CD-45II.  

Instead of an expensive tower, all
you need is a guyed push-up-pole.  

Exceptionally strong symmetrical

fiberglass construction withstands
harshest weather. Lessens the effect of
rain, wind, snow and ice -- reliable DX.   

See www.mfjenterprises.com for full
performance specifications.
2-Elements per band HexBeam

MFJ-1846.
6 Bands: 20/17/15/12/10/6 Meters, 2-

elements per band, full legal limit. 25
lbs. Turning Radius: 11 feet. 
MFJ-1848.

8 Bands: 20/17/15/12/10/6 Meters, 2-
elements per band; 40/30 Meters are
single elements, full legal limit. 28 lbs.
Turning Radius: 14 feet.

MFJ-1846

20-6 Meters
1500 Watts

MFJ-1848

Adds 40/30 M

MFJ-1848
11 feet tall, 14 feet turning radius
Adds 30/40 Meters

MFJ HEXBEAM ANTENNA 2-ELEMENTS PER BAND!
8 BANDS: 40/30/20/17/15/12/10/6M, FULL SIZE ELEMENTS, 1.5KW +

Pull weak signals out of static
crashes, atmospheric, man-made and
power line noise!

Clearly hear signals 50 KHz to 30 MHz
you never knew existed. Power line
noise and static just disappears. 

MFJ-1886 drastically reduces noise
and interference by receiving the mag-
netic field and rejecting the electric field.
Rotate MFJ-1886 receiving loop to total-
ly eliminate interfering signals or greatly

peak desired signal. 
Excellent antenna and pre-

amplifier balance gives deep
null.

State-of-the-art push-pull
Gali MMICs preamp gives you
high dynamic range, low IMD
and 25 dB of low noise gain.
Gives excellent strong and
weak signal performance with-
out overload.

Fully protected preamplifier -
- magnetically coupled voltages
up to 40V and capacitively cou-
pled voltages up to 20V will not
damage preamplifier.  Output is
protected from transmission line
surges induced by distant light-
ning crashes. 

Use anywhere, inside or out-
side.  RF signal and power is
sent through your 50 Ohm coax
transmission line.

Ruggedly built to withstand
extreme weather. 1-inch OD
diameter 6061 aluminum tub-
ing. 36-inch diameter. 21/2lbs.
SO-239. Use masts up to 13/4”. 

MFJ-1886.
Includes receive loop, MFJ-4116 bias-

tee to power MFJ-1886 through coax.
MFJ-1886TR.
Includes MFJ-1886 and MFJ-4113TR

Bias-Tee/Transmit/Receive switch. MFJ-
4113TR powers MFJ-1886 through coax
and switches between transmitting
antenna and receiving loop. Built
specifically for radios with only one
antenna connector. 

MFJ-4116. Bias-Tee provides RF
signal, power thru coax. Up to 1A DC
up to 50 Volts. 

MFJ-4113TR. Bias-Tee with
built-in Trans-mit/Receive switch.
Switches between transmitting

and receiving antenna. For radios
with only one antenna connector.

Provides RF signal, power thru coax. 
Multi-coupler/Bias-Tee

New!
MFJ-1888MC.

Connect four receivers
to one antenna.
Receivers are fully iso-
lated.  Each receiver

port has 1-12 dB adjustable gain. IP3 is
+15 dB.  2dB noise figure.  Built-in Bias-
Tee powers receiving loop through
coax.  SO-239s. Use 12 VDC or 110
VAC with MFJ-1312D. Compact
71/4Wx13/4Hx5D inches.

MFJ Low-Noise Receiving Loops
Work DX and ragchew even through horrendous noise!

Super High Dynamic Range
High Gain Receiving Loop
New! MFJ-1888. 32 dB

gain from 50 KHz to 30
MHz. 20 dB gain at 80
MHz.  IP3 is + 30 dB, 1 dB
compression point is 23
dB, noise figure is 1.7 dB.
Built-in BCB input filters to
reduce overloading.
Includes MFJ-1888MC remote multi-cou-
pler. Can be used with MFJ-4113TR Bias-
Tee/T/R switch and/or MFJ-4116 bias tee.
36-inch diameter. 21/2 lbs. SO-239. Use
masts up to 13/4 inches. 

New!

MFJ-1886
Receive Loop with Bias-Tee



Octopus antenna hub turns your    ham-
sticks into four fully balanced dipole

antennas in minutes!
Mix and match any four HF/VHF/UHF bands.
Example: screw-in 80, 40, 20 Meter hamsticks and

a dual band 2M/440 MHz whip (two on each band) on
opposite sides. Now you have an automatic
bandswitching 5-band dipole!  Rotate it for maximum
signal and minimum QRM and noise with a small rota-
tor like Hy-Gain AR-500.

Works at any height, low for local NVIS and high for
DX.  At a fixed height, (say 20-30 feet) use 80-Meters
for NVIS and 20-Meters for low-angle DX.  

Mounts on masts up to 1-inch diameter. Just use a
fiberglass pole on a tripod and you’re on the air! 

Perfect for casual portable operation, limited space,
HOAs, field day, camping, ARES during disasters.

Single coax feed, built-in balun.
Interaction between bands is minimized because

the ends are spaced apart at a large angle. 
You don’t need an antenna tuner if you carefully

tune each dipole.  An easier way is to just set each
dipole approximately on frequency and use an awe-
some automatic antenna tuner like the MFJ-993B to
operate and to widen the bandwidth. 

Lightweight, 14-foot diameter. Hamsticks break
down to about four feet for easy storage.  

Tough Octopus Hub
Eight 3/8-24 threaded connectors
for hamsticks. Super strong fiber-
glass filled ABS base insulator.
Your Octopus hub will give you
years of trouble-free service!

Super Octopus Deals
MFJ-2104. Octopus Hub and
75/40/20/15 Meter (2 each) 250W
sticks. Saves $20!
MFJ-2104H. Hub with 75/40/20/15
Meter (2 each) 600W hamsticks.
Saves $20! 

MFJ 4-Band Octopus Antenna
Choose any 4 bands: HF/VHF/UHF

New!

MFJ-2100
hub only

MFJ-2104
Octopus hub with

75/40/20/15M
250W hamsticks

MFJ-2104H
Octopus hub with

75/40/20/15M
600W hamsticks

MFJ-2104X
Octopus hub with

your choice of 
250W hamsticks

MFJ-2104HX
Octopus hub with

your choice of
600W hamsticks

For X models, choose from 75/40/30/17/15/12/10/6 Meter hamsticks. Specify
MFJ-16XXTX, Meter choice in “XX” or MFJ-26XXTX for high power.

MFJ Apartment Antennas . . . indoor or outdoor, windows, balconies . . .
Apartment Window Antenna

Operate
40-10M on
HF, 6/2M
VHF with a
single
antenna
and 300
Watts!
Universal

mount/clamp attaches to win-
dows, balconies and railings.
Great indoors mounted to a
table or bookshelf.  It’s not a
5-element yagi, but you’ll work
your share of exciting DX!
Highly efficient air wound “bug
catcher” coil, telescoping 51/2’
radiator gets out!  Includes
coax, choke balun, counter-

poise wire and safety rope.
Frequency is adjusted by
moving the “wander lead” on
the coil and adjusting the
counterpoise for best SWR. 
Window Antenna with tuner

Covers 80-6 Meters.
Like MFJ-1622 but adds
manual tuner.  Handles
200W. 

MFJ-1623. Like
MFJ-1625, but cov-
ers 6-30 Meters.

MFJ-
63.
High-
efficien-
cy air-wound
80/40M load-
ing coil with 3/8x24.   

10-40M Portable
Antenna

MFJ-1621 operates
anywhere -- apartment,
campsite, hotel, on the
beach. Mounted on a
sturdy, 6x3x6” cabinet.

Has built-in
antenna

field
strength
telescoping

whip, and 50 foot
coax. 200 Watts, 3/8x24
threaded connector and dis-
engages to collapse to 22”  for
true portability. Place in an
electrically clear area, set
bandswitch, tune for max field
strength and operate!

Add a short
whip and counter-
poise and get an

effective
portable
150W
3.5-30
MHz

antenna. Get 30-10M with
included 12’ whip/counter-
poise.  Add longer wire and
external coil for more efficien-
cy especially on 80M. Whips,
sticks, Hustlers work great.
Sensitivity control lets you use
QRP to 150 Watt QRO.

MFJ-1642. Like 1644, less
RF Current Meter.

MFJ-1622

MFJ-1625

For hams on-the-go to a next adven-
ture or for those at home needing
something QUICK and easy-to-hide!

MFJ’s QuikStikTM Antenna system
consists of a durable 4 ft. 3/8” diameter
copper bonded steel earth ground rod,
3/8-24 threaded HF antenna pipe
mount with SO-239 for your coax run,
and twenty-five feet of counterpoise
wire for coupling to the ground rod.  

It’s super efficient and a very
QUICK set-up. Just set the mount,
push the rod into the ground, add
your antenna, counterpoise, coax
and operate!!!  Use hamsticks, tele-

scopic 20-6 Meter whips,
solid whips, screwdrivers,
even motorized screwdriver
antennas if you wish.  

Copper ground
rod is tough and will

last for years of service. A
pointed end makes it easy
to push into the ground.

Helps bleed off static and RFI and
prevent RF hot spots. A wire coupler
is built onto the ground rod, just
unscrew and screw back for QUICK
wire adjustment. 

The mount is tough aircraft quality

aluminum and will hold up to a 1” pipe.
SO-239 gold-plated connector has lock
washer under the 3/8-24 connector.  

MFJ includes your 25 ft. coated wire
for your counterpoise.  All you need to
do is add your antenna and coax!!!

Add an Antenna!
MFJ-1936TW. Saves $10!
QuikStikTM antenna system with MFJ-
1979 17 foot telescopic whip antenna.
MFJ-1936TWC. Saves $10!
QuikStikTM antenna system with MFJ-
1979 17 foot telescopic whip antenna
and a 40-6 Meter MFJ-67 loading coil. 

MFJQuikStik TMSpike Mount -- Push into ground, screw on an antenna!

MFJ-1936T

MFJ-1621

Whip Tuner/Artificial Grnd
MFJ-1644
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