
MoniServ, Inc.| http://lcdpart.com | techsupport@lcdparts.net 
1600 Noriega Street | San Francisco | CA 94122 | 1-415-682-8685 

MoniServ, Inc.| http://lcdpart.com |  techsupport@lcdparts.net 
1600 Noriega Street | San Francisco | CA 94122 | 1-415-682-8685 

 

How to connect  

 
MS094RUBILZ34D1/NL6448AC30-10-LCD is a direct replacement for 9.4” 
NEC NL6448AC30-10 LCD screen. NL6448AC30-10-LCD has a much better 
image quality and it is much brighter than old NEC NL6448AC30-10 LCD 
screen. Wider viewing angle and faster response time then old NEC 
NL6448AC30-10 LCD screen. It has upgraded our Sunlight Readable LED Kit 
and MS094RUBILZ34D1 will last 10X longer than CCFL lamps. It is easy to 
install! Anyone can do it! 1 year warranty! 
Installation takes about 15 minutes. 
Disconnect Screen wire harness on NEC NL6448AC30-10 LCD screen 
Remove old NEC NL6448AC30-10 LCD and mount NL6448AC30-10-LCD back 
to the same location 
Connect Screen wire harness to NL6448AC30-10-LCD. Note: There is no 
need to connect old two pin connector (CN4) to NL6448AC30-10-LCD 
NL6448AC30-10-LCD has the same interface connector, dimension and 
screw hole as NL6448AC30-10 

 

 

Looking for technical assistance? 

We love to help! 

Please visit us online 
athttp://store.lcdparts.net/tech-

support_ep_45.html 


