
N95 
Particulate Respirator 
Fold able (Non-sterile) 

BYD CARE. 

@ Very close facial fit 

@ �95% filtrations efficiency against solid 
and liquid aerosols free of oil. 

* Picture is for reference only, 

actual product may have differences. 

The Particulate Respirator DE2322 is designed to help provide respiratory protection for the user. This product has a filter efficiency of 95% or 
greater against solid and liquid aerosols free of oil. 
This product contains no components made from natural rubber latex. 

Use instructions 

• Suitable for protecting the mouth, nose, and chin to airborne particles and block
liquid aerosols.

• For adults use only.
• Do not wash.
• Store in a cool, dry, clean place away from fire and contamination.
• Store between -20°C and 38°C (-4°F and l00°F) with relative humidity below 80%.
• Expiration date: 2 years after production.

Wearing instructions 

C'/ Unfold the mask and hold it with both hands, with the metallic strip facing up. 
� Place elastic bands around the neck and head respectively. Put the mask

against your face covering both nose and mouth.
fj Adjust the metallic strip cover bridge of the nose using two fingers to press 

down until achieving a close fit. 
f'I Perform a fit check according to instructions. 

Fit check 

1. Place both hands over mask.

3-Step check before use
1. Do not use if packaging has been opened
or damaged.
2. Check if elastic bands are in good condition
and are not damaged.
3. Check that the metallic strip is not broken.

2. Take a deep breath and hold your breath for a few seconds, making sure the mask collapses inward as you inhale.
3. Then exhale and hold your breath for a few seconds, making sure the mask bulges outward as you exhale.
4. If air leaks, reposition the mask, tighten the metallic strip and reposition the elastic bands for a better fit.

Follow steps 1-3 again until a tight seal has been achieved.
5. Masks that have passed the fit check are now safe to use.
6. Facial hair or other facial features may prevent the mask from achieving a proper fit. If a tight seal is not achievable,

please DO NOT use this product.
7. If you experience difficulty breathing, dizziness, or other symptoms, leave the contaminated area immediately.



N95 
Particulate Respirator Foldable (Non-sterile) 

Specifications 

Outer layer 
Polypropylene 

Nose clip 
Aluminum 

spunbond nonwoven fabric 

Name 

Product name 

Materials 

Product model 

Packaging specification 

Elastic bands 

Middle layer 1 
Polypropylene 
melt-blown nonwoven 

Polyester/nylon spandex blend 

Parameter 

N95 Particulate Respirator 

Middle layer 2 
Hot air cotton 

Inner layer 
Polypropylene 
spun bond non woven 
fabric 

The following materials are used in the production of N95 Particulate Respirator. 
Inner layer: polypropylene spun bond nonwoven fabric; 
Middle layer: polypropylene melt-blown nonwoven + hot air cotton; 
Outer layer: polypropylene spunbond nonwoven fabric; 
Elastic bands: polyester/nylon spandex blend; 
Nose clip: aluminum 

DE2322 (Foldable) 

lpc/bag; 20pcs/box; 960pcs/case 

l'\ �ypropylene spunbond 
nonwoven fabric 

• Hot air cotton 

Polypropylene melt-blown nonwoven 

Polypropylene spun bond nonwoven fabric 



N95 
Particulate Respirator Foldable (Non-sterile) 

This respirator is approved only in the following configuration: 

TC- Protection1 Respirator 

DE2322 

84A-9221 N95 X 

1. Protection

N95- Particulate Filter (95% filter efficiency level). 

Effective against particulate aerosols free of oil; time use restrictions may apply. 

2. Cautions and Limitations

A- Not for use in atmospheres containing less than 19.5% oxygen.

B- Not for use in atmospheres immediately dangerous to life or health. 

C-Do not exceed maximum use concentrations established by regulatory standards. 

J -Failure to properly use and maintain this product could result in injury or death.
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Cautions and Limitations2 
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M-All approved respirators shall be selected, fitted, used, and maintained in accordance with MSHA, OSHA, and other applicable regulations. 

N-Never substitute, modify, add, or omit parts. Use only exact replacement parts in the configuration as specified by the manufacturer.

0- Refer to User Instructions and/or maintenance manuals for information on use and maintenance of these respirators. 

P- N IOSH does not evaluate respirators for use as surgical masks.

Approval and Standard 

Distributed by 

GB 19083-2010 standard 

nan vas1t 

BYD Care website 

Scan and download 
BYDC.reapp 




