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STEP 1 – CHASSIS 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  

 

M2 nylock nut 
Refer: INTRO STEP 7 
Insertion Techniques 

#1) Align triangle tongue 
with corresponding indent  

#4) M2 x20mm 

#2) Ensure Servo 
lead is clear 

#3) No gap 

L&R 
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STEP 2 – DASHBOARD SUPPORT 
 

  

 

M2cs x10mm 

M2 x12mm 



SECTION 2. Chassis & Dashboard  

 
 

Version 1.0  Section 2 - Page 4 
 

STEP 3 – STEERING COLUMN 
 

  

 

Flat faces 
upwards 

Hole faces upwards 

Hole faces upwards 

M1.6 button x4mm 

Steering column extension 
pivots like a universal joint 
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STEP 4 – DASHBOARD 
 

  

 

M1.6 button x5mm 

It is easiest to apply the instrument stickers at 
this stage, but they can be added later if desired. 

Use the two small instrument stickers. 
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SECTION 2 – CHASSIS & DASHBOARD - COMPLETED 
 

 

 

M1.6 button x6mm 

Passes through hole 
in Dashboard 

Tighten both M2cs bolts 
and both M2 bolts 


