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STEP 1 – WATER TANK 
 

  

 

M3 button x6mm Gold 

#1) M2 grub x10mm 

#2) Longer 
“black hosing” 

Pre-cut this thread 
using a spare M2 
hex bolt 

M2cs x8mm 

M2cs x10mm 

For grub screw use the supplied 0.9mm 
Allen key. 

The grub screw only goes into the Water 
Tank half way, so that ~5mm of the thread 
remains exposed for the black hosing to 
thread onto. 
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STEP 2 – RADIATOR 
 

  

 

M2cs x8mm 

Note  
orientation 

Note  
orientation 

Note  
orientation 

M1.6 button x8mm 
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STEP 2 – RADIATOR 
 

  

 

M2 grub x10mm 

Pre-cut all three 
threads using a 
spare M2 hex bolt 

Use the supplied 0.9mm Allen key. 

The grub screws only go in half way, so 
that ~5mm of the thread remains exposed. 

#3) M2 grub x10mm 
Insert this ~5mm into 
black hosing first 

#4) Shorter “black hosing” 

#2) ‘S-bend’ 
“black hosing” 

#1) ‘Elbow’ 
silver hose 

Positioning angles of ‘hosing’ can be 
adjusted in following steps to line up with 
their corresponding holes.  

#5) Finally, thread 
silver hosing onto 
exposed grub screw 

M2 grub x10mm 

M2 grub x10mm 
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STEP 2 – RADIATOR 
 

  

 

M1.6 button x6mm 

#1) insert gold ‘pipe’ 
through the orange Fluid 
Bottle, until half its length 
extends each side. 

#2) insert end of the gold 
‘pipe’ through the side holes 
in the Radiator 

#2) insert end of 
the gold ‘pipe’ 
through the side 
holes in the 
Radiator 

L&R 
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STEP 3 – RADIATOR INSTALL 
 

 

 

Route all the pipes 
through/into their 
corresponding holes as 
shown, rotate/adjust 
them as needed. 

M1.6 button x4mm 

M1.6 button x4mm 

Insert gold ‘pipes’, and cut to required length 
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STEP 5 – RADIATOR & WATER TANK – COMPLETED 
 

 

 


