
   

MC-10A MC-11 

Technical Specifications MC-10A MC-11 

Max Roll Diameter (in) 8.5 (216-mm) 

Core Diameter (in) 3 (76-mm) 1 - 4 (25 - 102-mm) 

Max Media Width (in) 4.5 (114-mm) 

Max Roll Weight (lbs) 12 (5.5-kg) 

Dimensions-HWD (in) 9 x 8.5 x 12.5 (228 x 216 x 317-mm) 

Weight (lbs) 14 (6.4-kg) 15 (6.8-kg) 

Max Speed (ips) 102 (2590-mm) 

Min Speed (ips) 0.5 (12-mm) 

Max Torque (in-oz) 70 

Max RPM 245 

Number of Flanges 1 

Power Specifications 120 or 220VAC 7W in, 1.5 - 12VDC Adjustable Out 

Warranty 5 year limited warranty on Rewinder - 1 year limited warranty on Power Adaptor 

Available Options  FLANGE, OUT, MC (Outer Roll Guide)  APG-MC (Outer Roll Guide) 
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MC-11 MC-10A 

MINI-CAT Rewinders are the world’s most 

popular external Rewinders! If your office is 

still winding up labels by hand, it’s time to 

save time and money with a Rewinder.     

MINI-CAT Rewinders are ideal for many     

day-to-day rewinding jobs, and are perfect for 

short to medium runs of labels. Made of 

heavy-duty steel and aluminum, these        

durable, trouble-free Rewinders are designed 

for years of continuous 24/7 service! 

1. Both MINI-CAT Models can also rewind corelessly. 
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