
   

STAND ALONE COUNTERS 

STAND ALONE LABEL COUNTERS provide the ability to 

count labels in-line as they are rewound from a printer      

(with the use of an external Rewinder), or counted off-line 

through a combination Rewinder/Unwinder/Counter system. 
 

The labels are counted as a Rewinder pulls them past the 

sensor on the Stand Alone Counter. 

Technical Specifications  C-100 C-100-US C-200 

Max Label Width (in) 6 (152-mm)  10 (254-mm) 

Min Label Width (in) 0.25 (7-mm) 

Max Label Length (in) N/A 

Min Label Length (in) N/A 

Label Types Opaque Transparent & Opaque Opaque 

Gaps Required            

Between Labels 
Yes  

Preset Count Feature Yes 

Rewinder Required Yes 

Dimensions-HWD (in) 10 x 11 x 11 (254 x 279 x 279-mm) 10 x 11 x 17 (254 x 279 x 432-mm) 

Weight (lbs) 14 (6.3-kg) 15 (6.8-kg) 15 (6.8-kg) 

Power Specifications 120 or 220VAC 7W in, 12VDC out  120 - 220VAC in, 19VDC 80W Out   120 or 220VAC 7W in, 12VDC out 

Warranty 3 year limited warranty on Counter - 1 year limited warranty on Power Adaptor and Counter Module 

1. STAND ALONE COUNTERS can be programmed to stop when a preset count is reached. 

2. STAND ALONE COUNTERS are not motorized and require a Rewinder to pull the media through them. 

3. Desired input voltage is specified at the time of order. 
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