
Caution:this plane is not a toy!

Before use ,please carefully read this 

manual.

Wing Span:55in/1400mm; Flying Weight:2400-2800g;

Wing area:37.6sq.dm; Radio:4channels 4servos;

Length:53.5in/1360mm; Engine:2C 40-46;4C 45-61;



MAIN WING

Connect the aileron and 

the main wing by hings.

Be sure to apply instant 

type glue to both sides 

of each hinges.

Connect the wings by joiner.

Apply AB glue to both side.

   

Screw the presser to the 

wings to ensure the wing 

joined.



Cut away covering film for 

the servo.

 

Apply install glue between 

servo and plywood.

Fixup the servo to the two 

woods.



Put the servo into the 

servo hole,then screw the 

servo cover with four screws

Install the tri-horn in 

the right position, and 

connect it to the servo by 

push rod.  

Cut away covering film for 

the main landing gears.



LANDING GEAR

Screw the wheel to the 

landing gear.

Be assured that the screw 

is fixed up.

Insert the landing gear to 

the wings,then fixup it by 

two pieces of presser.

Install the fore-wheel

mount with four screws 

as shown.



Screw the fore-wheel to 

the landing gear.

Be assured that the screw 

is fixed up.

Insert and fixup the 

fore-wheel landing gear.

Dig a hole at the right 

position for the tail wheel 

supporter.



Fixup the tail wheel 

supporter by the screw with 

a piece of fiberglass paper

bent.

TAIL WINGS

Cut away covering film for 

the stabilizer assembly.

Insert the main wing to the 

rudders, and remove the 

covering film along the 

edge as shown.



 

Apply instant glue between 

wings and rudder.

Find out and cut the hole 

for the stabilizer servo as 

shown.

Connect servo and tri-horns

with pushrod as shown.



Link the extension of 

elevator servo.  

 

Measure the right position

and remove the film from 

the stabilizer.

Glue the stablilizer to 

the rudder.



FUSELAGE

Install the linkage servo.

FUEL TANK 



Install the fore-wheel

servo.

Put the bottom cover to

the correct position.

Fixup the bottom cover.



ENGINE

Fixup the engine mount by 

screws.

Install the engine to the 

mount as shown.

Screw the cowling to the 

fuselage with four screws.



Fixup the canopy with TP 

screw on each side of the 

canopy.

Attention: Never fly a plane 

without balance testing!


