
Caution:this plane is not a toy!

Before use ,please carefully read this 

manual.

Wing Span:59.4in/1510mm;Flying Weight:2600-2800g;

Wing area:40sq.dm; Radio:4channels 5servos;

Length:56.2in/1430mm; engine:2cycle46,4cycle70;



Securely glue up and 

soaked up the hinge with

instant glue.

Hole for servo connector.

Before cutting away the 

covering firm,lightly heat 

that area with an iron. 

 

Cut two holes for servo 

extension.



Pull the aileron servo 

extention cord through the 

holes in the wing .

Fit into the servo with  

four screws. Make sure it 

is fixed.

Fit the tri-horns on the 

aileron,link the servo and

tri-horns with pushrod.



Cut away only the film.

Glue the plywood with AB 

glue.

Cut away the hole for 

stabilizer assemble and 

pushrod on one side.



Cut away the hole for

pushrods on the other side.

   

  

Cut away the film along the

edges.

Cut the rudder film 

along the edges.



Glue the stabilizer with

AB glue.

Apply epoxy glue.

 

Securely glue up and 

soaked up the hinge with

instant glue.



Securely glue together.

if coming off during 

flights,you lose control of

your airplane which leads 

to accidents!

Glue together with hinges.

Finished picture

Make sure the tail wheel

is assembled well.



Screw the wheel to the 

landing gear.

Be assured that the screw 

is fixed up.

Install the wheel cover,

and fix it up to landing

gear with TP screw.

Fixup the landing gear 

strut to fuselage with  

bolts.



Install the engine amount 

as shown.

Install the engine to the 

amount as shown.

Use the ruler to measure

the length from firewall

to airscrew, which should 

be 123 MM.



Install the fuel tank into 

the fuselage, and fixup it 

by glue.

Install the throttle, 

elevator and rudder servo 

into fuselage as shown.



Connect the pushrods to the 

servos separately.

Connect the pushrods to the 

tri-horns as shown.

Do the same step on the 

other side.



Fixup the main wing to the 

fuselage with screws.

Screw the undercover to the

head of the fuselage.

Fixup the undercover of the 

main wing as shown.



Screw the canopy to the 

fuselage.

Install the cowling by 

screws.


