
OWNER’S MANUAL 
PUMP 2 PURE 

with RAD/ADVANCED FILTRATION 
 

Congratulations, on the purchase of your Pump 2 Pure system with RAD/ADVANCED filtration. You have become the 
proud owner of one of the most efficient and advanced water pump products available on the market. Now you can 
safely enjoy drinking water from almost any water source, except salt water, when filtering your water with the 
Pump 2 Pure.   

The Pump 2 Pure uses Seychelle’s exclusive Ionic-Adsorption Micro-Filtration Technology to reduce UP TO 99.99% of 
contamination such as: 

• Aesthetic: unpleasant taste, odors, cloudiness, silt, & 
 chlorine 
• Chemicals: toxic chemical, VOC’s, trihalomethanes, 
 PCB’s, PCE’s, PFOA, PFOS, detergents, pesticides (DDT), 
 herbicides, benzene, atrazine and many more 
• Dissolved Solids: heavy metals, aluminum, asbestos, 
 cadmium, arsenic, chromium 6, copper, lead, mercury, 
 nitrates & nitrites and up to 90% fluoride 
• Radiological: gross beta, radon 222, alpha radium 226, 
 uranium and cesium 134 & 137 
• pH: enhances alkalinity (pH) of drinking water   

 

Assembly Guide: 

Step 1: UNPACK PARTS FOR ASSEMBLY                                        
1. Pump 2 Pure Pump 
2. RAD/Advanced filter (installed inside the pump)                                            
3. Clean water hose with a gray quick disconnect 

fitting on the end. The clean water hose is stored 
inside the larger intake water hose.  

4. Intake water hose 
5. Pre-filter with yellow cap  
6. Spare polyurethane foam and O-rings 
7. Flush bulb 
8. Pump clip (attach to clean water hose end) 
9. Pump bag 

 
 

Step 2: PREPARE AND ASSEMBLE 
1. Unscrew the large black filter cap from the end of the pump. Remove yellow sticker from the bottom of the 

RAD/Advanced Filter. Replace the cap/filter.  
2. Remove the smaller clean water hose stored inside the larger intake water hose. 
3. Attach pre-filter to the end of the intake water hose. The hose should fit securely onto the pre-filter.  
4. Attach the opposite end of the intake water hose to the fitting located underneath the pump handle.  
5. On the clean water hose, locate the gray quick connect button. Depress the gray button and connect the hose 

to the fitting at the end of the pump. Always press the gray button on the quick connect, to secure fittings.  
6. Assembly is complete. To Use: Submerge the pre-filter under the surface water and pump to create flow of 

water out of the clean water hose. It may take several pumps to prime the pump and create pressured flow. 
Water that has passed through the system is ready to drink.  
 
 
 



Step 3: FLUSHING THE RAD/ADVANCED FILTER 
1. Unscrew RAD/Advanced filter and cap from end of pump.  
2. Remove RAD/Advanced filter from filter cap by unscrewing it counterclockwise. 
3. Thread the filter into the flush bulb. 
4. Attach flushing assembly to the sink faucet.  

Hold in place under the faucet, slowly turning the water on until a thin stream of water 
begins to flow from the filter. Allow the water to flow through the filter or a minimum of 
five minutes or more. Turn water off, remove flushing bulb, and reinstall filter into the 
pump.  
 
 
PRE-FILTER FOAM REPLACEMENT INSTRUCTIONS 

1. Unattach the pre-filter from the intake water hose.  
2. Holding the pre-filter in your hand, twist the pre-filter cap CLOCKWISE and 

unscrew the cap from the filter cover.  
3. Remove the polyurethane foam insert from inside the filter cover and replace 

it with the new polyurethane foam insert.  
4. Replace pre-filter cap, screwing the cap COUNTER-CLOCKWISE until it is 

secured tightly onto the filter cover.  
5. Reattach the intake water hose to the pre-filter. 

 

CLEANING THE HANDLE AND PISTON  
1. Unscrew the pump handle from the pump. 
2. Gently remove the handle and attached piston from the inside of the pump.  
3. Remove any residue from the piston and inside the pump with a cloth.  
4. Gently replace the pump handle and attached piston.  
5. Screw the pump handle onto the pump until it is secured tightly. 

 
 
 

 

 

 

MAINTENANCE AND STORAGE 
New unused product has an indefinite shelf life. Our filters do not require 
cleaning or regular maintenance.  
 

• DO NOT put product in the freezer 
• DO NOT fill with anything other than water 
• DO NOT use with salt water  
• DO NOT use hot water 
 

Diminished water flow is a sign that the filters are clogging (with contaminants), nearing the end of their usefulness, 
and will soon need to be replaced. We recommend that you re-flush your filters anytime you notice an issue with 
flow. However, due to the many and various possible contaminants in water throughout the world, the reduced 
water flow is an indicator that the filters may need to be replaced.  
 
90 DAY GUARANTEE  
Manufacturer warrants the portable water filtration system to the consumer for a period of 90 days from the date of 
purchase, when used in accordance with the manufacturer’s instructions. If there are any defects with the product, return 
the unit, postage paid, to the distributor with a valid purchase receipt. This guarantee does not cover improper use, or 
maintenance or premature clogging by overly turbid water. This warranty gives the consumer specific rights. Manufacturer 
shall, under no circumstances, be liable for any special, indirect or consequential damages owing to misuse of goods. 
Manufacturer makes no warranty of fitness or merchantability and no other warranty, oral or written, expressed or implied 
except as specifically set forth herein. 


