
   

RRC-400 LABEL COUNTER 

Technical Specifications RRC-400 

Max Media Width (in) 6.7 (170-mm)  -OR-  8.6 (220-mm) 

Min Media Width (in) 0.5 (13-mm) 

Max Label Length (in) N/A 

Min Label Length (in) N/A 

Max Roll Weight (lbs) 40 (18-kg) 

Max Roll Diameter (in) 16 (406-mm) 

Core Diameters (in) 3 (76-mm)  -OR-  1 - 4 (25-101-mm) Adjustable 

Label Type Opaque with Gaps In Between 

Liner Type Opaque 

Max Speed (ips) 527 (2743-mm) 

Min Speed (ips) 0.125 (3-mm) 

Max RPM 630 

Max Torque (in-oz) 300 

Dimensions-HWD (in) 20 x 40 x 16 (508 x 1016 x 406-mm) 

Weight (lbs) 52 (24-kg) 

Power Specifications 100-240VAC in, 24VDC 158W out 

Warranty 
3-Year Limited Warranty on Reel-to-Reel Counter                                               

1-Year Limited Warranty on Counter Display Module & Power Adaptor 

Core-Holders 

(Select 2) 
 

06/2023  

The RRC-400 Label Counter is a Large-Form, off-line     

Reel-to-Reel Label Counter that provides the ideal all-in-one 

solution for counting very large and heavy rolls of labels. 

This model is made to handle opaque  labels with gaps   

between them on opaque liner. The dual motors can be set 

to run in either direction, and the switch-selectable “SYNC” 

mode can be used to maintain optimum tension. 

• RR-C76-170 (3 x 6.7-in; 76 x 170-mm) 

• RR-C76-220 (3 x 8.6-in; 76 x 220-mm) 

• ACH-RR-400 (Adjustable: 1 to 4-in; 25 to 101-mm) 
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Available Option RRC-ENC Encoder (Count labels without gaps, and/or measure linear distance) 
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1. Depends on Core-Holders selected. 
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