
AXIS
AXIS office environments create a sense of community & space and 

support dynamic changes in workplace technologies while evolving 

work practices.

myolgoffice.com



AXIS SYSTEM SIZE GUIDE

STANDARD FEATURES

• 50mm x 50mm end frames with flush ground
weld finish

• 50mm x 25mm rails

• 80mm height adjustment in each foot

• Worksurfaces are Studio White melamine on
E1 grade substrate with matching ABS edge

• Arctic White powdercoat to all steel
components.

STANDARD WORKTOP SIZES STRAIGHTLINE

1200w x 600d mm 

1200w x 750d mm 

1500w x 600d mm

1500w x 750d mm

1800w x 600d mm

1800w x 750d mm

AXIS STRAIGHTLINE
KNI-2010

GECA 28-2006– 
FURNITURE AND FITTINGS

600/ 
750mm

1200/1500/1800mm

1330/
1630mm

900mm

690-
770mm

1215-
1295mm

500mm

25mm

Axis Straightline with Ignite Screens, Axis 
Caddies with Toppas, transom mount shelves 

and screen mounted monitor brackets.

Straightline Two Sided Double 

Straightline Two Sided Triple

Straightline Two Sided

Straightline Single Sided Triple

Straightline Single Sided Double

Straightline Desk



AXIS 90˚

STANDARD FEATURES

• 50mm x 50mm end frames with flush
ground weld finish

• 50mm x 25mm rails

• Worksurfaces are Studio White melamine on
E1 grade substrate with matching ABS edge

• 80mm height adjustment in each foot

• Arctic White powdercoat to all steel
components.

STANDARD WORKTOP SIZES 90  ̊DEGREE

1800 x 1800w x 750d mm

1800 x 1800w x 600d mm

KNI-2010
GECA 28-2006– 

FURNITURE AND FITTINGS

1800mm

1800mm

600/750mm

2432mm

2810mm

1330mm

900mm

600mm3730mm

1800mm

1330/1630mm

90
0m

m

50mm

2mm

50mm Square Leg
Cross-Section

Axis Desking with Charcoal 
Screens, Balance Seating, Axis 

Mobiles and Shelves

90 Degree Four Pod 90 Degree Eight Cluster

90 Degree Two Pod90 Degree Workstation



SYDNEY 02 8188 2732   MELBOURNE 03 9111 0315   BRISBANE 07 3733 1923   ADELAIDE 08 7111 0810   PERTH 08 9468 2707

AXIS 120˚

STANDARD FEATURES

• 50mm x 50mm end frames with flush ground
weld finish

• 50mm x 25mm rails

• Worksurfaces are Studio White melamine on
E1 grade substrate with matching ABS edge

• 80mm height adjustment in each foot

• Arctic White powdercoat to all steel
components

STANDARD WORKTOP SIZES 120  ̊DEGREE

1200mm x 1200/600mm

ANVIL AXIS AERO STORAGE
& RECPTION

MODULUS MODULUS 
FLIP

UNI FLIP SCREENS & 
ACCESSORIES

AXIS HEIGHT 
ADJUST

KNI-2010
GECA 28-2006– 

FURNITURE AND FITTINGS

Axis Desking with Translucent 
and Ignite Screens

120 Degree Three Cluster 120 Degree Six Cluster

120 Degree 2/3120 Degree Workstation


