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————————————————————

————————————————————

————————————————————

————————————————————

————————————————————

————————————————————

————————————————————

Read the user’s manual of the swinging cow
brush in order to know how to position and
mount the swinging cow brush before
starting operation.

————————————————————

————————————————————

Follow the instructions in this user manual
with regards to safety, use and maintenance
optimize. Keep this user manual within
reach of the swinging cow brush.
This is not legally responsible for damage and
indirect damage due to operating errors, lack
of correct maintenance and/or any way of use
which is not described in this manual.
The responsibility of seller expires as soon as
you or any third party, without written
agreement from seller, executes any operation
like adjustments or extensions to the function
of the swinging cow brush or its accessories.
Seller continuously strives for improvement of
our physical products and offerings.
Seller reserves the right to alter the
specification shown without prior notice.
Note that despite following these safety
precautions, caution should be applied in all
usage situations to avoid injuries.
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————————————————————

————————————————————

Readtheuser’smanualoftheswingingcow
brushinordertoknowhowtopositionand
mounttheswingingcowbrushbefore
startingoperation.

————————————————————

————————————————————

Followtheinstructionsinthisusermanual
withregardstosafety,useandmaintenance
optimize.Keepthisusermanualwithin
reachoftheswingingcowbrush.
Thisisnotlegallyresponsiblefordamageand
indirectdamageduetooperatingerrors,lack
ofcorrectmaintenanceand/oranywayofuse
whichisnotdescribedinthismanual.
Theresponsibilityofsellerexpiresassoonas
youoranythirdparty,withoutwritten
agreementfromseller,executesanyoperation
likeadjustmentsorextensionstothefunction
oftheswingingcowbrushoritsaccessories.
Sellercontinuouslystrivesforimprovementof
ourphysicalproductsandofferings.
Sellerreservestherighttoalterthe
specificationshownwithoutpriornotice.
Notethatdespitefollowingthesesafety
precautions,cautionshouldbeappliedinall
usagesituationstoavoidinjuries.
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• Disconnect the plug from the wall socket before starting maintenance work. For additional safety,
remove the fuse from the main switchboard.

• Clean the swinging cow brush carefully before starting maintenance.
• Always consult your dealer if you have any doubts.
• The following maintenance instructions are based on normal use. At intensive use or use at extreme
circumstances the maintenance intervals should be shortened.

It is recommended that yearly do a service and change oil and brush
cylinder on the swinging cow brush to maintain its performance.

To change oil, unscrew the oil plug and put the drive horizontal with the
drain hole upwards and let the oil drain into a collecting container.
Put the drive horizontal with the drain hole up and refill with 150cm³
of swinging cow brush gearbox oil, and then screw the plug back.

The brush need to be replaced, under normal use, once a year or when
it is worn out.

- If the bolt is locked by Loctite: Heat it up gently with a gas burner and
unscrew it.

- Remove the bottom plate and the old brush cylinder.
- Fit the brush unit to the axle.
- Re-fit the bottom plate and the bolt. With the upgraded bottom plate kit,
no Loctite is needed.

Regularly

Once a year

Oil change

Brush cylinder replacement

Cleaning
The brush part should be cleaned regularly using a high pressure
cleaner or similar.
Always remove the brush part from the motor drive before cleaning,
according to section Brush cylinder replacement.

• Check the gearbox for oil leakage.
• If leaking please contact your seller dealer, the gear box should immediately be replaced.

Weekly

————————————————————

————————————————————
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•Disconnecttheplugfromthewallsocketbeforestartingmaintenancework.Foradditionalsafety,
removethefusefromthemainswitchboard.

•Cleantheswingingcowbrushcarefullybeforestartingmaintenance.
•Alwaysconsultyourdealerifyouhaveanydoubts.
•Thefollowingmaintenanceinstructionsarebasedonnormaluse.Atintensiveuseoruseatextreme
circumstancesthemaintenanceintervalsshouldbeshortened.

Itisrecommendedthatyearlydoaserviceandchangeoilandbrush
cylinderontheswingingcowbrushtomaintainitsperformance.

Tochangeoil,unscrewtheoilplugandputthedrivehorizontalwiththe
drainholeupwardsandlettheoildrainintoacollectingcontainer.
Putthedrivehorizontalwiththedrainholeupandrefillwith150cm³
ofswingingcowbrushgearboxoil,andthenscrewtheplugback.

Thebrushneedtobereplaced,undernormaluse,onceayearorwhen
itiswornout.

-IftheboltislockedbyLoctite:Heatitupgentlywithagasburnerand
unscrewit.

-Removethebottomplateandtheoldbrushcylinder.
-Fitthebrushunittotheaxle.
-Re-fitthebottomplateandthebolt.Withtheupgradedbottomplatekit,
noLoctiteisneeded.

Regularly

Onceayear

Oilchange

Brushcylinderreplacement

Cleaning
Thebrushpartshouldbecleanedregularlyusingahighpressure
cleanerorsimilar.
Alwaysremovethebrushpartfromthemotordrivebeforecleaning,
accordingtosectionBrushcylinderreplacement.

•Checkthegearboxforoilleakage.
•Ifleakingpleasecontactyoursellerdealer,thegearboxshouldimmediatelybereplaced.

Weekly

————————————————————

————————————————————
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Operation

————————————————————

Before of read “Safety

————————————————————

Switch on
Switch the brush on by installing the mains
supply. The brush is now ready for use.

Switch off
The built in automatic stop function has a
delayed stop which makes the brush rotate
10 seconds after it has reached its vertical
position.

Post installation
a

a of
at

1. Mount the swinging cow brush with the
original fixation U-brackets including nuts.

2. Determine the height of the wall mounting
bracket before fixation.

3. The height of the swinging cow brush
is depending on the shoulder height of
the cattle, average 100-115 cm (h) above
the floor measured from the underside of
the brush (see Wall installation).

4. Fix the nuts carefully. Make sure that it
shall not be possible to turn the Bartech
swinging cow brush around the post.

5. About a week after mounting the fixation
should be controlled.
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Operation

————————————————————

Beforeofread“Safety

————————————————————

Switchon
Switchthebrushonbyinstallingthemains
supply.Thebrushisnowreadyforuse.

Switchoff
Thebuiltinautomaticstopfunctionhasa
delayedstopwhichmakesthebrushrotate
10secondsafterithasreacheditsvertical
position.

Postinstallation
a

aof
at

1.Mounttheswingingcowbrushwiththe
originalfixationU-bracketsincludingnuts.

2.Determinetheheightofthewallmounting
bracketbeforefixation.

3.Theheightoftheswingingcowbrush
isdependingontheshoulderheightof
thecattle,average100-115cm(h)above
thefloormeasuredfromtheundersideof
thebrush(seeWallinstallation).

4.Fixthenutscarefully.Makesurethatit
shallnotbepossibletoturntheBartech
swingingcowbrusharoundthepost.

5.Aboutaweekaftermountingthefixation
shouldbecontrolled.
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Max 5 cm
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• The swinging cow brush is available in two executions:
a) Wall mounting (delivered as standard)
b) Post installation, for post diameters 2"-2.5", 3"-3.5" and 4".

The swinging cow brush is not watertight and should be used indoors or under well protected
roofs only.

• The swinging cow brush is suitable for dairy cows over 1 year old.

• The swinging cow brush should not be used by animals with longer hair than 5 cm
(including tail hair). For more information see under chapter Safety precautions.

After mounting the swinging cow brush connect the mains supply and the swinging cow brush
is ready for operation. As soon as the cow pushes the brush, the brush starts automatically.
When the cow leaves the brush, it will stop after approximately 10 seconds.

MATTERS THAT ARE CONSIDERED TO BE
IN CASE OF TROUBLE

TECHNICAL SPECIFICATIONS
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20 Power 0,18 kW

Voltage 220 V / 50 hz
Current 11 A
Speed 1340 rev/min
Weight 54.5 kg
Brush Size Ø: 43 cm, H: 72 cm

TECHNICALSPECIFICATIONS

TECHNICALSPECIFICATIONS
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TECHNICALSPECIFICATIONS

Check the electricity of the curry Take a support from a qualified person in case of any trouble
If there is a link between electronic circuits with electricity;
• Switch off the electricity of the curry
• Dislodge the electronic circuit
• Give a direct way (connection) to electronic motor
• If the electronic motor is on operation, then, the electronic circuit is broken.
Take technical support from our company.
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•Theswingingcowbrushisavailableintwoexecutions:
a)Wallmounting(deliveredasstandard)
b)Postinstallation,forpostdiameters2"-2.5",3"-3.5"and4".

Theswingingcowbrushisnotwatertightandshouldbeusedindoorsorunderwellprotected
roofsonly.

•Theswingingcowbrushissuitablefordairycowsover1yearold.

•Theswingingcowbrushshouldnotbeusedbyanimalswithlongerhairthan5cm
(includingtailhair).FormoreinformationseeunderchapterSafetyprecautions.

Aftermountingtheswingingcowbrushconnectthemainssupplyandtheswingingcowbrush
isreadyforoperation.Assoonasthecowpushesthebrush,thebrushstartsautomatically.
Whenthecowleavesthebrush,itwillstopafterapproximately10seconds.

MATTERSTHATARECONSIDEREDTOBE
INCASEOFTROUBLE

ChecktheelectricityofthecurryTakeasupportfromaqualifiedpersonincaseofanytrouble
Ifthereisalinkbetweenelectroniccircuitswithelectricity;
•Switchofftheelectricityofthecurry
•Dislodgetheelectroniccircuit
•Giveadirectway(connection)toelectronicmotor
•Iftheelectronicmotorisonoperation,then,theelectroniccircuitisbroken.
Taketechnicalsupportfromourcompany.
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Wall installation

a

For two persons working together,
installation takes approximately 1 1/2 hour
using a ladder and a rope (providing
electricity connection is available). Use the
provided mounting stencil as reference
when mounting the brush on the wall.

1. Make sure that the wall is good enough
for a stable installation of the swinging
cow brush on a wall.

2. Determine the position where the wall
mounting bracket should be installed. For
correct measurements, use the separate
mounting stencil provided with the brush.

3. Determine the height of the wall mounting
bracket before fixation.

4. The height of the swinging cow brush is
depending on the shoulder height of the cattle,
average 100-115 cm (h) above the floor
measured from the underside of the brush
(see picture).

5. Mark the position of the four fixation holes
on the wall, using the separate mounting
stencil as reference.

6. Drill the 4 holes, dimensions 12 mm.

7. Mount the swinging cow brush by means
of thread ends. Use thread ends of sufficient
length. The thread ends should have a length
length of the thickness of the wall plus ca. 70 mm.

8. Put the thread ends in the drilled holes and
mount the swinging cow brush.

9. Remove the swing protection plates (see
picture in section Transport).

a after
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Wallinstallation

a

Fortwopersonsworkingtogether,
installationtakesapproximately11/2hour
usingaladderandarope(providing
electricityconnectionisavailable).Usethe
providedmountingstencilasreference
whenmountingthebrushonthewall.

1.Makesurethatthewallisgoodenough
forastableinstallationoftheswinging
cowbrushonawall.

2.Determinethepositionwherethewall
mountingbracketshouldbeinstalled.For
correctmeasurements,usetheseparate
mountingstencilprovidedwiththebrush.

3.Determinetheheightofthewallmounting
bracketbeforefixation.

4.Theheightoftheswingingcowbrushis
dependingontheshoulderheightofthecattle,
average100-115cm(h)abovethefloor
measuredfromtheundersideofthebrush
(seepicture).

5.Markthepositionofthefourfixationholes
onthewall,usingtheseparatemounting
stencilasreference.

6.Drillthe4holes,dimensions12mm.

7.Mounttheswingingcowbrushbymeans
ofthreadends.Usethreadendsofsufficient
length.Thethreadendsshouldhavealength
lengthofthethicknessofthewallplusca.70mm.

8.Putthethreadendsinthedrilledholesand
mounttheswingingcowbrush.

9.Removetheswingprotectionplates(see
pictureinsectionTransport).

aafter

h

h



7

INSTALLATION

General
1. Installation must be performed by an
authorized electrician.

2. Make sure the electrical connection fulfills
the general and local requirements (Low
voltage directive 2014/35/EU
and that it is within reach from the brush.

3. After installation, check that the swinging
cow brush runs smoothly. If not, switch off
the mains connection immediately.

Transport
The brush is packed in a box and mounted
on a pallet to protect the product during
transport. For transportation and installation
safety reasons two swing protection plates
are mounted to the unit during transport,
see picture.

The weight of the complete brush including
is 54.5 kg (brush alone10.6 kg).
Use an elevator to move and lift the unit.

Unpacking and assembling
1. Open the packaging.

2. Mount the swinging cow brush as required
required according to the instructions.

General
1.Installationmustbeperformedbyan
authorizedelectrician.

2.Makesuretheelectricalconnectionfulfills
thegeneralandlocalrequirements(Low
voltagedirective2014/35/EU
andthatitiswithinreachfromthebrush.

3.Afterinstallation,checkthattheswinging
cowbrushrunssmoothly.Ifnot,switchoff
themainsconnectionimmediately.

Transport
Thebrushispackedinaboxandmounted
onapallettoprotecttheproductduring
transport.Fortransportationandinstallation
safetyreasonstwoswingprotectionplates
aremountedtotheunitduringtransport,
seepicture.

Theweightofthecompletebrushincluding
is54.5kg(brushalone10.6kg).
Useanelevatortomoveandlifttheunit.

Unpackingandassembling
1.Openthepackaging.

2.Mounttheswingingcowbrushasrequired
requiredaccordingtotheinstructions.
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INSTALLATION
PRODUCT DATA
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1 Bearing protection
2 Spiral cord 220V

5 Top leaning plate

8 Brush
9 AC Cable
10 Screw
11 Motor guard

cylinder
7 Brush gearbox+axle

4 Motor incl

6 Top bearing motor

3 Mainframe complete

USE
GROUNDINGPLUG

ATTENTION!
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1Bearingprotection
2Spiralcord220V

5Topleaningplate

8Brush
9ACCable
10Screw
11Motorguard

cylinder
7Brushgearbox+axle

4Motorincl

6Topbearingmotor

3Mainframecomplete

USE
GROUNDINGPLUG

ATTENTION!
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