
Woodoc Colours Specification Sheet 

Customer Service: 
Toll-Free during office hours 0800 411 200 (South Africa only) 

Email: information@woodoc.com or visit www.woodoc.com 

 
Typical Application: 

For interior and exterior use.  A range of 

translucent colours that allow the natural grain 

of the wood to shine through, without 

compromising the sealing and protective 

quality of Woodoc sealers.  To tint clear 

Woodoc sealers and perfect for all decorating 

needs, both indoor and outdoor.  

 

Product Features: 

 There are various tints - from 

traditional to modern – in the Woodoc 

Colours Range. 

 Will transform any woodwork – from 

garden furniture to kitchen cupboards. 

 The addition of Woodoc Colours to clear 

Woodoc Exterior Sealers enhance their 

UV-resistance. 

 Complete how-to-use instructions on 

label. 

 
Application Note: 
Because the natural colour and absorbency of woods 
differ, the appearance of Woodoc Colours can differ 
on application. It is recommended that a trial 
application on a similar piece of timber be carried 
out first. Three coats should be applied for the 
desired result.  If the resultant colour is too light, 
more tint can be added. If too dark, just add more 
clear Woodoc Sealer. Either way your colours turn 
out exactly the way you choose! If however, the 
desired colour is achieved after one or two coats, 
clear Woodoc sealer should be used to finish the job. 

 
 

No: WDcolour/007 

Dated: 28/03/19 

Name: 

Woodoc Colours  

Description: 

Concentrated pigment tints for clear Woodoc 

sealers. 

Wood Shades: Imbuia, Meranti, Rosewood, 

Teak, Ebony, Yellowwood, Oak, Oregon 

Fashion Shades:  Full Moon, Clifton Grey, 

Beaufort Grey, Sweet Grass, Knysna Green, 

Aquamarine, Deep Plum, Inky Blue, Seaweed, 

Opal, Mulberry, Sunrise, Buttermilk, Deep 

Blush, Mocca, Spanspek, Claret, Gentle Green, 

Sable, Sunshine Gold, Cocoa, Kalahari Red, 

Summer Storm 

BRIGHTS: Red, Orange, Yellow, Green, Blue, 

Pink, Purple 

Application: 

Mixed into clear Woodoc Sealers. 

Drying Time: 

Dependent on the sealer used. 

Product Properties: 

Concentrated pigment tints for dilution only in 

clear Woodoc Sealers. 

Compatibility: 

Clear Woodoc Sealers only. 

Incompatibility: 

Mineral turpentine, Acetone, Lacquer Thinners, 

Benzene and other solvents. 

Packaging: 

20 ml; 100 ml (Wood Shades and selected 

Fashion Shades) 

 
ALWAYS READ THE APPLICATION INSTRUCTIONS ON THE 
BOTTLE BEFORE STARTING WORK.  PRODUCT WILL STAIN 

CLOTHES.  PLEASE BE CAREFUL WHEN USING. CLEAN WITH 

WATER AND DETERGENTS WHILE WET.   

 

 

Keep out of reach of children.  Harmful when 
consumed.   

 

 

 

 
Manufactured and marketed by: 

Rekara Mills (Pty) Ltd 

PO Box  16, Fort Beaufort 5720, South Africa 

Tel +2746 645 1109  Fax +2746 645 1538 


